

	
3GPP TSG-CT WG3 Meeting #119bis-e	C3-220334
E-Meeting, 17th – 21th January 2022												(Revision of C3-220087)
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	29.520
	CR
	0374
	rev
	1
	Current version:
	17.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Update extended features description

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	CT3

	
	

	Work item code:
	eNA_Ph2
	
	Date:
	2021-12-15

	
	
	
	
	

	Category:
	B
	
	Release:
	 Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	ServiceExperienceExt, UserDataCongestionExt and NsiLoadExt feature description not specific on the extension feature scope, not clear the difference between existing not extended feature and impact further release further extension feature scope.

	
	

	Summary of change:
	Add the eNA_Ph2 defined feature scope summary description for the existing ServiceExperienceExt, UserDataCongestionExt and NsiLoadExt feature descriptions.

	
	

	Consequences if not approved:
	Not clear on the extension feature scope.

	
	

	Clauses affected:
	5.1.8, 5.2.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.

	
	

	This CR's revision history:
	



Page 1


Additional discussion(if needed):
Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc34123810][bookmark: _Toc36038554][bookmark: _Toc36038642][bookmark: _Toc36038833][bookmark: _Toc44680774][bookmark: _Toc45133686][bookmark: _Toc45133777][bookmark: _Toc49417475][bookmark: _Toc51762442][bookmark: _Toc58838158][bookmark: _Toc59017171][bookmark: _Toc68168317][bookmark: _Toc73191367][bookmark: _Hlk82962723][bookmark: _Toc11247460][bookmark: _Toc27044584][bookmark: _Toc36033626][bookmark: _Toc45131763][bookmark: _Toc49776048][bookmark: _Toc51746968][bookmark: _Toc66360523][bookmark: _Toc68105028][bookmark: _Toc74755658][bookmark: _Toc75351369][bookmark: _Toc11247463][bookmark: _Toc27044587][bookmark: _Toc36033629][bookmark: _Toc45131766][bookmark: _Toc49776051][bookmark: _Toc51746971][bookmark: _Toc66360526][bookmark: _Toc68105031][bookmark: _Toc74755661][bookmark: _Toc75351372][bookmark: _Toc28012844][bookmark: _Toc34266330][bookmark: _Toc36102501][bookmark: _Toc43563545][bookmark: _Toc45134091][bookmark: _Toc50032023][bookmark: _Toc51762943][bookmark: _Toc56641012][bookmark: _Toc59017980][bookmark: _Toc66231848][bookmark: _Toc68169009][bookmark: _Toc70550676][bookmark: _Toc83233129][bookmark: _Toc85553045][bookmark: _Toc85557144][bookmark: _Toc88667652][bookmark: _Toc90655937]5.1.8	Feature negotiation
The optional features in table 5.1.8-1 are defined for the Nnwdaf_EventsSubscription API. They shall be negotiated using the extensibility mechanism defined in subclause 6.6 of 3GPP TS 29.500 [6].
Table 5.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ServiceExperience
	This feature indicates support for the event related to service experience.

	2
	UeMobility
	This feature indicates the support of analytics based on UE mobility information.

	3
	UeCommunication
	This feature indicates the support of analytics based on UE communication information.

	4
	QoSSustainability
	This feature indicates support for the event related to QoS sustainability.

	5
	AbnormalBehaviour
	This feature indicates support for the event related to abnormal behaviour information.

	6
	UserDataCongestion
	This feature indicates support for the event related to user data congestion.

	7
	NfLoad
	This feature indicates the support of the analytics related to the load of NF instances.

	8
	NetworkPerformance
	This feature indicates the support of analytics based on network performance.

	9
	NsiLoad
	This feature indicates the support of the event related to the load level of Network Slice and the optionally associated Network Slice Instance.

	10
	ES3XX
	Extended Support for 3xx redirections. This feature indicates the support of redirection for any service operation, according to Stateless NF procedures as specified in subclauses 6.5.3.2 and 6.5.3.3 of 3GPP TS 29.500 [6] and according to HTTP redirection principles for indirect communication, as specified in subclause 6.10.9 of 3GPP TS 29.500 [6]. 

	11
	EneNA
	This feature indicates support for the enhancements of network data analytics requirements.

	12
	UserDataCongestionExt
	This feature indicates support for the extensions to the event related to user data congestion, including support of GPSI and/or list of Top applications. Supporting this feature also requires the support of feature UserDataCongestion.

	13
	Aggregation
	This feature indicates support for analytics aggregation. Supporting this feature also requires the support of feature EneNA.

	14
	NsiLoadExt
	This feature indicates support for the extensions to the event related to the load level of Network Slice and the optionally associated Network Slice Instance, including support of area of interest, NF load information and number of UE or number of PDU Session. Supporting this feature also requires the support of feature NsiLoad.

	15
	ServiceExperienceExt
	This feature indicates support for the extensions to the event related to service experience, including support of RAT type and/or Frequency. Supporting this feature also requires the support of feature ServiceExperience.

	16
	DnPerformance
	This feature indicates the support of the analytics related to DN performance.



*** 2nd Change ***
[bookmark: _Toc28012876][bookmark: _Toc34266362][bookmark: _Toc36102533][bookmark: _Toc43563577][bookmark: _Toc45134126][bookmark: _Toc50032058][bookmark: _Toc51762978][bookmark: _Toc56641047][bookmark: _Toc59018015][bookmark: _Toc66231883][bookmark: _Toc68169044][bookmark: _Toc70550712][bookmark: _Toc83233167][bookmark: _Toc85553096][bookmark: _Toc85557195][bookmark: _Toc88667705][bookmark: _Toc90655990]5.2.8	Feature negotiation
The optional features in table 5.2.8-1 are defined for the Nnwdaf_AnalyticsInfo API. They shall be negotiated using the extensibility mechanism defined in subclause 6.6 of 3GPP TS 29.500 [6].
Table 5.2.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	UeMobility
	This feature indicates the support of analytics based on UE mobility information.

	2
	UeCommunication
	This feature indicates the support of analytics based on UE communication information.

	3
	NetworkPerformance
	This feature indicates the support of analytics based on network performance.

	4
	ServiceExperience
	This feature indicates support for the event related to service experience.

	5
	QoSSustainability
	This feature indicates support for the event related to QoS sustainability.

	6
	AbnormalBehaviour
	This feature indicates support for the event related to abnormal behaviour information.

	7
	UserDataCongestion
	This feature indicates the support of the analytics related on user data congestion.

	8
	NfLoad
	This feature indicates the support of the analytics related to the load of NF instances.

	9
	NsiLoad
	This feature indicates the support of the analytics related to the load level of Network Slice and the optionally associated Network Slice Instance.

	10
	EneNA
	This feature indicates support for the enhancements of network data analytics requirements.

	11
	UserDataCongestionExt
	This feature indicates support for the extensions to the event related to user data congestion, including support of GPSI and/or list of Top applications. Supporting this feature also requires the support of feature UserDataCongestion.

	12
	Aggregation
	This feature indicates support for analytics aggregation. Supporting this feature also requires the support of feature EneNA.

	13
	NsiLoadExt
	This feature indicates support for the extensions to the event related to the load level of Network Slice and the optionally associated Network Slice Instance, including support of area of interest, NF load information and number of UE or number of PDU Session. Supporting this feature also requires the support of feature NsiLoad.

	14
	ServiceExperienceExt
	This feature indicates support for the extensions to the event related to service experience, including support of RAT type and/or Frequency. Supporting this feature also requires the support of feature ServiceExperience.

	15
	SMCCE
	This feature indicates support for the event related to SM congestion control experience.



*** End of Changes ***

