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Additional discussion(if needed):
Proposed changes:

[bookmark: _Toc28012752][bookmark: _Toc34266222][bookmark: _Toc36102393][bookmark: _Toc43563435][bookmark: _Toc45133978][bookmark: _Toc50031908][bookmark: _Toc51762828][bookmark: _Toc56640895][bookmark: _Toc59017863][bookmark: _Toc66231731][bookmark: _Toc68168892][bookmark: _Toc70550538][bookmark: _Toc83232975][bookmark: _Toc85552864][bookmark: _Toc85556963][bookmark: _Toc88667465][bookmark: _Toc90655750][bookmark: historyclause][bookmark: _Hlk56636785]*** 1st Change ***
[bookmark: _Toc34228227][bookmark: _Toc36041630][bookmark: _Toc36041786][bookmark: _Toc44680223][bookmark: _Toc45134820][bookmark: _Toc49583705][bookmark: _Toc51764142][bookmark: _Toc58838817][bookmark: _Toc59020132][bookmark: _Toc59020219][bookmark: _Toc68170883][bookmark: _Toc90661635]5.1.6.1	General
This clause specifies the application data model supported by the API.
Table 5.1.6.1-1 specifies the data types defined for the Nnef_EventExposure service based interface protocol.
Table 5.1.6.1-1: Nnef_EventExposure specific Data Types
	Data type
	Section defined
	Description
	Applicability

	NefEvent
	5.1.6.3.3
	Represents Network Exposure Events.
	

	NefEventExposureNotif
	5.1.6.2.3
	Represents notifications on network exposure event(s) that occurred for an Individual Network Exposure Event Subscription resource.
	

	NefEventExposureSubsc
	5.1.6.2.2
	Represents an Individual Network Exposure Event Subscription resource.
	

	NefEventFilter
	5.1.6.2.7
	Represents event filter information for an event.
	

	NefEventNotification
	5.1.6.2.4
	Represents information related to an event to be reported.
	

	NefEventSubs
	5.1.6.2.5
	Represents an event to be subscribed and the related event filter information
	

	PerformanceDataInfo
	5.1.6.2.12
	Contains Performance Data Analytics related information collection
	PerformanceData


	ServiceExperienceInfo
	5.1.6.2.9
	Contains service experience information associated with an application.
	ServiceExperience

	TargetUeIdentification
	5.1.6.2.8
	Identifies the UE to which the request applies.
	

	UeCommunicationInfo
	5.1.6.2.6
	Contains UE communication information associated with an application.
	UeCommunication

	UeMobilityInfo
	5.1.6.2.10
	Contains UE mobility information associated with an application.
	UeMobility

	UeTrajectoryInfo
	5.1.6.2.11
	Contains UE trajectory information.
	UeMobility



Table 5.1.6.1-2 specifies data types re-used by the Nnef_EventExposure service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnef_EventExposure service based interface. 
Table 5.1.6.1-2: Nnef_EventExposure re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AddrFqdn
	3GPP TS 29.517 [18]
	IP address and/or FQDN.
	

	ApplicationId
	3GPP TS 29.571 [16]
	Application identifier
	

	ReportingInformation
	3GPP TS 29.523 [22]
	Represents the type of reporting the subscription requires.
	

	CollectiveBehaviourFilter
	3GPP TS 29.517 [18]
	Contains the parameter type and value pair to express the collective behaviour event filters.
	CollectiveBehaviour

	CollectiveBehaviourInfo
	3GPP TS 29.517 [18]
	Contains the collective behaviour analytics information.
	CollectiveBehaviour

	CommunicationCollection
	3GPP TS 29.517 [18]
	Contains communication information.
	UeCommunication

	DateTime
	3GPP TS 29.571 [16]
	Contains a date and a time.
	

	Dnai
	3GPP TS 29.571 [16]
	
	

	DispersionCollection
	3GPP TS 29.517 [18]
	Contains dispersion collection information.
	Dispersion

	ExceptionInfo
	3GPP TS 29.517 [18]
	Represents exception information for a service flow.
	Exceptions

	GroupId
	3GPP TS 29.571 [16]
	Contains a Group identifier.
	

	IpAddr
	3GPP TS 29.571 [16]
	Identifies the IP address of a UE.
	PerformanceData

	NetworkAreaInfo
	3GPP TS 29.554 [21]
	Represents a network area information.
	

	PacketDelBudget
	3GPP TS 29.571 [16]
	Indicates average Packet Delay.
	PerformanceData

	PacketLossRate
	3GPP TS 29.571 [16]
	Indicates average Loss Rate.
	PerformanceData

	PerformanceData
	3GPP TS 29.517 [18]
	Contains Performance Data
	PerformanceData

	RedirectResponse
	3GPP TS 29.571 [16]
	Contains redirection related information.
	ES3XX

	ReportingInformation
	3GPP TS 29.523 [22]
	Represents the type of reporting the subscription requires.
	

	Supi
	3GPP TS 29.571 [16]
	Contains a SUPI.
	

	SupportedFeatures
	3GPP TS 29.571 [16]
	Indicates the features supported.
	

	ServiceExperienceInfoPerFlow
	3GPP TS 29.517 [18]
	Contains service experience information associated with a service flow.
	ServiceExperience

	UserDataCongestionCollection
	3GPP TS 29.517 [18]
	Contains User Data Congestion Analytics related information collection.
	UserDataCongestion

	UserLocation
	3GPP TS 29.571 [16]
	Contains user location information.
	UeMobility

	Uri
	3GPP TS 29.571 [16]
	Contains a URI.
	



*** 2nd Change ***
[bookmark: _Toc34228232][bookmark: _Toc36041635][bookmark: _Toc36041791][bookmark: _Toc44680228][bookmark: _Toc45134825][bookmark: _Toc49583710][bookmark: _Toc51764147][bookmark: _Toc58838822][bookmark: _Toc59020137][bookmark: _Toc59020224][bookmark: _Toc68170888][bookmark: _Toc90661640]5.1.6.2.4	Type: NefEventNotification
Table 5.1.6.2.4-1: Definition of type NefEventNotification
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	event
	NefEvent
	M
	1
	Represents the Rreported application related event.
	

	timeStamp
	DateTime
	M
	1
	Time at which the event is observed.
	

	svcExprcInfos
	array(ServiceExperienceInfo)
	C
	1..N
	Contains the service experience information.
Shall be present if the "event" attribute sets to "SVC_EXPERIENCE"
	ServiceExperience

	ueMobilityInfos
	array(UeMobilityInfo)
	C
	1..N
	Contains the UE mobility information.
Shall be present if the "event" attribute sets to "UE_MOBILITY"
	UeMobility

	ueCommInfos
	array(UeCommunicationInfo)
	C
	1..N
	Contains the application communication information.
Shall be present if the "event" attribute sets to "UE_COMM"
	UeCommunication

	excepInfos
	array(ExceptionInfo)
	C
	1..N
	Each element represents the exception information for a service flow. 
Shall be present if the "event" attribute sets to "EXCEPTIONS".
	Exceptions

	congestionInfos
	array(UserDataCongestionCollection)
	C
	1..N
	Each element represents the user data congestion information for an AF application. 
Shall be present if the "event" attribute sets to "USER_DATA_CONGESTION".
	UserDataCongestion

	[bookmark: _Hlk79488415]perfDataInfos
	array(PerformanceDataInfo)
	C
	1..N
	Each element represents the performance data information collected for an AF application. 
	PerformanceData

	dispersionInfos
	array(DispersionCollection)
	C
	1..N
	Each element represents the UE dispersion information collected for an AF. 
Shall be present if the "event" attribute sets to "DISPERSION".
	Dispersion

	collBhvrInfs
	array(CollectiveBehaviourInfo)
	C
	1..N
	Each element represents the collective behaviour information related to a set of UEs, applications. Shall be present if the "event" attribute sets to "COLLECTIVE_BEHAVIOUR".
	CollectiveBehaviour



*** 3rd Change ***
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The enumeration NefEvent represents the observed event requested by the NF service consumer to be monitored. It shall comply with the provisions defined in table 5.1.6.3.3-1.
Table 5.1.6.3.3-1: Enumeration NefEvent
	Enumeration value
	Description
	Applicability

	SVC_EXPERIENCE
	Indicates that the observed event is service experience information.
	ServiceExperience

	UE_COMM
	Indicates that the observed event is UE communication information.
	UeCommunication

	UE_MOBILITY
	Indicates that the observed event is UE mobility information.
	UeMobility

	EXCEPTIONS
	Indicates that the observed event is exceptions information.
	Exceptions

	USER_DATA_CONGESTION
	Indicates that the event subscribed is user data congestion analytics related information.
	UserDataCongestion

	PERF_DATA
	Indicates that the event subscribed is performance data information.
	PerformanceData

	DISPERSION
	Indicates that the event subscribed is dispersion information.
	Dispersion

	COLLECTIVE_BEHAVIOUR
	Indicates that the event subscribed is collective behaviour information.
	CollectiveBehaviour



*** End of Changes ***

