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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
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Table 4.2.1-1: Operations of the Nbsf_Management Service
	Service operation name
	Description
	Initiated by

	Nbsf_Management_Register
	This service operation is used to register the binding information for a PDU session or a UE.
	NF service consumer (e.g., PCF)

	Nbsf_Management_Deregister
	This service operation is used to deregister the binding information for a PDU session or a UE.
	NF service consumer (PCF)

	Nbsf_Management_Discovery
	This service operation is used by an NF service consumer or NWDAF to discover a selected PCF for a PDU session or a selected PCF for a UE.
	NF service consumer (e.g., NEF, AF, NWDAF)

	Nbsf_Management_Update
	This service operation is used to update an existing binding information for a PDU session or a UE.
	NF service consumer (e.g., PCF)

	Nbsf_Management_Subscribe
	This service operation is used by an NF service consumer to subscribe or to modify a subscription for toevent notifications of PCF for the UE or PCF for the PDU session binding related events.newly registered or deregistered PCF for a PDU session or a newly registered or deregistered PCF for a UE.
	NF service consumer (e.g., NEF, AF, PCF)

	Nbsf_Management_Unsubscribe
	This service operation is used by an NF service consumer to terminate a previous subscription.
	NF service consumer (e.g., NEF, AF, PCF)

	Nbsf_Management_Notify
	This service operation is used by the BSF to notify a PCF for a UE of newly registered or deregistered PCF for a PDU session or PCF for a UEbinding related event(s) to the NF service consumer which has subscribed to such event(s).
	BSF
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