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	Reason for change:
	In TS 29.500, clause 6.12.1, CT4 has introduced a feature to update the binding indication for a group of resource/session contexts as below: 

A Binding Indication may be shared by multiple resource/session contexts, i.e. these resource contexts (in the NF Service Producer) or session contexts (in the NF Service Consumer) are sharing the same resilience information. The Binding Indication for multiple contexts has the same semantics as the one for a single resource/session context but with the following additions. When it is supported as indicated in the Supported Features for a specific service API:
...

The feature was intended for SMF services in particular. 


	
	

	Summary of change:
	Add a new feature to indicate the support of updating the binding indication for a group of resource contexts.
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	Consequences if not approved:
	Updating a binding indication for a group of resource/session contexts feature can't be used by Nsmf_EventExposure API.
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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
[bookmark: _Toc28011601][bookmark: _Toc34210717][bookmark: _Toc36037742][bookmark: _Toc39063176][bookmark: _Toc43298234][bookmark: _Toc45133011][bookmark: _Toc49935478][bookmark: _Toc50023824][bookmark: _Toc51761314][bookmark: _Toc56672244][bookmark: _Toc66277802][bookmark: _Toc90652391][bookmark: _Toc28012881][bookmark: _Toc34251326][bookmark: _Toc36103022][bookmark: _Toc43388774][bookmark: _Toc45134056][bookmark: _Toc51763119][bookmark: _Toc56634723][bookmark: _Toc59018018][bookmark: _Toc63194088][bookmark: _Toc66233176][bookmark: _Toc68169166][bookmark: _Toc70541625][bookmark: _Toc73544905][bookmark: _Toc73546132][bookmark: _Toc28012283][bookmark: _Toc34123142][bookmark: _Toc36038092][bookmark: _Toc38875475][bookmark: _Toc43191958][bookmark: _Toc45133353][bookmark: _Toc51316857][bookmark: _Toc51762037][bookmark: _Toc56675024][bookmark: _Toc56675415][bookmark: _Toc59016401][bookmark: _Toc63168001][bookmark: _Toc66262511][bookmark: _Toc68167017][bookmark: _Toc73538140][bookmark: _Toc75352016][bookmark: _Toc83231826][bookmark: _Toc85535132][bookmark: _Toc88559595][bookmark: _Toc90653647]5.8	Feature negotiation
The optional features in table 5.8-1 are defined for the Nsmf_EventExposure API. They shall be negotiated using the extensibility mechanism defined in subclause 6.6 of 3GPP TS 29.500 [4].
Table 5.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	DownlinkDataDeliveryStatus
	This feature indicates support for the "Downlink data delivery status" event.

	2
	CommunicationFailure
	This feature indicates support for the "communication failure" event.

	3
	PduSessionStatus
	This feature indicates support for the PDU session establishment event and enhancement (PDU session type, IP address) for the PDU session release event.

	4
	QfiAllocation
	This feature indicates support for the "QFI allocation" event.

	5
	QosMonitoring
	This feature indicates support for the "QoS Monitoring" event.

	6
	ES3XX
	Extended Support for 3xx redirections. This feature indicates the support of redirection for any service operation, according to Stateless NF procedures as specified in subclauses 6.5.3.2 and 6.5.3.3 of 3GPP TS 29.500 [4] and according to HTTP redirection principles for indirect communication, as specified in subclause 6.10.9 of 3GPP TS 29.500 [4]. 

	7
	EneNA
	This feature indicates support for the enhancements of network data analytics requirements.

	8
	EnEDGE
	This feature indicates support for Enhancement of Edge Computing.

	9
	SMCCE
	This feature indicates support for Session Management Congestion Control Experience for PDU Session.

	10
	Dispersion
	This feature indicates support for Session Management transactions dispersion.

	x
	BIUMR
	This feature bit indicates whether the NF Service Consumer (e.g. SMF) and PCF supports Binding Indication Update for multiple resource contexts specified in clauses 6.12.1 and 5.2.3.2.6 of 3GPP TS 29.500 [4].



*** End of Changes ***

