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* * * Start of changes * * *
[bookmark: _Toc11247912][bookmark: _Toc27045056][bookmark: _Toc36034107][bookmark: _Toc45132254][bookmark: _Toc49776539][bookmark: _Toc51747459][bookmark: _Toc66361041][bookmark: _Toc68105546][bookmark: _Toc74756178][bookmark: _Toc90643481]5.15.2.1.1	Introduction
This clause defines data structures to be used in notifications.
Table 5.15.2.1.1-1 specifies data types re-used by the MsisdnLessMoSms API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the MsisdnLessMoSms API. 
Table 5.15.2.1.1-1: MsisdnLessMoSms API re-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [45]
	Used to negotiate the applicability of the optional features defined in table 5.15.4-1.



Table 5.15.2.1.1-2 specifies the data types defined for the MsisdnLessMoSms API.
Table 5.15.2.1.1-2: MsisdnLessMoSms API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	MsisdnLessMoSmsNotification
	5.15.2.1.2
	Represents a MSISDN-less MO SMS notification.
	

	MsisdnLessMoSmsNotificationReply
	5.15.2.1.3
	Represents a reply to a MSISDN-less MO SMS notification.
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