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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc90661312][bookmark: _Toc24868396][bookmark: _Toc34153886][bookmark: _Toc36040830][bookmark: _Toc36041143][bookmark: _Toc43196416][bookmark: _Toc43481186][bookmark: _Toc45134463][bookmark: _Toc51188995][bookmark: _Toc51763671][bookmark: _Toc57205903][bookmark: _Toc59019244][bookmark: _Toc68169917][bookmark: _Toc83233958]5.1	Introduction of SEAL services
The table 5.1-1 lists the SEAL server APIs below the service name. A service description clause for each API gives a general description of the related API.
Table 5.1-1: List of SEAL Service APIs
	Service Name
	Service Operations
	Operation Semantics
	Consumer(s)

	SS_LocationReporting
	Create_Trigger_Location_Reporting
	Request/ Response
	VAL server

	
	Fetch_Location_Report_Trigger
	Request/Response
	VAL server

	
	Update_Trigger_Location_Reporting
	Request/ Response
	VAL server

	
	Cancel_Trigger_Location_Reporting
	Request/ Response
	VAL server

	SS_LocationInfoEvent
	Subscribe_Location_Info
	Subscribe/Notify
	VAL server

	
	Notify_Location_Info
	
	VAL server

	SS_LocationInfoRetrieval
	Obtain_Location_Info
	Request/ Response
	VAL server

	SS_LocationAreaInfoRetrieval
	Obtain_UEs_Info
	Request/ Response
	VAL server

	SS_LocationMonitoring
	Subscribe_Location_Monitoring
	Subscribe/Notify
	VAL server

	
	Notify_Location_Monitoring_Events
	
	

	SS_GroupManagement
	Query_Group_Info
	Request/ Response
	VAL server

	
	Update_Group_Info
	Request/ Response
	VAL server

	
	Create_Group
	Request/ Response
	VAL server

	
	Delete_Group
	Request/Response
	VAL server

	SS_GroupManagementEvent
	Subscribe_Group_Info_Modification
	Subscribe/Notify
	VAL server

	
	Notify_Group_Info_Modification
	
	VAL server

	
	Notify_Group_Creation
	
	VAL server

	SS_UserProfileRetrieval
	Obtain_User_Profile
	Request/ Response
	VAL server

	SS_UserProfileEvent
	Subscribe_User_Profile_Update
	Subscribe/Notify
	VAL server

	
	Notify_User_Profile_Update
	
	VAL server

	SS_NetworkResourceAdaptation
	Reserve_Network_Resource
	Request/Response
	VAL server

	
	Request_Unicast_Resource
	Request/Response
	VAL server

	
	Update_Unicast_Resource
	Request/Response
	VAL server

	
	Request_Multicast_Resource
	Request/Response
	VAL server

	
	Notify_UP_Delivery_Mode
	Subscribe/Notify
	VAL server

	
	Discover_TSC_Stream_Availability
	Request/Response
	VAL server

	
	Create_TSC_Stream
	Request/Response
	VAL server

	
	Delete_TSC_Stream
	Request/Response
	VAL server

	SS_EventsMonitoring
	Subscribe_Monitoring_Events
	Subscribe/Notify
	VAL server

	
	Notify_Monitoring_Events
	
	

	SS_Events
	Subscribe_Event
	Subscribe/Notify
	VAL server

	
	Notify_Event
	
	VAL server

	
	Unsubscribe_Event
	
	VAL server

	SS_KeyInfoRetrieval
	Obtain_Key_Info
	Request/Response
	VAL server

	SS_NetworkSliceAdaptation
	Request_Network_Slice_Adaptation
	Request/Response
	VAL server

	SS_NetworkResourceMonitoring
	Obtain_Unicast_QoS_Monitoring_Data
	Request/Response
	VAL server

	NOTE:	The service operations of SS_Events API are reused by the SS_LocationInfoEvent, SS_LocationMonitoring, SS_GroupManagementEvent, SS_UserProfileEvent and SS_EventsMonitoring for events related services.



Table 5.1-2 summarizes the corresponding APIs defined in this specification. 
Table 5.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	SS_LocationReporting
	7.1
	Report Location Information Service.
	TS29549_SS_LocationReporting.yaml
	ss-lr
	A.2

	SS_GroupManagement
	7.2
	Group Management Service
	TS29549_SS_GroupManagement.yaml
	ss-gm
	A.3

	SS_UserProfileRetrieval
	7.3
	User Profile Retrieval Service
	TS29549_SS_UserProfileRetrieval.yaml
	ss-upr
	A.4

	SS_Network_Resource_Adaptation
	7.4
	Network Resource Adaptation Service
	TS29549_SS_NetworkResourceAdaptation.yaml
	ss-nra
	A.5

	SS_Events
	7.5
	Events Notify Service
	TS29549_SS_Events.yaml
	ss-events
	A.6

	SS_KeyInfoRetrieval
	7.6
	Key Information Retrieval Service
	TS29549_SS_KeyInfoRetrieval.yaml
	ss-kir
	A.7

	SS_LocationAreaInfoRetrieval
	7.1
	Location Area Info Retrieval Service
	TS29549_SS_LocationAreaInfoRetrieval.yaml
	ss-lair
	A.8

	SS_NetworkSliceAdaptation
	7.7
	Network Slice Adaptation Service
	TS29549_SS_NetworkSliceAdaptation.yaml
	ss-nsa
	A.9



* * * Next Change * * * *
[bookmark: _Toc24868457][bookmark: _Toc34153950][bookmark: _Toc36040894][bookmark: _Toc36041207][bookmark: _Toc43196472][bookmark: _Toc43481242][bookmark: _Toc45134519][bookmark: _Toc51189051][bookmark: _Toc51763727][bookmark: _Toc57205959][bookmark: _Toc59019300][bookmark: _Toc68169973][bookmark: _Toc83234014]5.5.Y.2.X	Obtain_Unicast_QoS_Monitoring_Data
[bookmark: _Toc24868458][bookmark: _Toc34153951][bookmark: _Toc36040895][bookmark: _Toc36041208][bookmark: _Toc43196473][bookmark: _Toc43481243][bookmark: _Toc45134520][bookmark: _Toc51189052][bookmark: _Toc51763728][bookmark: _Toc57205960][bookmark: _Toc59019301][bookmark: _Toc68169974][bookmark: _Toc83234015]5.5.Y.2.X.1	General
This service operation is used by a VAL server to obtain the QoS monitoring data from the NRM server for a time period of interest either in the past or in the present (i.e. current time). This service operation is supported via the Subscribe_Unicast_QoS_Monitoring service operation using the immediate reporting and one-time reporting mechanisms as defined in subclause 5.5.Y.2.2.2.

* * * End of changes * * * *
