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* * * First Change * * * *

[bookmark: _Toc34062166][bookmark: _Toc34394607][bookmark: _Toc45274411][bookmark: _Toc51932950][bookmark: _Toc58513678][bookmark: _Toc92304745]6.2.7.1	General
Upon successful creation of the group as specified in clause 6.2.2, the SGM-S follow the HTTP procedure specified in clause 6.2.7.3 to notify group announcement to group members and to handle group registration request from SGM-C. If CoAP is used the respective procedures are specified in clause 6.2.7.Y.
 The SGM-C shall follow the HTTP procedure specified in clause 6.2.7.2 to handle received group announcement notification and to request group registration. If CoAP is used the respective procedures are specified in clause 6.2.7.X.
[bookmark: _Toc34062167][bookmark: _Toc34394608][bookmark: _Toc45274412][bookmark: _Toc51932951][bookmark: _Toc58513679][bookmark: _Toc92304746]
* * * Next Change * * * *

6.2.7.2	SGM cClient HTTP procedure
[bookmark: _Toc34062170][bookmark: _Toc34394611][bookmark: _Toc45274415][bookmark: _Toc51932954][bookmark: _Toc58513683][bookmark: _Toc92304750]
* * * Next Change * * * *

6.2.7.3	SGM sServer HTTP procedure
[bookmark: _Toc34062171][bookmark: _Toc34394612][bookmark: _Toc45274416][bookmark: _Toc51932955][bookmark: _Toc58513684][bookmark: _Toc92304751]
* * * Next Change * * * *

[bookmark: _Toc25305691][bookmark: _Toc26190267][bookmark: _Toc26190860][bookmark: _Toc34062173][bookmark: _Toc34394614][bookmark: _Toc45274418][bookmark: _Toc51932957][bookmark: _Toc58513687][bookmark: _Toc92304754]6.2.7.X	SGM client CoAP procedure
6.2.7.X.1	Subscribing to and receiving group announcement notification
In order to subscribe to group announcements, the SGM-C shall send an extended CoAP GET request with the CoAP URI set to the URI of the observable VAL Group Documents resource and with the "memberId" query parameter set to the VAL user ID or VAL UE ID and with the Observe option set to 0 (Register) as specified in IETF RFC 7641 [14].
Upon receiving a CoAP 2.05 (Content) response that matches the extended CoAP GET request which initiated the subscription, and which contains the Observe option, the SGM-C:
a)	shall handle the response according to IETF RFC 7641 [14]; 
b)	shall compare the received list of the VAL group documents with the local list of VAL group documents to determine the new group(s) in which the VAL user is a member, and for each such new group:
1)	shall notify the VAL user about announcement of group with "valGroupId",  "groupName" and "grpDesc"; and
2)	if VAL user’s "membershipType" value is "EXPLICIT", the SGM-C shall ask VAL user to join the group; and
c)	shall update the local list of VAL group documents, and may also decide to store the group announcement based on user's request.

* * * Next Change * * * *

6.2.7.X.2	Sending group registration request
Upon receiving request from VAL user to join the group, the SGM-C shall send a CoAP PUT request to the SGM-S. In the CoAP PUT request, the SGM-C:
a)	shall set the CoAP URI to the "resUri" of the group member corresponding to the VAL user, so that the CoAP URI of the request identifies the Individual Group Member resource to be updated according to the resource definition in clause X.2.1.2.4.3.2:
1)	the "apiRoot" is set to the SGM-S URI;
2)	the "groupDocId” is set to point to the VAL group document; and
3)	the "memberId” is set to VAL user ID or VAL UE ID;
b)	shall include Content-Format option set to "application/vnd.3gpp.seal-group-member-info+cbor";
c)	shall include "GroupMember" object which:
1)	shall contain "membershipState" with the "registered" attribute set to "true";
2)	may contain "messageFilter" attribute; and
3)	shall contain all the other attributes unchanged; and
d)	shall send the request protected with the relevant ACE profile (OSCORE profile or DTLS profile) as described in 3GPP TS 24.547 [5].
Upon receiving a CoAP 2.04 (Changed), the SGM-C shall notify the VAL user about successful group registration. Based on VAL user's request, if subscription to modifications of this group is not already created, then the SGM-C shall create such a subscription as specified in clause 6.2.8.1.X.2. 

* * * Next Change * * * *

6.2.7.X.3	Subscribing to and receiving group identity list notification
Editor’s note:	this procedure is FFS.

* * * Next Change * * * *

6.2.7.Y	SGM server CoAP procedure
6.2.7.Y.1	Receiving group announcement subscription
Upon reception of an extended CoAP GET request with the CoAP URI set to the URI of the observable VAL Group Documents resource with the "memberId" query parameter and with the Observe option set to 0 (Register), the SGM-S:
a)	shall determine the identity of the sender of the received CoAP GET request as specified in clause 6.2.1.X, and:
1)	if the sender is not authorized to fetch the requested VAL group document(s), shall respond with a 4.03 (Forbidden) response to the CoAP GET request and skip rest of the steps;
b)	shall support handling a CoAP GET request from a SGM-C according to procedures specified in IETF RFC 7252 [12]; 
c)	shall register the SGM-C as an observer of this resource with the given value of the "memberId", as per IETF RFC 7641 [14]; and
d)	shall send a CoAP 2.05 (Content) response with the Observer option set to the initial sequence number of the notification and with the payload including all the VAL group documents in which the given value of the "memberId" matches any of the group members'  "memberId" attribute.

* * * Next Change * * * *

6.2.7.Y.1	Sending group announcement notification
Upon successful creation of a group, for each group member in the group document which has "EXPLICIT" membership type, the SGM-S:
a)	shall check whether a valid group announcement subscription exists with a matching value of "memberId" as defined in clause 6.2.7.Y.1 or not; if it does not exists then skip rest of the steps;
b)	shall send a CoAP 2.05 (Content) response with the Observer option set to incremented sequence number of the notification and with the payload including all the VAL group documents in which the subscription’s value of the "memberId" query parameter matches any of the group members'  "memberId" attribute. Each included VAL group document shall also have the list of group members included in "memberDetails” attribute.

* * * Next Change * * * *

6.2.7.Y.3	Sending group identity list notification
Editor’s note:	this procedure is FFS.

* * * End of Changes * * * *
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