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* * * First Change * * * *
[bookmark: _Toc19702429][bookmark: _Toc27751585][bookmark: _Toc35971671][bookmark: _Toc35975920][bookmark: _Toc44849377][bookmark: _Toc51853018][bookmark: _Toc51859691][bookmark: _Toc83139618]4.4.1	Resource URI structure
Resources are either individual resources, or structured resources that can contain child resources. It is recommended to design each resource following one of the archetypes provided in the Annex C.
A URI uniquely identifies a resource. In the 5GC SBI APIs, when a resource URI is an absolute URI, its structure shall be specified as follows:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
"apiRoot" shall be a concatenation of the following parts:
-	scheme ("http" or "https")
NOTE:	In this release of the specification both http and https scheme URIs are allowed. See clause 13.1 of 3GPP TS 33.501[22] for further details on security of Service Based Interfaces.
-	the fixed string "://"
-	authority (host and optional port) as defined in IETF RFC 3986 [9]
-	an optional deployment-specific string (API prefix) that starts with a "/" character.
"apiName" shall define the name of the API. For example, 'nsmf-pdusession'. 
"apiVersion" shall indicate  the 1st Field (MAJOR) version of the version of the API. See alsoThe format is specified in clause 4.3.1.3. For example, 'v1'.
[bookmark: _Hlk494295053]While "apiRoot", "apiName" and "apiVersion" together define the API URI of the corresponding API, each "apiSpecificResourceUriPart" defines a resource URI of the API relative to the API URI.
An API URI should not contain a trailing slash as defined in clause 3.1, and if it contains one, then it should be ignored/removed.
Example of an API URI from 3GPP TS 29.502 [20]:

  - url: '{apiRoot}/nsmf-pdusession/v1'

* * * End of Changes * * * *


