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	Reason for change:
	In clause 4.1c of 3GPP TS 23.273, it states “A scheduled location time can be used with a 5GC-MT-LR, 5GC-MO-LR or deferred 5GC-MT-LR for periodic or triggered location events. The location preparation phase starts when a location related request is sent by an LCS Client, AF or UE requesting a current location of the UE. The request includes the scheduled location time T.”
Also, in clause 6.2, step 2. It states “The UE sends an MO-LR Request message included in a UL NAS TRANSPORT message. The MO-LR Request may optionally include up to three LPP positioning message(s). Different types of location services can be requested: location estimate of the UE, location estimate of the UE to be sent to an LCS client or AF, or location assistance data. If the UE is requesting its own location or that its own location be sent to an LCS client or AF, this message carries LCS requested QoS information (e.g. accuracy, response time, LCS QoS Class), the requested maximum age of location, the requested type of location (e.g. "current location", "current or last known location") and, optionally for a current location, a scheduled location time.”
So, we should add scheduled location time in MO-LR request message.
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(… text not shown for clarity …
LCS-MOLRArg	::= SEQUENCE {
	molr-Type	[0]	MOLR-Type,
	locationMethod	[1]	LocationMethod	OPTIONAL,
	lcs-QoS	[2]	LCS-QoS		OPTIONAL,
	lcsClientExternalID	[3] LCSClientExternalID	OPTIONAL,
	mlc-Number	[4]	ISDN-AddressString	OPTIONAL,
	gpsAssistanceData	[5]	GPSAssistanceData	OPTIONAL,
	...,
	supportedGADShapes	[6]	SupportedGADShapes	OPTIONAL,
	lcsServiceTypeID	[7]	LCSServiceTypeID	OPTIONAL,
	ageOfLocationInfo	[8]	AgeOfLocationInformation	OPTIONAL,
	locationType	[9]	LocationType	OPTIONAL,
	pseudonymIndicator	[10]	NULL		OPTIONAL,
	h-gmlc-address	[11] GSN-Address	OPTIONAL,
	locationEstimate	[12] Ext-GeographicalInformation	OPTIONAL,
	velocityEstimate	[13] VelocityEstimate	OPTIONAL,
	referenceNumber	[14] LCS-ReferenceNumber	OPTIONAL,
	periodicLDRInfo	[15] PeriodicLDRInfo	OPTIONAL,
	locationUpdateRequest	[16]	NULL	OPTIONAL,
	sequenceNumber	[17] SequenceNumber 	OPTIONAL,
	terminationCause	[18] TerminationCause	OPTIONAL,
	mo-lrShortCircuit	[19]	NULL	OPTIONAL,
	ganssAssistanceData	[20] GANSSAssistanceData	OPTIONAL,
	multiplePositioningProtocolPDUs	[21] MultiplePositioningProtocolPDUs	OPTIONAL,
	locationInfo	[22] LocationInfo	OPTIONAL,
	scheduledLocTime	[X] DateTime OPTIONAL }
-- The parameter locationMethod shall be included if and only if the molr-Type is set to value 
-- deCipheringKeys or assistanceData.
-- The parameter gpsAssistanceData shall be included if and only if the molr-Type is set to value 
-- assistanceData and locationMethod is set to value assistedGPS or assistedGPSandGANSS.
-- The parameter ganssAssistanceData shall be included if and only if the molr-Type is set to value 
-- assistanceData and locationMethod is set to value assistedGANSS or assistedGPSandGANSS.
-- supportedGADShapes shall not be included for deferred MO-LR initiation or deferred MO-LR or MT-LR
-- responses 
-- multiplePositioningProtocolPDUs may only be included for E-UTRAN access for an EPC-MO-LR.
-- locationMethod shall not be included for E-UTRAN access.
-- gpsAssistanceData shall not be included for E-UTRAN access.
-- velocityEstimate shall not be included for E-UTRAN access.
-- periodicLDRInfo shall not be included for E-UTRAN access.
-- locationUpdateRequest shall not be included for E-UTRAN access.
-- sequenceNumber shall not be included for E-UTRAN access.
-- mo-lrShortCircuit shall not be included for E-UTRAN access.
-- ganssAssistanceData shall not be included for E-UTRAN access.
-- locationInfo shall be included if available for E-UTRAN access for a periodic and triggered
-- event report.
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