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* * * First Change * * * *
[bookmark: _Toc11338680][bookmark: _Toc27585360][bookmark: _Toc36457356][bookmark: _Toc45028268][bookmark: _Toc45029103][bookmark: _Toc67681865][bookmark: _Toc90562322][bookmark: _Toc11338692][bookmark: _Toc27585372][bookmark: _Toc36457368][bookmark: _Toc45028280][bookmark: _Toc45029115][bookmark: _Toc67681877][bookmark: _Toc82680486]6.2.5.3	P-CSCF Restoration Notification
The POST method shall be used for P-CSCF Restoration Notifications and the URI shall be as provided during the registration procedure.
Resource URI: {pcscfRestorationCallbackUri}
Support of URI query parameters is specified in table 6.2.5.3-1.
Table 6.2.5.3-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Support of request data structures is specified in table 6.2.5.3-2 and of response data structures and response codes is specified in table 6.2.5.3-3.
Table 6.2.5.3-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	PcscfRestorationNotification
	M
	1
	cContains the SUPI and optionally the address of the failed P-CSCF.



Table 6.2.5.3-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same NF or NF (service) set.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same NF or NF (service) set.
If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- CONTEXT_NOT_FOUND

	ProblemDetails
	O
	0..1
	409 Conflict
	The "cause" attribute may be used to indicate one of the following application errors:
- TEMPORARY_REJECT_REGISTRATION_ONGOING
- TEMPORARY_REJECT_HANDOVER_ONGOING

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.



Table 6.2.5.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the Callback URI of the target NF Service Consumer (e.g. AMF) to which the request is redirected

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.5.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the Callback URI of the target NF Service Consumer (e.g. AMF) to which the request is redirected

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * Next Change * * * *
6.2.6.2.9	Type: PcscfRestorationNotification
Table 6.2.6.2.9-1: Definition of type PcscfRestorationNotification
	Attribute name
	Data type
	P
	Cardinality
	Description

	supi
	Supi
	M
	1
	A SUPI that is served by the failed P-CSCF

	failedPcscf
	PcscfAddress
	C
	0..1
	Information about the failed P-CSCF



[bookmark: _Toc27585375][bookmark: _Toc36457371][bookmark: _Toc45028283][bookmark: _Toc45029118][bookmark: _Toc67681880][bookmark: _Toc82680489]* * * Next Change * * * *
6.2.6.2.12	Type: TriggerRequest
Table 6.2.6.2.12-1: Definition of type TriggerRequest
	Attribute name
	Data type
	P
	Cardinality
	Description

	supi
	Supi
	M
	1
	

	failedPcscf
	PcscfAddress
	C
	0..1
	Information about the failed P-CSCF



* * * Next Change * * * *
[bookmark: _Toc11338682][bookmark: _Toc27585362][bookmark: _Toc36457358][bookmark: _Toc45028270][bookmark: _Toc45029105][bookmark: _Toc67681867][bookmark: _Toc82680476][bookmark: _Toc11338880][bookmark: _Hlk9329729]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Nudm_UECM service API.
Table 6.2.6.1-1: Nudm_UECM specific Data Types
	Data type
	Clause defined
	Description

	Amf3GppAccessRegistration
	6.2.6.2.2
	The complete set of information relevant to the AMF where the UE has registered via 3GPP access.

	AmfNon3GppAccessRegistration
	6.2.6.2.3
	The complete set of information relevant to the AMF where the UE has registered via non 3GPP access.

	SmfRegistration
	6.2.6.2.4
	The complete set of information relevant to an SMF serving the UE

	SmsfRegistration
	6.2.6.2.6
	The complete set of information relevant to the SMSF serving the UE.

	DeregistrationData
	6.2.6.2.5
	Data sent with the Deregistration Notification

	Amf3GppAccessRegistrationModification
	6.2.6.2.7
	Contains attributes of Amf3GppAccessRegistration that can be modified using PATCH

	AmfNon3GppAccessRegistrationModification
	6.2.6.2.8
	Contains attributes of AmfNon3GppAccessRegistration that can be modified using PATCH

	PcscfRestorationNotification
	6.2.6.2.9
	Information sent to the AMF or SMF when P-CSCF restoration is triggered.

	NetworkNodeDiameterAddress
	6.2.6.2.10
	

	EpsIwkPgw
	6.2.6.2.11
	

	TriggerRequest
	6.2.6.2.12
	

	AmfDeregInfo
	6.2.6.2.13
	

	EpsInterworkingInfo
	6.2.6.2.14
	

	LocationInfo
	6.2.6.2.15
	Information used by (H)GMLC to send Location Service Request

	RegistrationLocationInfo
	6.2.6.2.16
	Serving AMF, optional VGMLC and access type related informations used by (H)GMLC to send Location Request

	VgmlcAddress
	6.2.6.2.17
	The address(es) of VGMLC

	PeiUpdateInfo
	6.2.6.2.18
	

	RegistrationDataSets
	6.2.6.2.19
	

	IpSmGwRegistration
	6.2.6.2.20
	

	NwdafRegistration
	6.2.6.2.21
	The complete set of information relevant to an NWDAF serving the UE

	NwdafRegistrationModification
	6.2.6.2.22
	Contains attributes of NwdafRegistration that can be modified using PATCH

	SmfRegistrationModification
	6.2.6.2.23
	Contains attributes of SmfRegistration that can be modified using PATCH

	PcscfAddress
	6.2.6.2.x
	Contains the addressing information (IP addresses and/or FQDN) of the P-CSCF

	PurgeFlag
	6.2.6.3.2
	This flag indicates whether or not the NF has deregistered.

	E164Number
	6.2.6.3.2
	

	DualRegistrationFlag
	6.2.6.3.2
	Dual Registration Flag

	DeregistrationReason
	6.2.6.3.3
	

	ImsVoPs
	6.2.6.3.4
	

	RegistrationReason
	6.2.6.3.5
	

	RegistrationDataSetName
	6.2.6.3.6
	

	UeReachableInd
	6.2.6.3.7
	UE Reachable Indication



Table 6.2.6.1-2 specifies data types re-used by the Nudm_uecm service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_uecm service API.
Table 6.2.6.1-2: Nudm_UECM re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only.

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	PduSessionId
	3GPP TS 29.571 [7]
	PDU Session ID

	Pei
	3GPP TS 29.571 [7]
	Permanent Equipment Identifier

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	Supi
	3GPP TS 29.571 [7]
	see 3GPP TS 23.501 [2] clause 5.9.2

	Guami
	3GPP TS 29.571 [7]
	Globally Unique AMF Identifier

	PlmnId
	3GPP TS 29.571 [7]
	PLMN Identity

	DiameterIdentity
	3GPP TS 29.571 [7]
	

	AccessType
	3GPP TS 29.571 [7]
	Access Type

	BackupAmfInfo
	3GPP TS 29.571 [7]
	Backup AMFs

	ServiceName
	3GPP TS 29.510 [19]
	

	PatchResult
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	Generic Public Subscription Identitfier

	Ipv4Addr
	3GPP TS 29.571 [7]
	IPv4 address

	Ipv6Addr
	3GPP TS 29.571 [7]
	IPv6 address

	Fqdn
	3GPP TS 29.510 [19]
	Fully Qualified Domain Name

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	RedirectResponse
	3GPP TS 29.571 [7]
	Response body of the redirect response message

	EventId
	3GPP TS 29.520 [58]
	Describes the type of analytics.

	ContextInfo
	6.1.6.2.69
	Contains the HTTP Headers received by the NFs



[bookmark: _Toc36457376][bookmark: _Toc45028288][bookmark: _Toc45029123][bookmark: _Toc67681885][bookmark: _Toc82680494]* * * Next Change * * * *
6.2.6.2.x	Type: PcscfAddress
Table 6.2.6.2.x-1: Definition of type PcscfAddress
	Attribute name
	Data type
	P
	Cardinality
	Description

	ipv4Addrs
	array(Ipv4Addr)
	O
	0..1
	If present, it contains IPv4 address(es) of the P-CSCF (NOTE 2).

	ipv6Addrs
	array(Ipv6Addr)
	O
	0..1
	If present, it contains IPv6 address(es) of the  P-CSCF (NOTE 2).

	fqdn
	Fqdn
	O
	0..1
	If present, it contains the FQDN of the P-CSCF.

	NOTE 1:	At least, one of these P-CSCF addressing attributes shall be included.
NOTE 2:	Several addresses may be included (in ipv4Addrs or ipv6Addrs) to convey multiple redundant IP endpoints on the Mw interface of the P-CSCF.




[bookmark: _Toc11338879][bookmark: _Toc27585640][bookmark: _Toc36457663][bookmark: _Toc45028582][bookmark: _Toc45029417][bookmark: _Toc67682191][bookmark: _Toc82680819]* * * Next Change * * * *
A.3	Nudm_UECM API

(... text not shown for clarity ...)


    PcscfRestorationNotification:
      type: object
      required:
        - supi
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        failedPcscf:
          $ref: '#/components/schemas/PcscfAddress'

    NetworkNodeDiameterAddress:
      type: object
      required:
        - name
        - realm
      properties:
        name:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'
        realm:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DiameterIdentity'

    TriggerRequest:
      type: object
      required:
        - supi
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        failedPcscf:
          $ref: '#/components/schemas/PcscfAddress'


(... text not shown for clarity ...)


    SmfRegistrationModification:
      description: Contains attributes of SmfRegistration that can be modified using PATCH
      type: object
      required:
        - smfInstanceId
      properties:
        smfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        pgwFqdn:
          type: string
          nullable: true

    PcscfAddress:
      description: Contains the addressing information (IP addresses and/or FQDN) of the P-CSCF
      type: object
      anyOf:
        - required: [ipv4Addrs]
        - required: [ipv6Addrs]
        - required: [fqdn]
      properties:
        ipv4Addrs:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'
          minItems: 1
        ipv6Addrs:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Addr'
          minItems: 1
        fqdn:
          $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/Fqdn'

# SIMPLE TYPES:



* * * End of Changes * * * *
