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	Reason for change:
	During network (e.g. H-SMF, SMF) requested PDU session modification, the QoS flow modification may be failed in NG-RAN by returning the PDU Session Resource Modify Unsuccessful Transfer to the I-SMF or V-SMF.

I-SMF or V-SMF will include the information in qosFlowsFailedtoAddModList IE to the SMF, it is not sure how to return some of the NGAP cause to the SMF, e.g. Unknown QoS Flow ID, Multiple QoS Flow ID Instances.

It is proposed to include the NGAP cause in qosFlowsFailedtoAddModList to return the error to the SMF.

The current definition of the NGAP cause only covers the V-SMF cause, shall be extended to support the PDU session with I-SMF.

	
	

	Summary of change:
	Include the ngApCause attribute in VsmfUpdatedData.
Update the description of ngApCause attribute to support the PDU session with I-SMF.

	
	

	Consequences if not approved:
	How to notify the error caused by NG-RAN is not clear.
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	Other comments:
	This contribution introduces backward compatible essential corrections to the OpenAPI file of Nsmf_PDUSession API.
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* * * First Change * * * *

[bookmark: _Toc25073941][bookmark: _Toc34063124][bookmark: _Toc43120101][bookmark: _Toc49768156][bookmark: _Toc56434329][bookmark: _Toc90558664]6.1.6.2.13	Type: ReleaseData
Table 6.1.6.2.13-1: Definition of type ReleaseData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	cause
	Cause
	C
	0..1
	This IE shall be present, if the information is available. When present, this IE shall indicate the NF Service Consumer cause for the requested PDU session release. 
	

	ngApCause
	NgApCause
	C
	0..1
	The V-SMF or I-SMF shall include this IEThis IE shall be present, if the informationit is available and, for a HR PDU session, if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy. When present, this IE shall indicate the NGAP cause for the requested PDU session release. 
	

	5gMmCauseValue
	5GMmCause
	C
	0..1
	The V-SMF shall include this IE if it received it from the AMF and if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy.
	

	ueLocation
	UserLocation
	C
	0..1
	This IE shall be present, if available.
When present, it shall contain the UE location information (see clause 5.2.3.4).
	

	ueTimeZone
	TimeZone
	C
	0..1
	This IE shall be present, if available.
When present, it shall contain the UE Time Zone.
	

	addUeLocation
	UserLocation
	O
	0..1
	Additional UE location.
This IE may be present, if anType previously reported is a non-3GPP access and a valid 3GPP access user location information is available.
When present, it shall contain:
-	the last known 3GPP access user location (see clause 5.2.3.4); and
-	the timestamp, if available, indicating the UTC time when the addUeLocation information was acquired.
	

	secondaryRatUsageReport
	array(SecondaryRatUsageReport)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT for QoS flows.
(NOTE)
	

	secondaryRatUsageInfo
	array(SecondaryRatUsageInfo)
	O
	1..N
	This IE may be present to report usage data for a secondary RAT for QoS flows and/or the whole PDU session.
	

	n4Info
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send N4 information (e.g. traffic usage reporting) to the SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	n4InfoExt1
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 information (e.g. traffic usage reporting) to the SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	n4InfoExt2
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 information (e.g. traffic usage reporting) to the SMF for traffic offloaded at a PSA controlled by an I-SMF. 
	DTSSA

	NOTE:	An SMF complying with this version of the specification should report secondary RAT usage using the secondaryRatUsageInfo attribute that replaces the secondaryRatUsageReport attribute.  



* * * Next Change * * * *

[bookmark: _Toc25073946][bookmark: _Toc34063129][bookmark: _Toc43120106][bookmark: _Toc49768161][bookmark: _Toc56434334][bookmark: _Toc90558669]6.1.6.2.18	Type: QosFlowItem
Table 6.1.6.2.18-1: Definition of type QosFlowItem
	Attribute name
	Data type
	P
	Cardinality
	Description

	qfi
	Qfi
	M
	1
	This IE shall contain the QoS Flow Identifier.

	cause
	Cause
	O
	0..1
	When present, this IE shall contain cause information.

	currentQosProfileIndex
	Integer
	C
	0..1
	When present, this IE shall indicate the index of the currently fulfilled alternative QoS profile. This IE shall not be present if the nullQoSProfileIndex IE is present.

	nullQoSProfileIndex
	boolean
	C
	0..1
	This IE shall be present and set to "true" if the NG-RAN cannot even fulfil the lowest alternative QoS profile. This IE shall not be present if the currentQosProfileIndex IE is present.

	ngApCause
	NgApCause
	C
	0..1
	The V-SMF or I-SMF shall include this IE if it is available and, for a HR PDU session, if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy. When present, this IE shall indicate the NGAP cause for the requested QoS Flow setup or modification failure.



* * * Next Change * * * *

[bookmark: _Toc25073958][bookmark: _Toc34063141][bookmark: _Toc43120118][bookmark: _Toc49768173][bookmark: _Toc56434346][bookmark: _Toc90558681]6.1.6.2.30	Type: VsmfUpdateError
Table 6.1.6.2.30-1: Definition of type VsmfUpdateError
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	error
	ExtProblemDetails
	M
	1
	More information on the error shall be provided in the "cause" attribute of the "ProblemDetails" structure.
	

	pti
	ProcedureTransactionId
	C
	0..1
	This IE shall be present if available. When present, it shall contain the PTI value received from the UE.
	

	n1smCause
	string
	C
	0..1
	This IE shall be present if available.
When present, it shall contain the 5GSM cause received from the UE.
It shall be encoded as two characters in hexadecimal representation with each character taking a value of "0" to "9" or "A" to "F", and represent the cause value of the 5GSM cause IE specified in clause 9.11.4.2 of 3GPP TS 24.501 [7].

Pattern: "^[A-F0-9]{2}$"

Example: the cause "Invalid mandatory information" shall be encoded as "60".
See NOTE.
	

	n1SmInfoFromUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF has received known N1 SM information from the UE that does not need to be interpreted by the V-SMF. When present, this IE shall reference the n1SmInfoFromUe binary data (see clause 6.1.6.4.4). 
	

	unknownN1SmInfo
	RefToBinaryData
	C
	0..1
	This IE shall be present if the V-SMF has received unknown N1 SM information from the UE. When present, this IE shall reference the unknownN1SmInfo binary data (see clause 6.1.6.4.4). 
	

	failedToAssignEbiList
	array(Arp)
	C
	1..N
	This IE shall be present if the AMF failed to assign the requested EBIs. 
	

	ngApCause
	NgApCause
	C
	0..1
	The V-SMF or I-SMF shall include this IE This IE shall be present, if the informationit is available and, for a HR PDU session, if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy. 
	

	5gMmCauseValue
	5GMmCause
	C
	0..1
	The V-SMF shall include this IE if it received it from the AMF and if this information is permitted to be sent to the H-SMF operator according to the V-SMF operator's policy.
	

	recoveryTime
	DateTime
	O
	0..1
	Timestamp when the V-SMF service instance was (re)started (see clause 6.3 of 3GPP TS 23.527 [24]).
	

	n4Info
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send N4 response information to the SMF for the control of traffic offloaded at a PSA/BP/ULCL controlled by an I-SMF. 
	DTSSA

	n4InfoExt1
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 response information to the SMF for the control of traffic offloaded at a PSA/BP/ULCL controlled by an I-SMF. 
	DTSSA

	n4InfoExt2
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 response information to the SMF for the control of traffic offloaded at a PSA/BP/ULCL controlled by an I-SMF (e.g. during a change of PSA). 
	DTSSA

	n4InfoExt3
	N4Information
	O
	0..1
	This IE may be present if the I-SMF needs to send additional N4 response information to the SMF for the control of traffic offloaded at a PSA/BP/ULCL controlled by an I-SMF (e.g. during simultaneous change of BP/ULCL and PSA).
	SCPBU

	NOTE:	This IE is sent as a separate IE rather than within the n1SmInfoFromUE binary data because the 5GSM cause IE is defined as a "V" IE (i.e. without a Type field) in the NAS PDU Session Modification Command Reject message.



* * * Next Change * * * *

[bookmark: _Toc25074011][bookmark: _Toc34063203][bookmark: _Toc43120188][bookmark: _Toc49768245][bookmark: _Toc56434421][bookmark: _Toc90558764]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.2.0-alpha.4'
  title: 'Nsmf_PDUSession'
  description: |
    SMF PDU Session Service.
    © 2021, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
    QosFlowItem:
      description: Individual QoS flow
      type: object
      properties:
        qfi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Qfi'
        cause:
          $ref: '#/components/schemas/Cause'
        currentQosProfileIndex:
          type: integer
          minimum: 1
          maximum: 8
        nullQoSProfileIndex:
          type: boolean
        ngApCause:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'
      required:
        - qfi
[…]
* * * End of Changes * * * *

