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Figure 5.5.2.2.2-1 shows a scenario where the NF service consumer sends a request to the UDM to subscribe to notifications of event occurrence (see also 3GPP TS 23.502 [3] figure 4.15.3.2.2-1 step 1 and 3GPP TS 23.502 [3] Figure 4.15.3.2.3b-1 step 1). The request contains a callback URI, the type of event that is monitored and additional information e.g. event filters and reporting options.


Figure 5.5.2.2.2-1: NF service consumer subscribes to notifications
1.	The NF service consumer sends a POST request to the parent resource (collection of subscriptions) (.../{ueIdentity}/ee-subscriptions), to create a subscription as present in message body. The values ueIdentity shall take are specified in Table 6.4.3.2.2-1. The request may contain an expiry time, suggested by the NF Service Consumer, representing the time upto which the subscription is desired to be kept active and the time after which the subscribed event(s) shall stop generating notifications, the indication on whether the subscription applies also to EPC. 

If MTC Provider information and/or AF ID are received in the request, the UDM shall check whether the MTC Provider and/or the AF is allowed to perform this operation for the UE; otherwise, the UDM shall skip the MTC provider and/or AF authorization check.
2a.	On success, the UDM responds with "201 Created" with the message body containing a representation of the created subscription. The Location HTTP header shall contain the URI of the created subscription. If the event subscription was for a group of UEs:
-	The "maxNumOfReports" in the "reportingOptions" IE shall be applicable to each UE in the group;
-	The UDM shall return the number of UEs in that group in the "numberOfUes" IE.
[bookmark: _PERM_MCCTEMPBM_CRPT55630017___3]The NF service consumer shall keep track of the maximum number of reports reported for each UE in the event report and when "maxNumOfReports*numberOfUes" limit is reached, the NF service consumer shall initiate the unsubscription of the notification towards the UDM (see clause 5.5.2.3.2).
The response, based on operator policy, may contain the expiry time, as determined by the UDM, after which the subscription becomes invalid. Once the subscription expires, if the NF Service Consumer wants to keep receiving notifications, it shall create a new subscription in the UDM. The NF Service Producer shall not provide the same expiry time for many subscriptions in order to avoid all of them expiring and recreating the subscription at the same time. If the expiry time is not included in the response, the NF Service Consumer shall not associate an expiry time for the subscription.
If the indication on whether the subscription applies also to EPC is included in the request, the response shall include the indication on whether the subscription was also successful in EPC domain.
If the event subscription was for a list events, the "maxNumOfReports" in the "reportingOptions" IE shall be applicable to each event. The NF service consumer shall keep track of the maximum number of reports reported for each event in the event report and when "maxNumOfReports*number of events" limit is reached, the NF service consumer shall initiate the unsubscription of the notification towards the UDM (see clause 5.5.2.3.2).
If the NF Service Consumer has included the immediateFlag with value as "true" in the event subscription for an individual UE and the event requested for immediate reporting is reported by the UDM (e.g. "CHANGE_OF_SUPI_PEI_ASSOCIATION" or "ROAMING_STATUS"), the UDM may include the current status of the event if available in the response. 
If the NF Service Consumer has included the immediateFlag with value as "true" in the event subscription for an individual UE and the event requested for immediate reporting is reported by the AMF (e.g. LOCATION_REPORT) and the NF service consumer has indicated supporting of "IERSR" feature (see clause 6.4.8), the UDM shall indicate the support of "IERSR" feature when subscribing to the event on the AMF (see clause 6.2.8 of 3GPP TS 29.518 [36]). UDM shall include the current status of the event if received from the AMF in subscription creation response.
If the NF Service Consumer has included the immediateFlag with value as "true" in the event subscription for an individual UE, the indication on whether the subscription applies also to EPC is included and set to "true" in the request and the NF service consumer has indicated supporting of "IERSR" feature (see clause 6.4.8), the UDM shall indicate the support of "ERIR" feature when subscribing to the event on the HSS (see clause 6.4.8 of 3GPP TS 29.563 [xx]). UDM shall include the current status of the event in EPC if received from the HSS in subscription creation response.
NOTE:	IERSR feature is not applicable to events detected by the SMF.
2b.	If the user does not exist, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
2c.	If there is no valid subscription data for the UE, i.e. based on the UE's subscription information monitoring of the requested EventType is not allowed, or the requested EventType is not supported, or when MTC Provider or AF are not allowed to perform this operation for the UE,HTTP status code "403 Forbidden" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.
* * * Next Change * * * *
[bookmark: _Toc51868011][bookmark: _Toc90560591][bookmark: _Toc11338786][bookmark: _Toc27585490][bookmark: _Toc36457496][bookmark: _Toc45028413][bookmark: _Toc45029248][bookmark: _Toc67682012][bookmark: _Toc90562475]6.4.6.2.4	Type: MonitoringReport
Table 6.4.6.2.4-1: Definition of type MonitoringReport
	Attribute name
	Data type
	P
	Cardinality
	Description

	referenceId
	ReferenceId
	M
	1
	Shall contain the Reference ID which was provided as the key of the associated monitoring configuration in subscription request. The consumer can use this IE to uniquely associate the report with the corresponding event that was requested to be monitored.

	eventType
	EventType
	M
	1
	String; see clause 6.4.6.3.3
only the following values are allowed:
"UE_REACHABILITY_FOR_SMS"
"UE_REACHABILITY_FOR_DATA"
"CHANGE_OF_SUPI_PEI_ASSOCIATION"
"ROAMING_STATUS"
"CN_TYPE_CHANGE"
"UE_CONNECTION_MANAGEMENT_STATE"
"LOSS_OF_CONNECTIVITY"
"LOCATION_REPORTING"
"PDN_CONNECTIVITY_STATUS"
(NOTE)

	report
	Report
	C
	0..1
	Shall be present if eventType is "CHANGE_OF_SUPI_PEI_ASSOCIATION" or "ROAMING_STATUS"
"CN_TYPE_CHANGE"
"UE_CONNECTION_MANAGEMENT_STATE"
"LOSS_OF_CONNECTIVITY"
"LOCATION_REPORTING"
"PDN_CONNECTIVITY_STATUS"

	reachabilityForSmsReport
	ReachabilityForSmsReport
	C
	0..1
	Should be present if eventType is "UE_REACHABILITY_FOR_SMS" and reachabilityForSmsCfg was absent from the MonitoringConfiguration or indicated REACHABILITY_FOR_SMS_OVER_NAS

	gpsi
	Gpsi
	C
	0..1
	shall be present if the report is associated to exposure subscriptions for a group of UEs or any UE.

	timeStamp
	DateTime
	M
	1
	Point in time at which the event occurred

	NOTE:	"UE_REACHABILITY_FOR_DATA", "UE_CONNECTION_MANAGEMENT_STATE", "LOSS_OF_CONNECTIVITY", "LOCATION_REPORTING" and "PDN_CONNECTIVITY_STATUS" event types shall only be included in an immediate report, when NF consumer has indicated support of "IERSR" feature (see clause 6.4.8) and the immediate report has been received from HSS or AMF in subscription creation response.
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* * * Next Change * * * *
6.4.6.2.9	Type: CreatedEeSubscription
Table 6.4.6.2.9-1: Definition of type CreatedEeSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description

	eeSubscription
	EeSubscription
	M
	1
	This IE shall contain the representation of the created event subscription.

	numberOfUes
	Uinteger
	C
	0..1
	This IE shall be included if the event subscription is for a group of UEs. When present, this IE shall represent the number of UEs in the group.

	eventReports
	array(MonitoringReport)
	O
	1..N
	This IE when present, shall contain the status of events that are requested for immediate reporting as well, if those events are available at the time of subscription.

If an event requested for immediate reporting is detected by another NF (e.g. AMF or HSS) and both the UDM and the NF consumer (e.g. NEF) support the "IERSR" feature, this UDM shall require the other NF to include the immediate reporting in subscription creation response and the UDM shall include the immediate event reports received from other NF in this IE; otherwise, the UDM shall require the other NF to directly notified to the NF consumer, thus the status of the event shall not be included in this IE.

	epcStatusInd
	boolean
	C
	0..1
	This IE indicates whether the subscription was also successful in EPC domain or not.

true: the subscription was also successful in EPC domain.
false: the subscription was not successful in EPC domain.

This IE shall be included if epcAppliedInd is true in the subscription request.

	failedMonitoringConfigs
	map(FailedMonitoringConfiguration)
	O
	1..N
	A map (list of key-value pairs where ReferenceId converted from integer to string serves as key; see clause 6.4.6.3.2) of FailedMonitoringConfiguration;
see clause 6.4.6.2.24.

This IE is used to indicate the failed subscriptions of event monitoring configuration and the failed cause for them.

	failedMoniConfigsEPC
	map(FailedMonitoringConfiguration)
	O
	1..N
	A map (list of key-value pairs where ReferenceId converted from integer to string serves as key; see clause 6.4.6.3.2) of FailedMonitoringConfiguration;
see clause 6.4.6.2.24.
In addition to defined EventTypes, the key value "ALL" may be used to identify a map entry which contains the failed cause of the EE subscription was not successful in EPC domain.

This IE is used to indicate the failed subscriptions of event monitoring configuration in EPC and the failed cause for them.
This IE may be present when the EE subscription applies also to the EPC. When present,
· the key-value "ALL" shall be used and only one map entry exists if the epcStatusInd sets false;
· the key-values shall be ReferenceId converted from integer to string if the epcStatusInd sets true or absent.
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The optional features in table 6.4.8-1 are defined for the Nudm_EE API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.4.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	PatchReport
	If some of the modifications included in the PATCH request are not successfully implemented, the UDM reports the result of PATCH request execution to the consumer. See clause 5.2.7.2 of 3GPP TS 29.500 [4].

	X
	IERSR
	Immediate Event Report in Subscription Creation Response for events detected by another NF

The UDM and the NF consumer (e.g. NEF) supporting this feature shall be able to handle the immediate event reports in the Subscription Creation Response for events with direct reporting by another NF (e.g. AMF, HSS), as specified in clause 5.5.2.2.
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