

	
3GPP TSG-CT WG4 Meeting #108-e	C4-221247
E-Meeting, 17th – 25th February 2022
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.563
	CR
	0056
	rev
	-
	Current version:
	16.6.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Idle Status Indication

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	CT4

	
	

	Work item code:
	5G_CIoT
	
	Date:
	2021-01-24

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	3GPP TS 23.682 has specified that the SCEF can subscribe to HSS for "UE Reachability for Data" event or "Availability after DDN Failure" event together with an Idle Status Indication.

CT4#107e has agreed CR0761 TS 29.503 to allow the NF consumer (i.e. NEF) to include Idle Status indication for Monitoring event "UE reachability for Data" and "Availability after DDN Failure" event via SBI. The UDM shall also pass the idle status indication to HSS via Nhss interface to get the report with idle status indication accordingly for UE in EPS.
 

	
	

	Summary of change:
	Add IdleStatusInd to MonitoringConfiguration

	
	

	Consequences if not approved:
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* * * First Change * * * *
[bookmark: _Toc11338785][bookmark: _Toc27585489][bookmark: _Toc36457495][bookmark: _Toc42979061][bookmark: _Toc49632392][bookmark: _Toc56345559][bookmark: _Toc82714766]6.4.6.2.4	Type: MonitoringConfiguration
Table 6.4.6.2.4-1: Definition of type MonitoringConfiguration
	Attribute name
	Data type
	P
	Cardinality
	Description

	eventType
	EventType
	M
	1
	Event type

	immediateFlag
	boolean
	O
	0..1
	Indicates if an immediate event report in the subscription response indicating current value / status of the event is required, if available. If the flag is not present, then immediate reporting may be skipped.

	locationReportingConfiguration
	LocationReportingConfiguration
	C
	0..1
	Shall be present if eventType is "LOCATION_REPORTING"

	lossConnectivityConfiguration
	LossConnectivityConfiguration
	O
	0..1
	May be present if eventType is "LOSS_OF_CONNECTIVITY".

	reachabilityForDataConfiguration
	ReachabilityForDataConfiguration
	O
	0..1
	May be present if eventType is "UE_REACHABILITY_FOR_DATA"

	pduSessionStatusCfg
	PduSessionStatusCfg
	O
	0..1
	may be present if eventType is "PDN_CONNECTIVITY_STATUS" 

	idleStatusInd
	boolean
	O
	0..1
	Idle Status Indication request. 

May be present if eventType is "UE_REACHABILITY_FOR_DATA" or "AVAILABILITY_AFTER_DDN_FAILURE"

When present, this IE shall be set as following:
· true: Idle status indication is requested
· false (default): Idle status indication is not requested



* * * Next Change * * * *
[bookmark: _Toc42979078][bookmark: _Toc49632416][bookmark: _Toc56345584][bookmark: _Toc82714792]A.5	Nhss_EE API
*************** Text Skipped for Clarity ***************
    MonitoringConfiguration:
      type: object
      required:
        - eventType
      properties:
        eventType:
          $ref: '#/components/schemas/EventType'
        immediateFlag:
          type: boolean
        locationReportingConfiguration:
          $ref: '#/components/schemas/LocationReportingConfiguration'
        lossConnectivityConfiguration:
          $ref: '#/components/schemas/LossConnectivityConfiguration'
        reachabilityForDataConfiguration:
          $ref: '#/components/schemas/ReachabilityForDataConfiguration'
        pduSessionStatusCfg:
          $ref: '#/components/schemas/PduSessionStatusCfg'
        idleStatusInd:
          type: boolean
          default: false

*************** Text Skipped for Clarity ***************
* * * End of Changes * * * *
