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	Reason for change:
	3GPP TS 24.080 states that “locationMethod shall not be included for E-UTRAN access.” In LCS-MOLRArg. This is the same case for 5G access since Location Method is accually included in LPP messages piggybacked by MO-LR request, not directly included in MO-LR request message, see clause 4.1.3 and 6.5 in 3GPP TS 37.355. So locationMethod shall also not be included for 5G access.
This CR tries to update this clarification only from release 16, i.e. at the time when MO-LR procedure is introduced in 5GS.
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(… text not shown for clarity …
LCS-MOLRArg	::= SEQUENCE {
	molr-Type	[0]	MOLR-Type,
	locationMethod	[1]	LocationMethod	OPTIONAL,
	lcs-QoS	[2]	LCS-QoS		OPTIONAL,
	lcsClientExternalID	[3] LCSClientExternalID	OPTIONAL,
	mlc-Number	[4]	ISDN-AddressString	OPTIONAL,
	gpsAssistanceData	[5]	GPSAssistanceData	OPTIONAL,
	...,
	supportedGADShapes	[6]	SupportedGADShapes	OPTIONAL,
	lcsServiceTypeID	[7]	LCSServiceTypeID	OPTIONAL,
	ageOfLocationInfo	[8]	AgeOfLocationInformation	OPTIONAL,
	locationType	[9]	LocationType	OPTIONAL,
	pseudonymIndicator	[10]	NULL		OPTIONAL,
	h-gmlc-address	[11] GSN-Address	OPTIONAL,
	locationEstimate	[12] Ext-GeographicalInformation	OPTIONAL,
	velocityEstimate	[13] VelocityEstimate	OPTIONAL,
	referenceNumber	[14] LCS-ReferenceNumber	OPTIONAL,
	periodicLDRInfo	[15] PeriodicLDRInfo	OPTIONAL,
	locationUpdateRequest	[16]	NULL	OPTIONAL,
	sequenceNumber	[17] SequenceNumber 	OPTIONAL,
	terminationCause	[18] TerminationCause	OPTIONAL,
	mo-lrShortCircuit	[19]	NULL	OPTIONAL,
	ganssAssistanceData	[20] GANSSAssistanceData	OPTIONAL,
	multiplePositioningProtocolPDUs	[21] MultiplePositioningProtocolPDUs	OPTIONAL,
	locationInfo	[22] LocationInfo	OPTIONAL }
-- The parameter locationMethod shall be included if and only if the molr-Type is set to value
-- deCipheringKeys or assistanceData.
-- The parameter gpsAssistanceData shall be included if and only if the molr-Type is set to value
-- assistanceData and locationMethod is set to value assistedGPS or assistedGPSandGANSS.
-- The parameter ganssAssistanceData shall be included if and only if the molr-Type is set to value
-- assistanceData and locationMethod is set to value assistedGANSS or assistedGPSandGANSS.
-- supportedGADShapes shall not be included for deferred MO-LR initiation or deferred MO-LR or MT-LR
-- responses
-- multiplePositioningProtocolPDUs may only be included for E-UTRAN access for an EPC-MO-LR.
[bookmark: OLE_LINK3]-- locationMethod shall not be included for E-UTRAN and 5G access.
-- gpsAssistanceData shall not be included for E-UTRAN access.
-- velocityEstimate shall not be included for E-UTRAN access.
-- periodicLDRInfo shall not be included for E-UTRAN access.
-- locationUpdateRequest shall not be included for E-UTRAN access.
-- sequenceNumber shall not be included for E-UTRAN access.
-- mo-lrShortCircuit shall not be included for E-UTRAN access.
-- ganssAssistanceData shall not be included for E-UTRAN access.
-- locationInfo shall be included if available for E-UTRAN access for a periodic and triggered
-- event report.

 (… text not shown for clarity …)
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