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This operation shall support the response data structures and response codes specified in tables 5.6.1a.2.2-1 and 5.6.1a.2.2-2.
Table 5.6.1a.2.2-1: Data structures supported by the POST Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	AnalyticsRequest
	M
	1
	Parameters to request to fetch analytics information.



Table 5.6.1a.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AnalyticsData
	M
	1
	200 OK
	The requested analytics information was returned successfully.

	n/a
	
	
	204 No Content
	If the request Analytics data does not exist, the NEF shall respond with "204 No Content".


	N/A
	
	
	307 Temporary Redirect
	Temporary redirection, during analytics information retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in subclause 5.2.10 of 3GPP TS 29.122 [4].

	N/A
	
	
	308 Permanent Redirect
	Permanent redirection, during analytics information retrieval. The response shall include a Location header field containing an alternative URI of the resource located in an alternative NEF.
Redirection handling is described in subclause 5.2.10 of 3GPP TS 29.122 [4].

	NOTE:	The manadatory HTTP error status codes for the POST method listed in Table 5.2.67.1-1 of 3GPP TS 29.122500 [4] also apply.



Table 5.6.1a.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.



Table 5.6.1a.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located in an alternative NEF.
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