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	Reason for change:
	CT3 and CT4 agreed that the ProblemDetails payload in the HTTP error response should be optional and tables of supported responses in all CT3 and CT4 TSs are aligned with that agreement. In accordance with such decision SBI TS template just specifies in the "Application Errors" clause:
"The application errors defined for the <API name> service are listed in Table 6.1.7.3-1.".

"Application Errors" clauses in the corresponding CT4 SBI TSs and in some CT3 SBI TSs are aligned with the above agreement and SBI TS template.

However, the "Application Errors" clauses in this TS incorrectly specify that the PCF shall include in the HTTP status code a "ProblemDetails" data structure. Therefore, the "Application Errors" clauses in this specification need to be corrected and aligned with the SBI TS template, CT4 SBI TSs and other CT3 SBI TSs.

In addition, in release 16 ServiceParameterDataPatch data type defined in TS 29.522 and reused by the the Nudr_DataRepository Service API for Application Data is incorrectly spelled in the re-used data type table 6.4.1-2.

	
	

	Summary of change:
	Removed that the PCF shall include in the HTTP status code a "ProblemDetails" data structure.

In tables 5.5.3-1 and 6.5.3-1 added notes to indicate that including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated by other subclauses in this document.

Table 6.4.1-2: corrected name of the reused data type ServiceParameterDataPatch.
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*** First Change ***
[bookmark: _Toc28012711][bookmark: _Toc36038986][bookmark: _Toc44688402][bookmark: _Toc45133818][bookmark: _Toc49611100][bookmark: _Toc51762574][bookmark: _Toc58847832][bookmark: _Toc59017294][bookmark: _Toc68168619][bookmark: _Toc83232684][bookmark: _Toc90655064]5.5.3	Application Errors
The application errors defined for the Nudr_DataRepository service API for Policy Data are listed in table 5.5.3-1. The PCF shall include in the HTTP status code a "ProblemDetails" data structure with the "cause" attribute indicating the application error as listed in table 5.5.3-1.
Table 5.5.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	

	NOTE:	Including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated by other subclauses in this document.



The application error handling shall follow 3GPP TS 29.504 [6] subclause 6.1.6 unless explicitly specified in this document.

*** Next Change ***
[bookmark: _Toc49611201][bookmark: _Toc51762675][bookmark: _Toc58847933][bookmark: _Toc59017395][bookmark: _Toc68168720][bookmark: _Toc83232785][bookmark: _Toc90655165]6.4.1	General
This subclause specifies the application data model supported by the API.
Table 6.4.1-1 specifies the data types defined for the Nudr_DataRepository Service API for Application Data service based interface protocol.
Table 6.4.1-1: Nudr_DataRepository specific Data Types for Application Data
	Data type
	Section defined
	Description
	Applicability

	ApplicationDataSubs
	6.4.2.10
	Contains application data subscription data.
	

	ApplicationDataChangeNotif
	6.4.2.11
	Contains the new or updated application data or removed indication.
	

	BdtPolicyData
	6.4.2.7
	Contains applied BDT policy data.
	EnhancedBackgroundDataTransfer

	BdtPolicyDataPatch
	6.4.2.8
	Contains modification instructions to be performed on the applied BDT policy data.
	EnhancedBackgroundDataTransfer

	DataInd
	6.4.3.3
	Indicates the type of data.
	

	DataFilter
	6.4.2.12
	Indicates a data filter.
	

	IptvConfigData
	6.4.2.9
	Represents IPTV configuration data information.
	

	PfdDataForAppExt
	6.4.2.6
	The PFDs and related data for the application
	

	ServiceParameterData
	6.4.2.15
	Contains the service parameter data.
	

	TrafficInfluData
	6.4.2.2
	Contains traffic influence data.
	

	TrafficInfluDataPatch
	6.4.2.3
	Contains modification instructions to be performed on the traffic influence data.
	

	TrafficInfluDataNotif
	6.4.2.14
	Contains traffic influence data for notification.
	EnhancedInfluDataNotification

	TrafficInfluSub
	6.4.2.4
	Contains traffic influence subscription data.
	



Table 6.4.1-2 specifies data types re-used by the Nudr_DataRepository Service API for Application Data service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr_DataRepository Service API for Application Data service based interface.
Table 6.4.1-2: Nudr_DataRepository re-used Data Types for Application Data
	Data type
	Reference
	Comments
	Applicability

	ApplicationId
	3GPP TS 29.571 [7]
	Indicates an application identifier.
	

	BdtReferenceId
	3GPP TS 29.122 [9]
	Identifies a selected policy of background data transfer.
	EnhancedBackgroundDataTransfer

	DateTime
	3GPP TS 29.571 [7]
	Indicates a date and time.
	

	DnaiChangeType
	3GPP TS 29.571 [7]
	Describes the types of DNAI change.
	

	Dnn
	3GPP TS 29.571 [7]
	Identifies a Data Network Name.
	

	EthFlowDescription
	3GPP TS 29.514 [16]
	Contains the Ethernet data flow information.(NOTE)
	

	FlowInfo
	3GPP TS 29.122 [9]
	Contains the flow information.
	

	IptvConfigDataPatch
	3GPP TS 29.522 [19]
	Contains the IPTV configuration data used for PATCH.
	

	Ipv4Addr
	3GPP TS 29.571 [7]
	Identifies an IPv4 address.
	

	Ipv6Addr
	3GPP TS 29.571 [7]
	Identifies an IPv6 address.
	

	MacAddr48
	3GPP TS 29.571 [7]
	MAC Address.
	

	MulticastAccessControl
	3GPP TS 29.522 [19]
	Represents the multicast access control information.
	

	NetworkAreaInfo
	3GPP TS 29.554 [13]
	Describes a network area information.
	

	ParameterOverPc5
	3GPP TS 29.522 [19]
	Contains the service parameter data provisioned over PC5.
	

	ParameterOverUu
	3GPP TS 29.522 [19]
	Contains the service parameter data provisioned over Uu.
	

	PfdChangeNotification
	3GPP TS 29.551 [8]
	Describes the PFD change.
	

	PfdContent
	3GPP TS 29.551 [8]
	Represents the content of a PFD for an application identifier.
	

	RouteToLocation
	3GPP TS 29.571 [7]
	Identifies the N6 traffic routing requirement.
	

	ServiceParameterDataPatch
	3GPP TS 29.522 [19]
	Contains the service parameter data used for PATCH.
	

	Snssai
	3GPP TS 29.571 [7]
	Identifies a Single Network Slice Selection Assistance Information.
	

	SubscribedEvent
	3GPP TS 29.522 [19]
	Identified the type of UP path management events of which the AF requests to be notified.
	

	Supi
	3GPP TS 29.571 [7]
	Identifies a SUPI that shall contain either an IMSI or an NAI.
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features.
	

	TemporalValidity
	3GPP TS 29.514 [16]
	Indicates the time interval during which the AF request is to be applied.
	MultiTemporalCondition

	Uri
	3GPP TS 29.571 [7]
	Identifies a URI.
	

	NOTE:	In order to support a set of MAC addresses with a specific range in the traffic filter, feature MacAddressRange as specified in subclause 6.1.8 of TS 29.504 [6] shall be supported.




*** Next Change ***
[bookmark: _Toc28012819][bookmark: _Toc36039108][bookmark: _Toc44688524][bookmark: _Toc45133940][bookmark: _Toc49611222][bookmark: _Toc51762696][bookmark: _Toc58847954][bookmark: _Toc59017416][bookmark: _Toc68168741][bookmark: _Toc83232806][bookmark: _Toc90655186]6.5.3	Application Errors
The application errors defined for the Nudr_DataRepository Service API for Application Data are listed in table 6.5.3‑-1. The PCF shall include in the HTTP status code a "ProblemDetails" data structure with the "cause" attribute indicating the application error as listed in table 6.5.3-1.
Table 6.5.3-1: Application errors
	Application Error
	HTTP status code
	Description

	
	
	

	NOTE:	Including a "ProblemDetails" data structure with the "cause" attribute in the HTTP response is optional unless explicitly mandated by other subclauses in this document.



The application error handling shall follow 3GPP TS 29.504 [6] subclause 6.1.6 unless explicitly specified in this document.

*** End of Changes ***

