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	Reason for change:
	TS 23.503 specifies PCC functionality for SNPN UE Remote Provisioning support via User Plane. The following clarifications have been added:

· If the PCF receives Provisioning Server Address information, the PCF can use the Provisioning Server Address for the PCC Rule SDF derivation. When the Provisioning Server Address include FQDN(s) how does the PCF resolve them to IP address(es) using other mechanisms than local configuration is out of the specification. 


	
	

	Summary of change:
	· Clarification of how the Provisioning Server IP address, IP address range is derived from FQDN(s).
· Clarification of the local configuration data part of Onboarding Configuration Data.


	
	

	Consequences if not approved:
	Misalignment with stage 2. PCC support of restricted PDU Session for remote provisioning of UE using UP is not fully specified.

	
	

	Clauses affected:
	4.2.2.21

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.

	
	

	This CR's revision history:
	




Page 1






* * * First Change * * * *
[bookmark: _Toc85534862][bookmark: _Toc88559325][bookmark: _Toc88559822][bookmark: _Toc28012051][bookmark: _Toc34122901][bookmark: _Toc36037851][bookmark: _Toc38875232][bookmark: _Toc43191711][bookmark: _Toc45133105][bookmark: _Toc51316609][bookmark: _Toc51761789][bookmark: _Toc56674766][bookmark: _Toc56675157][bookmark: _Toc59016143][bookmark: _Toc63167741][bookmark: _Toc66262249][bookmark: _Toc68166755][bookmark: _Toc73537872][bookmark: _Toc75351748][bookmark: _Toc81057112]4.2.2.21	SNPN UE Remote Provisioning support via User Plane
SNPN UE remote provisioning is a network service provided through a DNN and S-NSSAI used for UE onboarding.
When the "PvsSupport" feature is supported, the PCF may make authorization and policy decisions to restrict the use of the PDU Session based onestablished to the DNN and S-NSSAI used for UE onboarding.
During the PDU session establishment procedure related to a PDU session for UE onboarding, the SMF shall provide within "pvsInfo" attribute, if available, the information related to the Provisioning Server that provisions the UE with credentials and other data to enable SNPN access.
If the combination of the received DNN within "dnn" attribute and the S-NSSAI within "sliceInfo" attribute corresponds to a PDU session used for UE onboarding the PCF shall omit the subscription data check with UDR. Instead, the PCF shall use the locally stored Onboarding Configuration Data to derive the PCC Rule(s) restricting the access to provisioning server and DNS server address(es). 
If the "pvsInfo" attribute with the Provisioning Server information is received in the request, the PCF shall use the received information to create the service data flow template of the Provisioning Server in the derived PCC Rule. If the "pvsInfo" attribute is not received, the PCF shall construct this service data flow template based on the local configuration stored as part of the Onboarding Configuration Data. The "pvsInfo" attribute provided by the SMF may include IP address(es) and/or FQDN(s).
NOTE:	How the PCF resolves a Provisioning Server FQDN to an IP address or IP address range with other mechanism than local configuration in the Onboarding Configuration Data is not specified in this release of the specification
 In addition, the PCF may create service data flow templates for the DNS server address(es) stored as part of the Onboarding Configuration Data.
The PCF shall select the QoS information of the PCC rule(s) applicable to the SNPN UE remote provisioning service of the PCC Rule based on internal policies locally configured at the PCF as part of the Onboarding Configuration Data.
The PCF shall install the derived PCC Rule(s) in the response. The installed PCC Rule(s) shall take precedence over the locally stored PCC Rule(s) in the SMF.
When the SMF detects that the provisioning of PCC Rules failed, the PCC rule error handling procedures shall be performed.
*** End of Changes ***

