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	Reason for change:
	AMF receives from the UDM the list of subscribed UE-Slice-MBR. The PCF receives the list of subscribed UE-Slice-MBR that have a mapping with an UE-Slice-MBR for the VPLMN together with the S-NSSAI of the VPLMN and the mapped S-NSSAI of the HPLMN.
Therefore it is incorrect that the PCF receives the subscribed UE-Slice-MBR limited to the Allowed-NSSAI.

	
	

	Summary of change:
	Clause 5.1.1 is updated to avoid limiting the list of of UE-Slice-MBR(s) to the Allowed NSSAI.
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	This CR's revision history:
	Revision of C3-220373 in order to get aligned with SA2 decision that states that the authorization of UE-Slice-MBR by the PCF is independent from the Allowed NSSAI determination and update, the PCF is requested to act on the subscribed value updates only.




*** 1st Change ***

[bookmark: _Toc28005431][bookmark: _Toc36038103][bookmark: _Toc45133300][bookmark: _Toc51762128][bookmark: _Toc59016533][bookmark: _Toc68167502][bookmark: _Toc83238102]5.1.1	AM Policy Association Establishment
This procedure concerns the following scenarios:
1.	UE initial registration with the network.
2.	The AMF re-allocation with PCF change in handover procedure and registration procedure.
3.	UE registers with 5GS during the UE moving from EPS to 5GS when there is no existing AM Policy Association.


Figure 5.1.1-1: AM Policy Association Establishment procedure
This procedure concerns both roaming and non-roaming scenarios.
In the non-roaming case the role of the V-PCF is performed by the PCF. For the roaming scenarios, the V-PCF interacts with the AMF.
Step 2 - step 5 are not executed in the roaming case.
1. The AMF receives the registration request from the AN. Based on local policy, the AMF selects to contact the (V-) PCF to create the policy association with the (V-) PCF and to retrieve Access and Mobility control policy. The AMF selects the PCF as described in subclause 8.2 and invokes the Npcf_AMPolicyControl_Create service operation by sending the HTTP POST request to the "AM Policy Associations" resource as defined in subclause 4.2.2 and subclause 5.3.2.3.1 of 3GPP TS 29.507 [7]. The request operation provides, but is not limited to, the SUPI and the allowed NSSAI if applicable, and if received from the UDM, the Service Area Restrictions, RFSP index, UE-AMBR, a list of UE-Slice-MBR (s) for the allowed NSSAI, GPSI and a list of Internal Group Identifiers, and may provide the applicable access type(s), the PEI if received in the AMF, the User Location Information if available, the UE Time Zone if available, Serving Network, the applicable RAT type(s), GUAMI of AMF, alternative or backup address(es) or FQDNs of AMF, trace control and configuration parameters information, etc., as defined in subclause 4.2.2.1 of 3GPP TS 29.507 [7]. The request includes a Notification URI to indicate to the PCF where to send a notification when the policy is updated. 
2.	If the PCF does not have the subscription data, it invokes the Nudr_DataRepository_Query service operation to the UDR by sending an HTTP GET request to the "AccessAndMobilityPolicyData" resource as specified in 3GPP TS 29.519 [12].
	Additionally, if the PCF supports dynamically changing AM policies, the PCF retrieves AM Influence data using the Nudr_DataRepository_Query service operation by sending an HTTP GET request to the "AM Influence Data" resource.
Editor's Note: It is FFS to check if the above applies as written or if it is better to replace with another mechanism for retrieving the UDR data, e.g. immediate reporting.
3.	The UDR sends an HTTP "200 OK" response to the PCF with the requested subscription data and/or application data in the response message body.
4.	The PCF may request notifications from the UDR on changes in the subscription information by invoking Nudr_DataRepository_Subscribe service operation by sending an HTTP POST request to the "PolicyDataSubscriptions" resource as specified in 3GPP TS 29.519 [12].
	Additionally, if the PCF and the UDR support dynamically changing AM policies, the PCF subscribes to the UDR using the Nudr_DataRepository_Subscribe service operation for notifications about AM Influence data changes by sending an HTTP POST request to the "ApplicationDataSubscriptions" resource.
5.	The UDR sends an HTTP "201 Created" response to acknowledge the subscription from the PCF.
6.	The (V-)PCF makes the requested policy decision including Access and Mobility control policy information, and may determine applicable Policy Control Request Trigger(s).
7.	The (V-)PCF sends an HTTP "201 Created" response to the AMF with the determined policies as described in subclause 4.2.2 of 3GPP TS 29.507 [7], e.g.:
-	Access and Mobility control Policy including Service Area Restrictions, and/or a RAT Frequency Selection Priority (RFSP) Index; and/or
-	Policy Control Request Triggers and related policy information.;
7a.	The PCF may register to the BSF as the PCF for the UE (i.e. as the PCF that handles the AM Policy Association of this UE) by sending an HTTP POST request to the "PCF Session Bindings" resource of the Nbsf_Management_Register service.
7b.	The BSF responds with "201 Created" if the registration of the PCF for the UE was successful.
Editor's Note: Steps 7 and 8 will be checked and updated, referring also to a 29.521 subclause, once the BSF service extensions to support DCAMP have been implemented in 29.521.
8.	The AMF deploys the Access and Mobility control policy information if received which includes, e.g. storing the Service Area Restrictions, provisioning the Service Area Restrictions to the UE and/ or provisioning the RFSP index and Service Area Restrictions to the NG-RAN when the UE is registered in the 3GPP access.
NOTE:	The PCF can reject the AM Policy Association establishment, e.g. the PCF cannot obtain the subscription-related information from the UDR and the PCF cannot make the policy decisions, as described in 3GPP TS 29. 519 [12]. In this case, the AMF deploys the Access and Mobility control policy information based on the policy retrieved from the UDM if available or the local configuration.
*** End of Changes ***
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