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	Reason for change:
	[bookmark: _Hlk90067917]Resolve the Editor’s Note on Slice load level related network data analytics for Nnwdaf_EventsSubscription Service API and Nnwdaf_AnalyticsInfo Service API.
On the following Editor’s Note:
Editor’s Note:	It’s FFS that whether the "numOfUes" and "numOfPduSess" attirbutes are optional or conditional provided under the new NsiLoadExt feature.
As indicated in the LS (C3-216018/S2-2107815) from SA2, NWDAF provides "Number of UE Registrations" and "Number of PDU Sessions establishment" when a list of analytics subsets is provided by the consumer as part of analytics filter. Therefore, the definitions of "numOfUes" and "numOfPduSess" attirbutes need to be updated as conditional.
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	This CR proposes to:
· Remove the Editor’s Note from clause 5.1.6.2.34.
· Change "numOfUes" and "numOfPduSess" attirbutes as conditional, and add the description to the attributes in table 5.1.6.2.34-1.
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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc85553012][bookmark: _Toc85557111][bookmark: _Toc88667613][bookmark: _Toc28012332][bookmark: _Toc36038275][bookmark: _Toc45133540][bookmark: _Toc51762294][bookmark: _Toc59016865][bookmark: _Toc68168030][bookmark: _Toc43563530][bookmark: _Toc45134073][bookmark: _Toc50032005][bookmark: _Toc51762925][bookmark: _Toc56640992][bookmark: _Toc59017960][bookmark: _Toc66231828][bookmark: _Toc68168989][bookmark: _Toc70550656][bookmark: _Toc83233102]5.1.6.2.34	Type NsiLoadLevelInfo
Table 5.1.6.2.34-1: Definition of type NsiLoadLevelInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	loadLevelInformation
	LoadLevelInformation
	M
	1
	Load level information of the network slice identified by the "snssai" attribute and if provided, the associated NSI ID identified by the "nsiId" attribute.
	

	snssai
	Snssai
	M
	1
	Identification of network slice to which the subscription applies.
	

	nsiId
	NsiId
	C
	0..1
	Identification of network slice instance associated with the S-NSSAI identified by the "snssai" attribute.
Shall be presented if the "nsiIds" attribute was provided within the NsiIdInfo data in the EventSubscription data during the subscription.
	

	[bookmark: _Hlk89984213][bookmark: _Hlk89983925]resUsage
	ResourceUsage
	C
	0..1
	The current usage of the virtual resources assigned to the NF instances belonging to a particular network slice instance.
Shall be present if the list of analytics subset indicates that the resource usage shall be included in the analytics.
	NsiLoadExt

	numOfExceedLoadLevelThr
	integer
	C
	0..1
	Indicates the number of times the resource usage threshold of the network slice instance is reached or exceeded if a threshold value is provided by the consumer.
Shall be present if the list of analytics subset indicates that the number of times the resource usage threshold of the network slice instance being reached or exceeded shall be include in the analytics.
	NsiLoadExt

	exceedLoadLevelThrInd
	boolean
	C
	0..1
	Indicates whether the Load Level Threshold is met or exceeded by the statistics value. Set to "true" if the Load Level Threshold is met or exceeded, otherwise set to "false".
Shall be present if the list of analytics subset indicates that the indication of threshold being met or exceeded shall be included in the analytics.
	NsiLoadExt

	networkArea
	NetworkAreaInfo
	O
	0..1
	Identification of network area to which the subscription applies.
	NsiLoadExt

	timePeriod
	TimeWindow
	O
	0..1
	Indicates a start time and a stop time of the load level information identified by the "loadLevelInformation" attribute. 
	NsiLoadExt

	numOfUes
	NumberAverage
	CO
	0..1
	Indicates the number of UE registrations at the S-NSSAI and the optionally associated network slice instance.
Shall be present if one of the element in the "listOfAnaSubsets" attribute was set to NUM_OF_UE_REG.
	NsiLoadExt

	numOfPduSess
	NumberAverage
	CO
	0..1
	Indicates the number of PDU session establishments at the S-NSSAI and the optionally associated network slice instance.
Shall be present if one of the element in the "listOfAnaSubsets" attribute was set to NUM_OF_PDU_SESS_ESTBL.
	NsiLoadExt

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE Y)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	NsiLoadExt

	NOTE:	If the requested period identified by the "startTs" and "endTs" attributes in the "EventReportingRequirement" type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, the NWDAF shall return a zero confidence.



Editor’s Note:	It’s FFS that whether the "numOfUes" and "numOfPduSess" attirbutes are optional or conditional provided under the new NsiLoadExt feature.
Editor’s Note:	It’s FFS that whether the "timePeriod" attribute is a time interval or time duration for the load level information of the network slice (instance).
Editor’s Note:	It’s FFS to implement the "Resource usage threshold crossings time period".
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*** End of Changes ***
