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	Reason for change:
	"gpsis" attribute of array data type included in TargetUeInformation was added for UserDataCongestionExt.
However TS 23.288 indicates that a request for user data congestion analytics relates to a specific area or to a specific user. There is a NOTE added to "supis" attribute saying "Only one element in the attribute shall be provided for UserDataCongestion feature", such NOTE needs to be added to "gpsis" attribute as well.


	
	

	Summary of change:
	5.1.6.2.8 is updated to:
- add NOTE2 to "gpsis" attribute.
- improve attributes descriptions.

5.1.6.2.18 is updated to:
- remove "and set to true" from the description of "topAppListDl" attribute which is of enumeration data type.
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*** First Change ***

[bookmark: _Toc28012821][bookmark: _Toc34266291][bookmark: _Toc36102462][bookmark: _Toc43563504][bookmark: _Toc45134047][bookmark: _Toc50031979][bookmark: _Toc51762899][bookmark: _Toc56640966][bookmark: _Toc59017934][bookmark: _Toc66231802][bookmark: _Toc68168963][bookmark: _Toc70550630][bookmark: _Toc83233076][bookmark: _Toc85552986][bookmark: _Toc85557085][bookmark: _Toc88667587][bookmark: _Toc90655872]5.1.6.2.8	Type TargetUeInformation
Table 5.1.6.2.8-1: Definition of type TargetUeInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	anyUe
	boolean
	O
	0..1
	Identifies any UE when setting to true.
	ServiceExperience
NetworkPerformance
NfLoad
UserDataCongestion
AbnormalBehaviour
QoSSustainability

	supis
	array(Supi)
	O
	1..N
	Each element representsIdentifies a SUPI for an UE.
(NOTE 2)
	UeMobility
UeCommunication
NetworkPerformance 
AbnormalBehaviour
UserDataCongestion
NfLoad
ServiceExperience

	gpsis
	array(Gpsi)
	O
	1..N
	Each element representsIdentifies a GPSI for an UE.
(NOTE 2)
	UserDataCongestionExt

	intGroupIds
	array(GroupId)
	O
	1..N
	Each element representsRepresents an internal group identifier and identifies a group of UEs.
(NOTE 2)
	UeMobility
UeCommunication
NetworkPerformance 
AbnormalBehaviour
ServiceExperience

	NOTE 1:	For an applicable feature or UserDataCongestion and UserDataCongestionExt features are both applicable, only one attribute identifying the target UE shall be provided.
NOTE 2:	Only one element in the attribute shall be provided for the applicable events except the "SERVICE_EXPERIENCE" event.




*** Next Change ***
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Table 5.1.6.2.18-1: Definition of type CongestionInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	congType
	CongestionType
	M
	1
	Identification congestion analytics type.
	

	timeIntev
	TimeWindow
	M
	1
	Represents a start time and a stop time requested for the congestion information.
	

	nsi
	ThresholdLevel
	M
	1
	Network Status Indication.
	

	confidence
	Uinteger
	C
	0..1
	Indicates the confidence of the prediction. (NOTE)
Shall be present if the analytics result is a prediction.
Minimum = 0. Maximum = 100.
	

	topAppListUl
	array(TopApplication)
	C
	0..N
	List of top applications in Uplink. Shall be present if the "maxTopAppUlNbr" attribute is included in the event subscription or analytics request with the value of maximum number of the array instances.
	UserDataCongestionExt

	topAppListDl
	array(TopApplication)
	C
	0..N
	List of top applications in Downlink. Shall be present if the "maxTopAppDlNbr" attribute is included and set to true in the event subscription or analytics request with the value of the maximum number of the array instances.
	UserDataCongestionExt

	NOTE:	If the requested period identified by the "startTs" and "endTs" attributes in the EventReportingRequirement type is a future time period, which means the analytics result is a prediction. If no sufficient data is collected to provide the confidence of the prediction before the time deadline, the NWDAF shall return a zero confidence.





*** End of Changes ***

