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	Reason for change:
	TS 23.503 has specified that the PCF is informed about the number of supported packet filters per PDU session so that the PCF can ensure that the sum of packet filters for all the dynamic PCC Rules installed for that PDU session does not surpass the received value.
However the QoS rule defined in TS 24.501 limits the “number of packet filters” to 4 bits (see figure 9.11.4.3.2 in that TS).
It means that there is a maximum number of supported packet filters at QoS rule level on top of the number of packet filters allowed at PDU session level.
This limitation already existed in EPC networks and TS 29.212 included specific notes to indicate that the maximum number of packets was limited depending on the access type. 
It is proposed to add similar clarifications in TS 29.512 as well.

	
	

	Summary of change:
	Clause 4.2.6.2.16 is updated to introduce a new note that indicates that the maximum number of packet filters sent to the UE is also limited depending on the access type.
Annex B.3.4.1 is updated to refer to the proper specification. 

	
	

	Consequences if not approved:
	Wrong interpretation of the number of supported filters that can surpass the maximum value allowed for the access type where the UE is registered.

	
	

	Clauses affected:
	4.2.6.2.16; B.3.4.1.
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*** 1st Change ***

[bookmark: _Toc28012138][bookmark: _Toc34122991][bookmark: _Toc36037941][bookmark: _Toc38875323][bookmark: _Toc43191804][bookmark: _Toc45133199][bookmark: _Toc51316703][bookmark: _Toc51761883][bookmark: _Toc56674867][bookmark: _Toc56675258][bookmark: _Toc59016244][bookmark: _Toc63167842][bookmark: _Toc66262351][bookmark: _Toc68166857][bookmark: _Toc73537975][bookmark: _Toc75351851][bookmark: _Toc83231660][bookmark: _Toc85534960][bookmark: _Toc88559423][bookmark: _Toc88559920]4.2.6.2.16	Number of supported packet filter for signalled QoS rule limitation support
If the PCF includes the flow information within the "flowInfos" attribute and if the number of supported packet filter for signalled QoS rules within the "numOfPackFilter" attribute is received from the SMF during the PDU session establishment, the PCF shall ensure that for all the dynamic PCC rules of a PDU session, the number of packet filters contained within the "flowDescription" attribute or the "ethFlowDescripiont" attribute with the "packetFilterUsage" set to true does not exceed the value of the "numOfPackFilter" attribute.
NOTE:	The maximum number of packet filters sent to the UE per QoS rule is additionally limited by the access type. When the UE is camping in 5GS the number of packet filters is limited as specified in 3GPP TS 24.501[20].

*** 2nd Change ***

[bookmark: _Toc28012305][bookmark: _Toc34123165][bookmark: _Toc36038115][bookmark: _Toc38875498][bookmark: _Toc43191981][bookmark: _Toc45133376][bookmark: _Toc51316880][bookmark: _Toc51762060][bookmark: _Toc56675047][bookmark: _Toc56675438][bookmark: _Toc59016424][bookmark: _Toc63168024][bookmark: _Toc66262534][bookmark: _Toc68167040][bookmark: _Toc73538163][bookmark: _Toc75352039][bookmark: _Toc83231849][bookmark: _Toc85535155][bookmark: _Toc88559618][bookmark: _Toc88560115]B.3.4.1	Number of Supported Packet Filters Report
When the UE handed over from the EPC/E-UTRAN to the 5GS and the number of supported packet filters for signalled QoS rules is received from the UE, the SMF shall include the "NUM_OF_PACKET_FILTER" within the "repPolicyCtrlReqTriggers" attribute and the number of supported packet filters for signalled QoS rules within the "numOfPackFilter". In this case, the PCF shall behave as defined in subclause 4.2.6.2.16.
NOTE:	The maximum number of packet filters sent to the UE per QoS rule is additionally limited as specified in 3GPP TS 24.501[20] when the UE is camping in 5GS. 

*** End of Changes ***

