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* * * Start of changes * * * 
[bookmark: _Toc11247769][bookmark: _Toc27044912][bookmark: _Toc36033954][bookmark: _Toc45132100][bookmark: _Toc49776385][bookmark: _Toc51747305][bookmark: _Toc66360878][bookmark: _Toc68105383][bookmark: _Toc74756013][bookmark: _Toc75351724]5.11.2.1.1	Introduction
This clause defines data structures to be used in resource representations.
Table 5.11.2.1.1-1 specifies data types re-used by the PfdManagement API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the PfdManagement API. 
Table 5.11.2.1.1-1: PfdManagement API re-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [45]
	Used to negotiate the applicability of the optional features defined in table 5.11.4-1.

	Dnai
	3GPP TS 29.571 [45]
	DNAI



Table 5.11.2.1.1-2 specifies the data types defined for the PfdManagement API.
Table 5.11.2.1.1-2: PfdManagement API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	DomainNameProtocol
	5.11.2.2.4
	Indicates the additional protocol and protocol field for domain names to be matched.
	DomainNameProtocol

	FailureCode
	5.11.2.2.3
	Represents the failure reason of the PFD management.
	

	Pfd
	5.11.2.1.4
	Represents a PFD for an external Application Identifier.
	

	PfdData
	5.11.2.1.3
	Represents a PFD request to add, update or remove PFD(s) for one external application identifier.
	

	PfdManagement
	5.11.2.1.2
	Represents a PFD management resource for a PFD management request.
	

	PfdReport
	5.11.2.1.5
	Represents a PFD report indicating the external application identifier(s) which PFD(s) are not added or modified successfully and the corresponding failure cause(s).
	

	UserPlaneLocationArea
	5.11.2.1.6
	Represents location area(s) of the user plane functions which are unable to enforce the provisioned PFD(s) successfully.
	



* * * End of changes * * * 
