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[bookmark: _Toc11247565][bookmark: _Toc27044704][bookmark: _Toc36033746][bookmark: _Toc45131892][bookmark: _Toc49776177][bookmark: _Toc51747097][bookmark: _Toc66360661][bookmark: _Toc68105166][bookmark: _Toc74755796][bookmark: _Toc90643099]*** Start of Changes ***
5.8.2.1.1.2	Type: TMGIAllocation
This type represents TMGI Allocation request. The same structure is used in the request and response.
Table 5.8.2.1.1.2-1: Definition of type TMGIAllocation
	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE)

	self
	Link
	0..1
	Link to the resource "Individual TMGI Allocation". This parameter shall be supplied by the SCEF in HTTP responses.
	

	supportedFeatures
	SupportedFeatures
	0..1
	Used to negotiate the supported optional features of the API as described in subclause 5.2.7.
This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	externalGroupId
	ExternalGroupId
	0..1
	Identifies a user group as defined in subclause 4.6.2 of 3GPP TS 23.682 [2].
	

	mbmsLocArea
	MbmsLocArea
	0..1
	Represents the location area within which Restricts the distribution of the group message delivery via MBMS is allowed.
	

	tmgiExpiration
	DateTimeRo
	0..1
	Identifies the absolute time at which the TMGI is considered to expire.
	

	NOTE:	Properties marked with a feature as defined in subclause 5.8.4 are applicable as described in subclause 5.2.7. If no feature are indicated, the related property applies for all the features.



*** Next Change ***
[bookmark: _Toc11247566][bookmark: _Toc27044705][bookmark: _Toc36033747][bookmark: _Toc45131893][bookmark: _Toc49776178][bookmark: _Toc51747098][bookmark: _Toc66360662][bookmark: _Toc68105167][bookmark: _Toc74755797][bookmark: _Toc90643100]5.8.2.1.1.3	Type: GMDViaMBMSByMb2
This type represents the group message delivery via MBMS by MB2. 
Table 5.8.2.1.1.3-1: Definition of type GMDViaMBMSByMb2
	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE)

	self
	Link
	0..1
	Link to the resource "Individual GMD via MBMS by MB". This parameter shall be supplied by the SCEF in HTTP responses.
	

	notificationDestination
	Link
	1
	A URI indicating the notification destination where T8 notification requests shall be delivered
	

	requestTestNotification
	boolean
	0..1
	Set to true by the SCS/AS to request the SCEF to send a test notification as defined in subclause 5.2.5.3. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in subclause 5.2.5.4.
	Notification_websocket

	externalGroupId
	ExternalGroupId
	0..1
	Identifies a user group as defined in subclause 4.6.2 of 3GPP TS 23.682 [2].
	

	mbmsLocArea
	MbmsLocArea
	0..1
	Represents the location area within which Restricts the distribution of the group message delivery via MBMS is allowed.
	

	messageDeliveryStartTime
	DateTime
	0..1
	Identifies the absolute time at which the SCS/As starts to distribute the data. If absent, it indicates the message shall be sent immediately.
	

	groupMessagePayload
	Bytes
	0..1
	Indicates the payload the SCS/AS intends to deliver to the UEs.
	

	scefMessageDeliveryIPv4
	Ipv4AddrRo
	0..1
	Indicates the Ipv4 address where the SCEF wants to receive the data.
	

	scefMessageDeliveryIPv6
	Ipv6AddrRo
	0..1
	Indicates the Ipv6 address where the SCEF wants to receive the data.
	

	scefMessageDeliveryPort
	PortRo
	0..1
	Indicates the port number where the SCEF wants to receive the data.
	

	NOTE:	Properties marked with a feature as defined in subclause 5.8.4 are applicable as described in subclause 5.2.7. If no features are indicated, the related property applies for all the features.



*** Next Change ***
[bookmark: _Toc11247568][bookmark: _Toc27044707][bookmark: _Toc36033749][bookmark: _Toc45131895][bookmark: _Toc49776180][bookmark: _Toc51747100][bookmark: _Toc66360664][bookmark: _Toc68105169][bookmark: _Toc74755799][bookmark: _Toc90643102]5.8.2.1.1.5	Type: TMGIAllocationPatch
This type represents TMGI Allocation request. The structure is used for PATCH request.
Table 5.8.2.1.1.5-1: Definition of type TMGIAllocationPatch
	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE)

	externalGroupId
	ExternalGroupId
	0..1
	Identifies a user group as defined in subclause 4.6.2 of 3GPP TS 23.682 [2].
	

	mbmsLocArea
	MbmsLocArea
	0..1
	Represents the location area within whichRestricts the distribution of the group message delivery via MBMS is allowed.
	

	NOTE:	Properties marked with a feature as defined in subclause 5.8.4 are applicable as described in subclause 5.2.7. If no feature are indicated, the related property applies for all the features.



*** Next Change ***
[bookmark: _Toc11247569][bookmark: _Toc27044708][bookmark: _Toc36033750][bookmark: _Toc45131896][bookmark: _Toc49776181][bookmark: _Toc51747101][bookmark: _Toc66360665][bookmark: _Toc68105170][bookmark: _Toc74755800][bookmark: _Toc90643103]5.8.2.1.1.6	Type: GMDViaMBMSByMb2Patch
This type represents group message delivery via MBMS request by MB2. The structure is used for PATCH request.
Table 5.8.2.1.1.6-1: Definition of the GMDViaMBMSByMb2Patch data type
	
Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE)

	externalGroupId
	ExternalGroupId
	0..1
	Identifies a user group as defined in subclause 4.6.2 of 3GPP TS 23.682 [2].
	

	mbmsLocArea
	MbmsLocArea
	0..1
	Represents the location area within whichRestricts the distribution of the group message delivery via MBMS is allowed.
	

	messageDeliveryStartTime
	DateTime
	0..1
	Identifies the absolute time at which the SCS/As starts to distribute the data. If absent, it indicates the message shall be sent immediately.
	

	groupMessagePayload
	Bytes
	0..1
	Indicates the payload the SCS/AS intends to deliver to the UEs.
	

	notificationDestination
	Link
	0..1
	A URI indicating the notification destination where the notification requests shall be delivered.
	

	NOTE:	Properties marked with a feature as defined in subclause 5.8.4 are applicable as described in subclause 5.2.7. If no feature are indicated, the related property applies for all the features.
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This type represents the group message delivery via MBMS by xMB. 
Table 5.8.3.1.1.3-1: Definition of type GMDViaMBMSByxMB
	Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE)

	self
	Link
	0..1
	Link to the resource "Individual GMD via MBMS by xMB". This parameter shall be supplied by the SCEF in HTTP responses.
	

	notificationDestination
	Link
	1
	A URI indicating the notification destination where T8 notification requests shall be delivered
	

	requestTestNotification
	boolean
	0..1
	Set to true by the SCS/AS to request the SCEF to send a test notification as defined in subclause 5.2.5.3. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol as defined in subclause 5.2.5.4.
	Notification_websocket

	mbmsLocArea
	MbmsLocArea
	0..1
	Represents the location area within whichRestricts the distribution of the group message delivery via MBMS is allowed.
	

	messageDeliveryStartTime
	DateTime
	0..1
	Identifies the absolute time at which the SCS/As starts to distribute the data. If absent, it indicates the message shall be sent immediately.
	

	messageDeliveryStopTime
	DateTime
	0..1
	Identifies the absolute time at which the SCS/As is expected to stop distributing the data. If absent, configuration time will be used.
	

	groupMessagePayload
	Bytes
	0..1
	Indicates the payload the SCS/AS intends to deliver to the UEs.
	

	scefMessageDeliveryIPv4
	Ipv4AddrRo
	0..1
	Indicates the Ipv4 address where the SCEF wants to receive the data.
	

	scefMessageDeliveryIPv6
	Ipv6AddrRo
	0..1
	Indicates the Ipv6 address where the SCEF wants to receive the data.
	

	scefMessageDeliveryPort
	PortRo
	0..1
	Indicates the port number where the SCEF wants to receive the data.
	

	NOTE:	Properties marked with a feature as defined in subclause 5.8.4 are applicable as described in subclause 5.2.7. If no features are indicated, the related property applies for all the features.
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This type represents group message delivery via MBMS request. The structure is used for PATCH request.
Table 5.8.3.1.1.5-1: Definition of the GMDViaMBMSByxMBPatch data type
	
Attribute name
	Data type
	Cardinality
	Description
	Applicability (NOTE)

	mbmsLocArea
	MbmsLocArea
	0..1
	Represents the location area within whichRestricts the distribution of the group message delivery via MBMS is allowed.
	

	messageDeliveryStartTime
	DateTime
	0..1
	Identifies the absolute time at which the SCS/As starts to distribute the data. If absent, it indicates the message shall be sent immediately.
	

	messageDeliveryStopTime
	DateTime
	0..1
	Identifies the absolute time at which the SCS/As is expected to stop distributing the data. If absent, the configuration value will be used.
	

	groupMessagePayload
	Bytes
	0..1
	Indicates the payload the SCS/AS intends to deliver to the UEs.
	

	notificationDestination
	Link
	0..1
	A URI indicating the notification destination where the notification requests shall be delivered
	

	NOTE:	Properties marked with a feature as defined in subclause 5.8.4 are applicable as described in subclause 5.2.7. If no feature are indicated, the related property applies for all the features.



*** End of Changes ***
