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* * * Start of changes * * *
[bookmark: _Toc11247722][bookmark: _Toc27044861][bookmark: _Toc36033903][bookmark: _Toc45132049][bookmark: _Toc49776334][bookmark: _Toc51747254][bookmark: _Toc66360827][bookmark: _Toc68105332][bookmark: _Toc74755962][bookmark: _Toc90643265]5.10.2.1.1	Introduction
This clause defines data structures to be used in resource representations.
Table 5.10.2.1.1-1 specifies data types re-used by the CpProvisioning API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the CpProvisioning API. 
Table 5.10.2.1.1-1: CpProvisioning API re-used Data Types
	Data type
	Reference
	Comments

	NetworkAreaInfo
	3GPP TS 29.554 [50]
	Identifies a network area information.

	SupportedFeatures
	3GPP TS 29.571 [45]
	Used to negotiate the applicability of the optional features defined in table 5.10.4-1.



Table 5.10.2.1.1-2 specifies the data types defined for the CpProvisioning API.
Table 5.10.2.1.1-2: CpProvisioning API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	BatteryIndication
	5.10.2.3.6
	Represents the type of power consumption.
	

	CommunicationIndicator
	5.10.2.3.3
	Represents the communication type used by the UE.
	

	CpFailureCode
	5.10.2.3.5
	Represents the failure reason of the CP parameter provisioning.
	

	CpInfo
	5.10.2.1.2
	Represents the resources for communication pattern parameter provisioning.
	

	CpParameterSet
	5.10.2.2.2
	Represents an offered communication pattern parameter set.
	

	CpReport
	5.10.2.2.4
	Represents a CP report indicating the CP set identifier(s) which CP parameter(s) are not added or modified successfully and the corresponding failure cause(s).
	

	ScheduledCommunicationTime
	5.10.2.2.3
	Represents an offered scheduled communication time.
	

	ScheduledCommunicationType
	5.10.2.3.8a
	Represents the type of scheduled communication.
	ScheduledCommType_5G

	StationaryIndication
	5.10.2.3.4
	Indicates whether the UE is stationary or mobile.
	

	TrafficProfile
	5.10.2.3.7
	Represents the type of data transmission.
	

	UmtLocationArea5G
	5.10.2.2.5
	Represents the user location area describing the UE moving trajectory.
	ExpectedUMT_5G, ExpectedUmtTime_5G



* * * End of changes * * *
