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* * * Start of changes * * * 
[bookmark: _Toc11247878][bookmark: _Toc27045022][bookmark: _Toc36034064][bookmark: _Toc45132211][bookmark: _Toc49776496][bookmark: _Toc51747416][bookmark: _Toc66360995][bookmark: _Toc68105500][bookmark: _Toc74756130][bookmark: _Toc75351841]5.14.2.1.1	Introduction
This clause defines data structures to be used in resource representations, including subscription resources.
Editor's Note:	It is FFS to implement the individual alternative QoS parameters in this API according to stage 2 specs.
Table 5.14.2.1.1-1 specifies data types re-used by the AsSessionWithQoS API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the AsSessionWithQoS API. 
Table 5.14.2.1.1-1: AsSessionWithQoS API re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [45]
	Identifies a DNN.

	EthFlowDescription
	3GPP TS 29.514 [52]
	Defines a packet filter for an Ethernet flow.(NOTE 1)

	IpAddr
	3GPP TS 29.571 [45]
	UE IP Address.

	MacAddr48
	3GPP TS 29.571 [45]
	MAC Address.

	ReportingFrequency
	3GPP TS 29.512 [8]
	Indicates the frequency for the reporting, such as event triggered, periodic, when the PDU Session is released, and/or any combination. (NOTE 2)

	RequestedQosMonitoringParameter
	3GPP TS 29.512 [8]
	Indicate the UL packet delay, DL packet delay or round trip packet delay between the UE and the UPF is to be monitored when the QoS Monitoring for URLLC is enabled for the service data flow. (NOTE 2)

	Snssai
	3GPP TS 29.571 [45]
	Identifies the S-NSSAI.

	SupportedFeatures
	3GPP TS 29.571 [45]
	Used to negotiate the applicability of the optional features defined in table 5.14.4-1.

	TscaiInputContainer
	3GPP TS 29.514 [52]
	TSCAI Input information container.

	TscPriorityLevel
	3GPP TS 29.514 [52]
	Represents priority of TSC Flows.

	TscPriorityLevelRm
	3GPP TS 29.514 [52]
	Represents the same as the TscPriorityLevel data type, but with the OpenAPI "nullable: true" property.

	NOTE 1:	In order to support a set of MAC addresses with a specific range in the traffic filter, feature MacAddressRange_5G as specified in clause 5.14.4 shall be supported.
NOTE 2: 	In order to support QoS Monitoring, feature QoSMonitoring_5G as specified in clause 5.14.4  shall be supported.



Table 5.14.2.1.1-2 specifies the data types defined for the AsSessionWithQoS API.
Table 5.14.2.1.1-2: AsSessionWithQoS API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	AsSessionWithQoSSubscription
	5.14.2.1.2
	Represents an individual AS session with required QoS subscription resource.
	

	AsSessionWithQoSSubscriptionPatch
	5.14.2.1.3
	Represents parameters to modify an AS session with specific QoS subscription.
	

	QosMonitoringInformation
	5.14.2.1.6
	Represents QoS monitoring information.
	QoSMonitoring_5G

	QosMonitoringInformationRm
	5.14.2.1.7
	Represents the same as the QosMonitoringInformation data type but with the "nullable: true" property.
	QoSMonitoring_5G

	QosMonitoringReport
	5.14.2.1.8
	Represents a QoS monitoring report.
	QoSMonitoring_5G

	TscQosRequirement
	5.14.2.1.9
	Represents QoS requirements for time sensitive communication.
	TSC_5G

	TscQosRequirementRm
	5.14.2.1.10
	Represents the same as the TscQosRequirement data type but with the "nullable: true" property.
	TSC_5G

	UserPlaneEvent
	5.14.2.2.3
	Represents the user plane event.
	enNB

	UserPlaneEventReport
	5.14.2.1.5
	Represents an event report for user plane.
	enNB

	UserPlaneNotificationData
	5.14.2.1.4
	Represents the parameters to be conveyed in a user plane event(s) notification.
	enNB



* * * End of changes * * * 
