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Proposed changes:

[bookmark: _Hlk32241584][bookmark: _Hlk32443572]*** 1st Change ***
[bookmark: _Toc24868393][bookmark: _Toc34153883][bookmark: _Toc36040827][bookmark: _Toc36041140][bookmark: _Toc43196413][bookmark: _Toc43481183][bookmark: _Toc45134460][bookmark: _Toc51188992][bookmark: _Toc51763668][bookmark: _Toc57205900][bookmark: _Toc59019241][bookmark: _Toc68169914][bookmark: _Toc83233955][bookmark: _Toc90661309]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GS	5G System
AEF	API Exposing Function
API	Application Programming Interface
DS-TT	Device-Side TSN Translator
JSON	JavaScript Object Notation
NDS	Network Domain Security
NDS/IP	NDS for IP based protocols
NRM	Network Resource Management
NSCM	Network Slice Capability Management
PLMN	Public Land Mobile Network
REST	Representational State Transfer
SCEF	Service Capability Exposure Function
SCS	Service Capability Server
SEAL	Service Enabler Architecture Layer for Verticals
TMGI	Temporary Mobile Group Identity
TSC	Time Sensitive Communication
TSN	Time Sensitive Networking
UE	User Equipment
VAL	Vertical Application Layer
[bookmark: _Hlk92236244]*** 2nd Change ***
[bookmark: _Toc24868677][bookmark: _Toc34154182][bookmark: _Toc36041126][bookmark: _Toc36041439][bookmark: _Toc43196719][bookmark: _Toc43481489][bookmark: _Toc45134766][bookmark: _Toc51189298][bookmark: _Toc51763974][bookmark: _Toc57206206][bookmark: _Toc59019547][bookmark: _Toc68170220][bookmark: _Toc83234262][bookmark: _Toc90661685]Annex M (normative):
SEAL NRM server support integration with TSN
When the SEAL Network Resource Management (NRM) server act as a TSN AF, the NRM server shall support integration with TSN including 5GS Bridge information reporting as defined in clause 14.3.8.2 of 3GPP TS 23.434 [2] and 5GS Bridge configuration as defined in clause 14.3.8.3 of 3GPP TS 23.434 [2].
The 5GS integration with TSN only support fully-centralized model as defined in IEEE Std 802.1Qcc-2018 [29], the NRM server acts as a TSN AF as defined in clause 14.2.2.2 of 3GPP TS 23.434 [2], shall support the TSN bridge information report as defined in clause 14.3.2.29 of 3GPP TS 23.434 [2], TSN bridge information confirmation as defined in clause 14.3.2.30 of 3GPP TS 23.434 [2], TSN bridge configuration request as defined in clause 14.3.2.31 of 3GPP TS 23.434 [2] and TSN bridge configuration response as defined in clause 14.3.2.32 of 3GPP TS 23.434 [2]. TSN CNC (as defined in IEEE 802.1Qcc [29]) via the NRM-S reference point configures the TSN flows in the 5GS. As a TSN AF, the SEAL NRM server shall interact with the 5GS PCF over the N5 reference point to configure the 5G QoS and TSCAI parameters in 5GS as defined in clause 14.2.2.24 of 3GPP TS 29.514 [30].
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