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Introduction
The work item defines a User Plane (GTP-U) based solution to start pause of charging for a PDN connection or a PDU session to reduce the Charging Data Record discrepancies between SGW or I/V-SMF and PGW or (h)SMF caused by the control plane signalling latency in existing solution. 
Description
PGW/SMF Pause of Charging feature is to limit a mismatch between PGW-C/SMF and SGW/I/V-SMF charging volume and packet counts. To further reduce charging discrepancies due to control plane signalling latency, the work item specifies following enhancements to enable start of pause of charging via user plane path:
· 
a new feature "Notify Start Pause of Charging via user plane feature" (NSPOC) is introduced in PFCP to enable CP function ((SGW-C and PGW-C for EPC, I/V-SMF and (H-)SMF for 5GC) to instruct UP function (SGW-U and PGW-U for EPC, I/V-UPF and PSA UPF), to trigger pause of charging at the upstream GTP-U entity via sending one or more GTP-U Tunnel Status messages, so that the upstream GTP-U entity can stop usage measurement for those URRs applicable for charging; and
· 
a new mechanism to stop/resume the usage measurement in PFCP when NSPOC is supported; and 
·   a new GTP-U message "Tunnel Status" is introduced in GTP-U protocol to be used to notify the upstream GTP-U entity to start pause of charging; and 
· 
the support of NSPOC feature is exchanged via control plane signalling between PGW-C/SMF and SGW/I/V-SMF respectively.
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