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* * * First Change * * * *

[bookmark: _Toc20215888][bookmark: _Toc27496389][bookmark: _Toc36108130][bookmark: _Toc44598883][bookmark: _Toc44602738][bookmark: _Toc45197915][bookmark: _Toc45695948][bookmark: _Toc51773724][bookmark: _Toc51774640][bookmark: _Toc83138210]15.2.5	SDS disposition notification type
The purpose of the SDS disposition notification type information element is to identify the type of SDS disposition notification sent from receiver to the sender.
The value part of the SDS disposition notification type information element is coded as shown in Table 15.2.5-1.
The SDS disposition notification type information element is a type 3 information element with a length of 1 octet.
Table 15.2.5-1: SDS disposition notification type
	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	[bookmark: MCCQCTEMPBM_00000058]
	
	
	
	
	
	
	
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	UNDELIVERED

	0
	0
	0
	0
	0
	0
	1
	0
	
	DELIVERED

	0
	0
	0
	0
	0
	0
	1
	1
	
	READ

	0
	0
	0
	0
	0
	1
	0
	0
	
	DELIVERED AND READ

	0
	0
	0
	0
	0
	1
	0
	1
	
	DISPOSITION PREVENTED BY SYSTEM (NOTE)

	[bookmark: MCCQCTEMPBM_00000059]
	
	
	
	
	
	
	
	
	

	All other values are reserved.
NOTE:	Usage of this value is described in 3GPP TS 29.582 [48].
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