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* * * * * * FIRST CHANGE * * * * * *
B.4	Definition of media feature tag for Mission Critical Data (MCData) communications IP Connectivity (IPCONN)
Media feature tag name: g.3gpp.mcdata.ipconn
Editor’s Note: [MONASTERY2, CR 0294R1, C1-221903] It is necessary to obtain and register an ASN.1 Identifier for this media feature tag,
ASN.1 Identifier: 
Summary of the media feature indicated by this media feature tag: This media feature tag when used in a SIP request or a SIP response indicates that the function sending the SIP message supports Mission Critical Data (MCData) communications IP Connectivity (IPCONN).
Values appropriate for use with this media feature tag: Boolean
The media feature tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This media feature tag is most useful in a communications application, for describing the capabilities of a device, such as a phone or PDA.
Examples of typical use: Indicating that a mobile phone supports the Mission Critical Data (MCData) communications IP Connectivity (IPCONN).
Related standards or documents: 3GPP TS 24.282: "Mission Critical Data (MCData) signalling control Protocol specification"
Security Considerations: Security considerations for this media feature tag are discussed in clause 11.1 of IETF RFC 3840 [16].
* * * * * NEXT CHANGE * * * * *
C.5	Definition of ICSI value for Mission Critical Data (MCData) communications IP Connectivity (IPCONN)
C.5.1	URN
urn:urn-7:3gpp-service.ims.icsi.mcdata.ipconn
C.5.2	Description
This URN indicates that the device has the capabilities to support the Mission Critical Data (MCData) IP Connectivity (IPCONN) IMS communication service. This URN is also used by the device to associate a SIP request with the Mission Critical Data (MCData) IP Connectivity (IPCONN) IMS communication service.
C.5.3	Reference
3GPP TS 24.282: "Mission Critical Data (MCData) signalling control Protocol specification".
C.5.4	Contact
Name: Kiran Kapale
Email: kiran.kapale@samsung.com 
C.5.5	Registration of subtype
Yes
C.5.6	Remarks
This URN is included in the "g.3gpp.icsi-ref" media feature tag in the Contact header field of SIP requests (not SIP MESSAGE) and responses, and the Accept-Contact header fields of non-register SIP requests.
This URN can be included by the device in the P-Preferred-Service header field of SIP requests, and is asserted by the network into the P-Asserted-Service header field of SIP Requests.
* * * * * END OF CHANGES * * * * *




