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****** START CHANGES ******

[bookmark: _Toc91599285]6.6.2.4	Abnormal cases in the UE
The following abnormal cases can be identified:
a)	Expiry of timer T3586:
	On the first expiry of the timer T3586, the UE shall resend the REMOTE UE REPORT message and shall reset and restart timer T3586. This retransmission is repeated two times, i.e. on the third expiry of timer T3586, the UE shall abort the procedure and release any resources for this procedure.
NOTE:	After the abortion of the remote UE report procedure, the remote UE report procedure for the remote UE(s) can be restarted and how to restart the procedure is left to UE implementation.
b)	Collision of network-requested PDU session release procedure and remote UE report procedure:
	If the UE receives a PDU SESSION RELEASE COMMAND message during the remote UE report procedure, and the PDU session indicated in the PDU SESSION RELEASE COMMAND message is the PDU session ID that the UE had indicated in the REMOTE UE REPORT message, the UE shall abort the remote UE report procedure and proceed with the network-requested PDU session release procedure.

****** NEXT CHANGES ******

[bookmark: _Toc20218176][bookmark: _Toc27744061][bookmark: _Toc35959633][bookmark: _Toc45203066][bookmark: _Toc45700442][bookmark: _Toc51920178][bookmark: _Toc68251238][bookmark: _Toc74916215][bookmark: _Toc91599286]6.6.2.5	Abnormal cases on the network side
The followingNo abnormal cases have been identified:.
a)	Collision of network-requested PDU session release procedure and remote UE report procedure:
	If the SMF receives a REMOTE UE REPORT message during a network-requested PDU session release procedure, and the PDU session indicated in the PDU SESSION RELEASE COMMAND message is the PDU session ID that is in the REMOTE UE REPORT message, the SMF shall abort the remote UE report procedure and proceed with the network-requested PDU session release procedure.


****** END CHANGES ******

