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* * * First Change * * * *
6.13.2.1	UE initiated session-oriented service establishment
Upon receiving an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
b)	an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-trigger-info> element,
the VAE-S shall generate an HTTP 200(OK) response message according to procedures specified in IETF RFC 7231 [19]. In the HTTP 200(OK) response, the VAE-S:
a)	shall set the Request-URI to the URI corresponding to the identity of the V2X UE;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-trigger-info> element in the <VAE-info> root element which shall include an <acknowledgement> element indicating the acknowledgement for the request; and
d)	shall send the HTTP POST request towards the VAE-C according to IETF RFC 7231 [19].
If the VAE-S acknowleges the request, the VAE-S shall perform the procedure to establish session oriented service with VAE client (e.g. remote vehicle) according to procedures specified in clause 6.13.2.4.
Editor's note: It is FFS to specify the procedure for VAE-S to establish session oriented service with VAE client (e.g. remote vehicle).
* * * NEXT Change * * * *
6.13.2.2	UE initiated session-oriented service update
Upon receiving an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
b)	an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-change-info> element,
the VAE-S shall generate an HTTP 200(OK) response message according to procedures specified in IETF RFC 7231 [19]. In the HTTP 200(OK) response, the VAE-S:
a)	shall set the Request-URI to the URI corresponding to the identity of the V2X UE;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-change-info> element in the <VAE-info> root element which shall include an <acknowledgement> element indicating the acknowledgement for the request; and
d)	shall send the HTTP POST request towards the VAE-C according to IETF RFC 7231 [19].
If the VAE-S acknowleges the request, the VAE-S shall perform the procedure to change session oriented service with VAE client (e.g. remote vehicle) according to procedures specified in clause 6.13.2.5.
Editor's note: It is FFS to specify the procedure for VAE-S to change session oriented service with VAE client (e.g. remote vehicle).
* * * NEXT Change * * * *
[bookmark: _Toc92292490]6.13.2.3	UE initiated session-oriented service termination
Upon receiving an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
b)	an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-termination-info> element,
the VAE-S shall generate an HTTP 200(OK) response message according to procedures specified in IETF RFC 7231 [19]. In the HTTP 200(OK) response, the VAE-S:
a)	shall set the Request-URI to the URI corresponding to the identity of the V2X UE;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-termination-info> element in the <VAE-info> root element which shall include a <result> element indicating success or failure to terminate the session-oriented service; and
d)	shall send the HTTP POST request towards the VAE-C according to IETF RFC 7231 [19].
If the VAE-S terminates the requested session successfully, the VAE-S shall perform the procedure to terminate session oriented service with VAE client (e.g. remote vehicle) according to procedures specified in clause 6.13.2.6.
Editor's note: It is FFS to specify the procedure for VAE-S to terminate session oriented service with VAE client (e.g. remote vehicle).
* * * End of Change * * * *


