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* * * First Change * * * *
[bookmark: _Toc43231205][bookmark: _Toc43296136][bookmark: _Toc43400253][bookmark: _Toc43400870][bookmark: _Toc45216695][bookmark: _Toc51938241][bookmark: _Toc51938776][bookmark: _Toc68190465][bookmark: _Toc92292450]6.8.1.1	Server procedure
Upon receiving a Configure Dynamic Group request from a V2X application specific server (see 3GPP TS 29.486 [22]) the VAE-S shall assign a ProSe Layer-2 Group ID to the received dynamic group information from the available ProSe Layer-2 Group ID pool. Then the VAE-S shall generate an HTTP PUT request message according to procedures specified in IETF RFC 7231 [19]. In the HTTP PUT request message, the VAE-S:
a)	shall include a Request-URI set to the URI corresponding to the identity of the VAE-C of the group leader;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info +xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <layer2-group-id-mapping> element in the <VAE-info> root element which shall include:
1)	a <dynamic-group-info> element which shall include:
i)	a <dynamic-group-id> element set to the identity of the dynamic group;
ii)	a <group-definition> element set to information about the V2X group; and
iii)	a <group-leader-id> element set to the identity of the group leader; and
2)	a <prose-layer2-group-id> element corresponding to the dynamic group information; and
d)	shall send the HTTP PUT request message towards the VAE-C according to IETF RFC 2616 7231 [19].
* * * Next Change * * * *
[bookmark: _Toc92292484]6.13.1.4	Session-oriented service establishment
[bookmark: OLE_LINK110][bookmark: OLE_LINK111]Upon receiving an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
b)	an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-info> element;
the VAE-C shall generate an HTTP 200(OK) response message according to procedures specified in IETF RFC 2616 7231 [19]. In the HTTP 200(OK) response, the VAE-C:
a)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
b)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-info> element included in the <VAE-info> root element which shall include:
1)	an <acknowledgement> element indicating the acknowledgement for the request; and
c)	shall send the HTTP POST request towards the VAE-S according to IETF RFC 2616 7231 [19] and send a session-oriented service establish notification to the V2X application-specific client.
* * * Next Change * * * *
[bookmark: _Toc92292485]6.13.1.5	Session-oriented service update
Upon receiving an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
b)	an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-change-info> element;
the VAE-C shall generate an HTTP 200(OK) response message according to procedures specified in IETF RFC 2616 7231 [19]. In the HTTP 200(OK) response, the VAE-C:
a)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
b)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-change-info> element included in the <VAE-info> root element which shall include an <acknowledgement> child element indicating the acknowledgement for the change request; and
c)	shall send the HTTP POST request towards the VAE-S according to IETF RFC 2616 7231 [19] and send a session-oriented service change notification to the V2X application-specific client.
* * * Next Change * * * *
[bookmark: _Toc92292486]6.13.1.6	Session-oriented service termination
Upon receiving an HTTP POST request message containing:
a)	a Content-Type header field set to "application/vnd.3gpp.vae-info+xml"; and
b)	an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-termination-info> element;
the VAE-C shall generate an HTTP 200(OK) response message according to procedures specified in IETF RFC 2616 7231 [19]. In the HTTP 200(OK) response, the VAE-C:
a)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
b)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-termination-info> element included in the <VAE-info> root element which shall include an <acknowledgement> element indicating the acknowledgement for the termination request; and
c)	shall send the HTTP POST request towards the VAE-S according to IETF RFC 2616 7231 [19] and send a session-oriented service termination notification to the V2X application-specific client.
* * * Next Change * * * *
[bookmark: _Toc92292491]6.13.2.4	Session-oriented service establishment
Upon the request from the V2X application specific server or from the VAE client, in order to establish a session-oriented service with one or more VAE clients, the VAE-S shall generate an HTTP POST request according to procedures specified in IETF RFC 2616 7231 [19]. In the HTTP POST request, the VAE-S:
a)	shall set the Request-URI to the URI corresponding to the identity of the V2X UE;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
[bookmark: OLE_LINK119][bookmark: OLE_LINK120]c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-service-info> element in the <VAE-info> root element which:
1)	shall include a <VAE-client-id> element set to the identity of the VAE client;
2) shall include a <V2X-service-id> element set to the V2X service ID for which application requirement corresponds to;
3)	may include a <session-id> element set to the session identifier to be used for the session-oriented service; and
4)	shall include a <reporting-configuration> element indicating which configuration the UE should report (e.g. frequency of reporting, event based); and
d)	shall send the HTTP POST request towards the VAE-C according to IETF RFC 2616 7231 [19].
* * * Next Change * * * *
[bookmark: _Toc92292492]6.13.2.5	Session-oriented service update
Upon the request from the V2X application specific server or from the VAE client, in order to update a session-oriented service with one or more VAE clients, the VAE-S shall generate an HTTP POST request according to procedures specified in IETF RFC 2616 7231 [19]. In the HTTP POST request, the VAE-S:
a)	shall set the Request-URI to the URI corresponding to the identity of the V2X UE;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-change-info> element in the <VAE-info> root element which:
1)	shall include a <session-id> element set to the session identifier of the session-oriented service that is to be updated; and
2)	may include a <V2X-application-QoS-requirements> element indicating the application QoS requirements (reliability, delay, jitter) for the session-oriented service that is to be updated;
3)	may include a <network-info> element indicating the change of network; and
4)	may include a <server-info> element indicationg the change of server; and
d)	shall send the HTTP POST request towards the VAE-C according to IETF RFC 2616 7231 [19].
* * * Next Change * * * *
[bookmark: _Toc92292493]6.13.2.6	Session-oriented service termination
Upon the request from the V2X application specific server or from the VAE client, in order to terminate a session-oriented service with one or more VAE clients, the VAE-S shall generate an HTTP POST request according to procedures specified in IETF RFC 2616 7231 [19]. In the HTTP POST request, the VAE-S:
a)	shall set the Request-URI to the URI corresponding to the identity of the V2X UE;
b)	shall include a Content-Type header field set to "application/vnd.3gpp.vae-info+xml";
c)	shall include an application/vnd.3gpp.vae-info+xml MIME body with a <session-oriented-termination-info> element in the <VAE-info> root element which shall include a <session-id> element set to the session identifier of the session-oriented service that is to be terminated; and
d)	shall send the HTTP POST request towards the VAE-C according to IETF RFC 2616 7231 [19].
* * * End of Change * * * *


