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	Reason for change:
	The UL or DL signalling between the UE and the SMF is called "5GSM signalling".

However, in one location in the 5GS NAS spec TS 24.501 it is referred as "SM signalling".

This shall be corrected, for not confusing it with any legacy signalling.

	
	

	Summary of change:
	Correcting the terminology of the signalling between the UE and the SMF to be "5GSM signalling" instead of "SM signalling".

	
	

	Consequences if not approved:
	Wrong terminology stays in the spec, which creates confusion which signalling is intended.
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***** First change *****
[bookmark: _Toc20232762][bookmark: _Toc27746865][bookmark: _Toc36213048][bookmark: _Toc36657225][bookmark: _Toc45286889][bookmark: _Toc51948158][bookmark: _Toc51949250][bookmark: _Toc91599175]6.2.3	PDU session management
The SMF is responsible for the session management functions to provide the PDU connectivity service to the UE via the 5GSM signalling between UE and SMF. The session management procedures includes:
a)	the UE-requested PDU session establishment procedure;
b)	the PDU session authentication and authorization procedure;
c)	the UE-requested PDU session modification procedure;
d)	the network-requested PDU session modification procedure;
e)	the UE-requested PDU session release procedure; and
f)	the network-requested PDU session release procedure.
A UE may establish multiple PDU sessions, to the same data network or to different data networks, via 3GPP and via and Non-3GPP access networks at the same time.
The session management messages between UE and SMF are transferred via AMF as specified in subclause 8.3.
***** End of changes *****

