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*** first change ***

[bookmark: _Toc20207641][bookmark: _Toc27579524][bookmark: _Toc36116104][bookmark: _Toc45214985][bookmark: _Toc51866753][bookmark: _Toc91869092]10.1.1	Define PDP context +CGDCONT
Table 111: +CGDCONT parameter command syntax
	Command
	Possible response(s)

	[bookmark: _MCCTEMPBM_CRPT80111792___7]+CGDCONT=<cid>[,<PDP_type>[,<APN>[,<PDP_addr>[,<d_comp>[,<h_comp>[,<IPv4AddrAlloc>[,<request_type>[,<P-CSCF_discovery>[,<IM_CN_Signalling_Flag_Ind>[,<NSLPI>[,<securePCO>[,<IPv4_MTU_discovery>[,<Local_Addr_Ind>[,<Non-IP_MTU_discovery>[,<Reliable_Data_Service>[,<SSC_mode>[,<S-NSSAI>[,<Pref_access_type>[,<RQoS_ind>[,<MH6-PDU>[,<Always-on_req>[,<old-cid>[,<ATSSS-ST>][,<LADN-DNN_ind>][,<MA-PDU-session-information>[,<Ethernet_MTU_discovery>[,<Unstructured_Link_MTU_discovery>[,<PDU_Pair_ID>[,<RSN>]]]]]]]]]]]]]]]]]]]]]]]]]]]]]
	

	[bookmark: _MCCTEMPBM_CRPT80111793___7]+CGDCONT?
	[+CGDCONT: <cid>,<PDP_type>,<APN>,<PDP_addr>,<d_comp>,<h_comp>[,<IPv4AddrAlloc>[,<request_type>[,<P-CSCF_discovery>[,<IM_CN_Signalling_Flag_Ind>[,<NSLPI>[,<securePCO>[,<IPv4_MTU_discovery>[,<Local_Addr_Ind>[,<Non-IP_MTU_discovery>[,<Reliable_Data_Service>[,<SSC_mode>[,<S-NSSAI>[,<Pref_access_type>[,<RQoS_ind>[,<MH6-PDU>[,<Always-on_req>[,<old-cid>[,<ATSSS-ST>][,<LADN-DNN_ind>][,<MA-PDU-session-information>[,<Ethernet_MTU_discovery>[,<Unstructured_Link_MTU_discovery>[,<PDU_Pair_ID>[,<RSN>]]]]]]]]]]]]]]]]]]]]]]]]
[<CR><LF>+CGDCONT: <cid>,<PDP_type>,<APN>,<PDP_addr>,<d_comp>,<h_comp>[,<IPv4AddrAlloc>[,<request_type>[,<P-CSCF_discovery>[,<IM_CN_Signalling_Flag_Ind>[,<NSLPI>[,<securePCO>[,<IPv4_MTU_discovery>[,<Local_Addr_Ind>[,<Non-IP_MTU_discovery>[,<Reliable_Data_Service>[,<SSC_mode>[,<S-NSSAI>[,<Pref_access_type>[,<RQoS_ind>[,<MH6-PDU>[,<Always-on_req>[,<old-cid>[,<ATSSS-ST>][,<LADN-DNN_ind>][,<MA-PDU-session-information>[,<Ethernet_MTU_discovery>[,<Unstructured_Link_MTU_discovery>[,<PDU_Pair_ID>[,<RSN>]]]]]]]]]]]]]]]]]]]]]]]]
[...]]]

	+CGDCONT=?
	+CGDCONT: (range of supported <cid>s),<PDP_type>,,,(list of supported <d_comp>s),(list of supported <h_comp>s),(list of supported <IPv4AddrAlloc>s),(list of supported <request_type>s),(list of supported <P-CSCF_discovery>s),(list of supported <IM_CN_Signalling_Flag_Ind>s),(list of supported <NSLPI>s),(list of supported <securePCO>s),(list of supported <IPv4_MTU_discovery>s),(list of supported <Local_Addr_Ind>s),(list of supported <Non-IP_MTU_discovery>s),(list of supported <Reliable_Data_Service>s),(list of supported <SSC_mode>s),,(list of supported <Pref_access_type>s),(list of supported <RQoS_ind>s),(list of supported <MH6-PDU>s),(list of supported <Always-on_req>s),(range of supported <old-cid>s),(list of supported <ATSSS-ST>s),(list of supported <LADN-DNN_ind>s),(list of supported <MA-PDU-session-information>s),(list of supported <Ethernet_MTU_discovery>s),(list of supported <Unstructured_Link_MTU_discovery>s),(range of supported <PDU_Pair_ID>s),(list of supported <RSN>s)
[<CR><LF>+CGDCONT: (range of supported <cid>s),<PDP_type>,,,(list of supported <d_comp>s),(list of supported <h_comp>s),(list of supported <IPv4AddrAlloc>s),(list of supported <request_type>s),(list of supported <P-CSCF_discovery>s),(list of supported <IM_CN_Signalling_Flag_Ind>s),(list of supported <NSLPI>s),(list of supported <securePCO>s),(list of supported <IPv4_MTU_discovery>s),(list of supported <Local_Addr_Ind>s),(list of supported <Non-IP_MTU_discovery>s),(list of supported <Reliable_Data_Service>s),(list of supported <SSC_mode>s),,(list of supported <Pref_access_type>s),(list of supported <RQoS_ind>s),(list of supported <MH6-PDU>s),(list of supported <Always-on_req>s),(range of supported <old-cid>s),(list of supported <ATSSS-ST>s),(list of supported <LADN-DNN_ind>s),(list of supported <MA-PDU-session-information>s),(list of supported <Ethernet_MTU_discovery>s),(list of supported <Unstructured_Link_MTU_discovery>s),(range of supported <PDU_Pair_ID>s),(list of supported <RSN>s)
[...]]

	[bookmark: _MCCTEMPBM_CRPT80111797___7]NOTE:	The syntax of the AT Set Command is corrected to make the parameter <cid> mandatory. Older versions of the specification had defined the parameter <cid> optional, however the UE behaviour was not defined.



Description
[bookmark: _MCCTEMPBM_CRPT80111798___7]The set command specifies PDP context parameter values for a PDP context identified by the (local) context identification parameter, <cid> and also allows the TE to specify whether security protected transmission of ESM information is requested, because the PCO can include information that requires ciphering. There can be other reasons for the UE to use security protected transmission of ESM information, e.g. if the UE needs to transfer an APN. The number of PDP contexts that may be in a defined state at the same time is given by the range returned by the test command.
For EPS the PDN connection and its associated EPS default bearer is identified herewith.
For 5GS the PDU session and its associated QoS flow of the default QoS rule is identified herewith.
[bookmark: _MCCTEMPBM_CRPT80111799___7]A special form of the set command, +CGDCONT=<cid> causes the values for context number <cid> to become undefined.
If the initial PDP context is supported, the context with <cid>=0 is automatically defined at startup, see clause 10.1.0. As all other contexts, the parameters for <cid>=0 can be modified with +CGDCONT. If the initial PDP context is supported, +CGDCONT=0 resets context number 0 to its particular default settings.
The read command returns the current settings for each defined context.
[bookmark: _MCCTEMPBM_CRPT80111800___7]The test command returns values supported as compound values. If the MT supports several PDP types, <PDP_type>, the parameter value ranges for each <PDP_type> are returned on a separate line.
Defined values
[bookmark: _MCCTEMPBM_CRPT80111801___7]<cid>: integer type; specifies a particular PDP context definition. The parameter is local to the TE-MT interface and is used in other PDP context-related commands. The range of permitted values (minimum value = 1 or if the initial PDP context is supported (see clause 10.1.0), minimum value = 0) is returned by the test form of the command.
[bookmark: _MCCTEMPBM_CRPT80111802___7]NOTE 1:	The <cid>s for network-initiated PDP contexts will have values outside the ranges indicated for the <cid> in the test form of the commands +CGDCONT and +CGDSCONT.
[bookmark: _MCCTEMPBM_CRPT80111803___7]<PDP_type>: string type; specifies the type of packet data protocol. The default value is manufacturer specific.
[bookmark: _MCCTEMPBM_CRPT80111804___2]X.25	ITU-T/CCITT X.25 layer 3 (Obsolete)
IP	Internet Protocol (IETF STD 5 [103])
IPV6	Internet Protocol, version 6 (see RFC 2460 [106])
IPV4V6	Virtual <PDP_type> introduced to handle dual IP stack UE capability. (See 3GPP TS 24.301 [83])
OSPIH	Internet Hosted Octect Stream Protocol (Obsolete)
PPP	Point to Point Protocol (IETF STD 51 [104])
Non-IP	Transfer of Non-IP data to external packet data network (see 3GPP TS 23.401 [82])
Ethernet	Ethernet protocol (IEEE  802.3)
Unstructured	Transfer of Unstructured data to the Data Network via N6 (see 3GPP TS 23.501 [165])
NOTE 2:	Only IP, IPV6, IPV4V6, Non-IP and Ethernet values are supported for EPS services. Only IP, IPV6, IPV4V6, Ethernet and Unstructured values are supported for 5GS service.
[bookmark: _MCCTEMPBM_CRPT80111805___7]<APN>: string type; a logical name that is used to select the GGSN or the external packet data network.
[bookmark: _MCCTEMPBM_CRPT80111806___3]If the value is null or omitted, then the subscription value will be requested.
[bookmark: _MCCTEMPBM_CRPT80111807___7]<PDP_addr>: string type; identifies the MT in the address space applicable to the PDP.
	When +CGPIAF is supported, its settings can influence the format of this parameter returned with the read form of +CGDCONT.
NOTE 3:	The value of this parameter is ignored with the set command. The parameter is included in the set command for backwards compatibility reasons only.
[bookmark: _MCCTEMPBM_CRPT80111808___7]<d_comp>: integer type; controls PDP data compression (applicable for SNDCP only) (refer 3GPP TS 44.065 [61]).
0	off
1	on (manufacturer preferred compression)
2	V.42bis
3	V.44
[bookmark: _MCCTEMPBM_CRPT80111809___7]<h_comp>: integer type; controls PDP header compression (refer 3GPP TS 44.065 [61] and 3GPP TS 25.323 [62]).
0	off
1	on (manufacturer preferred compression)
2	RFC 1144 [105] (applicable for SNDCP only)
3	RFC 2507 [107]
4	RFC 3095 [108] (applicable for PDCP only)
[bookmark: _MCCTEMPBM_CRPT80111810___7]<IPv4AddrAlloc>: integer type; controls how the MT/TA requests to get the IPv4 address information.
0	IPv4 address allocation through NAS signalling
1	IPv4 address allocated through DHCP
[bookmark: _MCCTEMPBM_CRPT80111811___7]<request_type>: integer type; indicates the type of PDP context activation request for the PDP context, see 3GPP TS 24.501 [161] (clause 6.4.1), 3GPP TS 24.301 [83] (clause 6.5.1.2) and 3GPP TS 24.008 [8] (clause 10.5.6.17). If the initial PDP context is supported (see clause 10.1.0) it is not allowed to assign <cid>=0 for emergency (bearer) services. According to 3GPP TS 24.008 [8] (clause 4.2.4.2.2 and clause 4.2.5.1.4) and 3GPP TS 24.301 [83] (clause 5.2.2.3.3 and clause 5.2.3.2.2), a separate PDP context must be established for emergency (bearer) services.
NOTE 4:	If the PDP context for emergency (bearer) services is the only activated context, only emergency calls are allowed, see 3GPP TS 23.401 [82] clause 4.3.12.9.
0	PDP context is for new PDP context establishment or for handover from a non-3GPP access network (how the MT decides whether the PDP context is for new PDP context establishment or for handover is implementation specific)
1	PDP context is for emergency (bearer) services
2	PDP context is for new PDP context establishment
3	PDP context is for handover from a non-3GPP access network
4	PDP context is for handover of emergency (bearer) services from a non-3GPP access network
5	context is for MA PDU session establishment
NOTE 5:	A PDP context established for handover of emergency (bearer) services from a non-3GPP access network has the same status as a PDP context for emergency (bearer) services.
[bookmark: _MCCTEMPBM_CRPT80111812___7]<P-CSCF_discovery>: integer type; influences how the MT/TA requests to get the P-CSCF address, see 3GPP TS 24.229 [89] annex B and annex L.
[bookmark: _MCCTEMPBM_CRPT80111813___7]0	Preference of P-CSCF address discovery not influenced by +CGDCONT
1	Preference of P-CSCF address discovery through NAS signalling
2	Preference of P-CSCF address discovery through DHCP
[bookmark: _MCCTEMPBM_CRPT80111814___7]<IM_CN_Signalling_Flag_Ind>: integer type; indicates to the network whether the PDP context is for IM CN subsystem-related signalling only or not.
0	UE indicates that the PDP context is not for IM CN subsystem-related signalling only
1	UE indicates that the PDP context is for IM CN subsystem-related signalling only
[bookmark: _MCCTEMPBM_CRPT80111815___7]<NSLPI>: integer type; indicates the NAS signalling priority requested for this PDP context:
0	indicates that this PDP context is to be activated with the value for the low priority indicator configured in the MT.
1	indicates that this PDP context is to be activated with the value for the low priority indicator set to "MS is not configured for NAS signalling low priority".
NOTE 6:	The MT utilises the provide NSLPI information as specified in 3GPP TS 24.301 [83] and 3GPP TS 24.008 [8].
[bookmark: _MCCTEMPBM_CRPT80111816___7]<securePCO>: integer type. Specifies if security protected transmission of PCO is requested or not (applicable for EPS only, see 3GPP TS 23.401 [82] clause 6.5.1.2).
0	Security protected transmission of PCO is not requested
1	Security protected transmission of PCO is requested
[bookmark: _MCCTEMPBM_CRPT80111817___7]<IPv4_MTU_discovery>: integer type; influences how the MT/TA requests to get the IPv4 MTU size, see 3GPP TS 24.008 [8] clause 10.5.6.3.
[bookmark: _MCCTEMPBM_CRPT80111818___7]0	Preference of IPv4 MTU size discovery not influenced by +CGDCONT
1	Preference of IPv4 MTU size discovery through NAS signalling
[bookmark: _MCCTEMPBM_CRPT80111819___7]<Local_Addr_Ind>: integer type; indicates to the network whether or not the MS supports local IP address in TFTs (see 3GPP TS 24.301 [83] and 3GPP TS 24.008 [8] clause 10.5.6.3).
0	indicates that the MS does not support local IP address in TFTs
1	indicates that the MS supports local IP address in TFTs
[bookmark: _MCCTEMPBM_CRPT80111820___7]<Non-IP_MTU_discovery>: integer type; influences how the MT/TA requests to get the Non-IP MTU size, see 3GPP TS 24.008 [8] clause 10.5.6.3.
[bookmark: _MCCTEMPBM_CRPT80111821___7]0	Preference of Non-IP MTU size discovery not influenced by +CGDCONT
1	Preference of Non-IP MTU size discovery through NAS signalling
[bookmark: _MCCTEMPBM_CRPT80111822___7]<Reliable_Data_Service>: integer type; indicates whether the UE is using Reliable Data Service for a PDN connection or not, see 3GPP TS 24.301 [83] and 3GPP TS 24.008 [8] clause 10.5.6.3.
0	Reliable Data Service is not being used for the PDN connection
1	Reliable Data Service is being used for the PDN connection
[bookmark: _MCCTEMPBM_CRPT80111823___7]<SSC_mode>: integer type; indicates the session and service continuity (SSC) mode for the PDU session in 5GS, see 3GPP TS 23.501 [165].
0	indicates that the PDU session is associated with SSC mode 1
1	indicates that the PDU session is associated with SSC mode 2
2	indicates that the PDU session is associated with SSC mode 3
[bookmark: _MCCTEMPBM_CRPT80111824___7]<S-NSSAI>: string type in hexadecimal character format. Dependent of the form, the string can be separated by dot(s) and semicolon(s). The S-NSSAI is associated with the PDU session for identifying a network slice in 5GS, see 3GPP TS 23.501 [165] and 3GPP TS 24.501 [161]. For the format and the encoding of S-NSSAI, see also 3GPP TS 23.003 [7]. This parameter shall not be subject to conventional character conversion as per +CSCS. The <S-NSSAI> has one of the forms:
	sst		only slice/service type (SST) is present
sst;mapped_sst	SST and mapped configured SST are present
sst.sd		SST and slice differentiator (SD) are present
sst.sd;mapped_sst	SST, SD and mapped configured SST are present
sst.sd;mapped_sst.mapped_sd	SST, SD, mapped configured SST and mapped configured SD are present
[bookmark: _MCCTEMPBM_CRPT80111825___7]<Pref_access_type>: integer type; indicates the preferred access type for the PDU session in 5GS, see 3GPP TS 23.503 [184] and 3GPP TS 24.526 [185].
0	indicates that the preferred access type is 3GPP access
1	indicates that the preferred access type is non-3GPP access
[bookmark: _MCCTEMPBM_CRPT80111826___7]<RQoS_ind>: integer type; indicates whether the UE supports reflective QoS for the PDU session, see 3GPP TS 23.501 [165] and 3GPP TS 24.501 [161].
0	indicates that reflective QoS is not supported for the PDU session
1	indicates that reflective QoS is supported for the PDU session
[bookmark: _MCCTEMPBM_CRPT80111827___7]<MH6-PDU>: integer type; indicates whether the UE supports IPv6 multi-homing for the PDU session, see 3GPP TS 23.501 [165] and 3GPP TS 24.501 [161].
0	indicates that IPv6 multi-homing is not supported for the PDU session
1	indicates that IPv6 multi-homing is supported for the PDU session
[bookmark: _MCCTEMPBM_CRPT80111828___7]<Always-on_req>: integer type; indicates whether the UE requests to establish the PDU session as an always-on PDU session, see 3GPP TS 24.501 [161].
0	always-on PDU session is not requested
1	always-on PDU session is requested
[bookmark: _MCCTEMPBM_CRPT80111829___7]<old-cid>: integer type; indicates the context identifier of the QoS flow of the default QoS rule of the SSC mode 2 or SSC mode 3 PDU session where the network requests relocation of the PDU session anchor. 
<ATSSS-ST>: integer type; indicates the "Supported ATSSS steering functionalities and steering modes (ATSSS-ST)" for the PDU session in 5GS, see 3GPP TS 24.501 [161].
0	ATSSS not supported
1	ATSSS Low-Layer functionality with any steering mode supported
2	MPTCP functionality with any steering mode and ATSSS-LL functionality with only active-standby steering mode supported
3	MPTCP functionality with any steering mode and ATSSS-LL functionality with any steering mode supported
[bookmark: _MCCTEMPBM_CRPT80111830___7]<LADN-DNN_ind>: integer type; indicates whether the PDP context is for a LADN DNN, see 3GPP TS 23.501 [165] and 3GPP TS 24.501 [161].
0	indicates that the PDP context is not for a LADN DNN
1	indicates that the PDP context is for a LADN DNN
[bookmark: _MCCTEMPBM_CRPT80111831___7]<MA-PDU-session-information>: integer type; indicates the value of MA PDU session information, see 3GPP TS 24.501 [161].
1	MA PDU session network upgrade is allowed
[bookmark: _MCCTEMPBM_CRPT80111832___7]<Ethernet_MTU_discovery>: integer type; influences how the MT/TA requests to get the Ethernet frame payload MTU size, see 3GPP TS 24.008 [8] clause 10.5.6.3.
[bookmark: _MCCTEMPBM_CRPT80111833___7]0	Preference of Ethernet frame payload MTU size discovery not influenced by +CGDCONT
1	Preference of Ethernet frame payload MTU size discovery through NAS signalling
[bookmark: _MCCTEMPBM_CRPT80111834___7]<Unstructured_Link_MTU_discovery>: integer type; influences how the MT/TA requests to get the unstructured link MTU size, see 3GPP TS 24.008 [8] clause 10.5.6.3.
[bookmark: _MCCTEMPBM_CRPT80111835___7]0	Preference of unstructured link MTU size discovery not influenced by +CGDCONT
1	Preference of unstructured link MTU size discovery through NAS signalling
[bookmark: _MCCTEMPBM_CRPT80111836___7]<PDU_Pair_ID>: integer type; indicates the value of PDU session pair ID, see 3GPP TS 24.501 [161] and 3GPP TS 24.526 [185].
<RSN>: integer type; indicates the value of RSN, see 3GPP TS 24.501 [161] and 3GPP TS 24.526 [185].
0	indicates that the RSN is set to v1
1	indicates that the RSN is set to v2
Implementation
Mandatory unless only a single subscribed context is supported.
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	15.3.0

	2018-09
	CT#81
	CP-182159
	0589
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	15.5.0

	2019-03
	CT#83
	CP-190091
	0643
	
	F
	Alignment on description of NSSAI
	15.5.0

	2019-03
	CT#83
	CP-190108
	0640
	
	B
	Addition of new QCIs and new 5QIs for Enhanced Framework for Uplink Streaming (E-FLUS)
	16.0.0

	2019-06
	CT#84
	CP-191125
	0645
	
	A
	Correction of numeric error code values
	16.1.0

	2019-06
	CT#84
	CP-191125
	0647
	
	A
	Alignment of error codes with TS 24.501 v15.3.0
	16.1.0
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	16.1.0

	2019-06
	CT#84
	CP-191144
	0656
	1
	B
	Indicating to the MT the user's intention for requesting access to RLOS
	16.1.0
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	CT#91
	CP-210116
	0711
	1
	F
	Addition of LADN DNN indication in +CGDCONT
	17.1.0

	2021-03
	CT#91
	CP-210133
	0712
	
	F
	Addition of P-CSCF restoration indication in +CGEV
	17.1.0

	2021-03
	CT#91
	CP-210179
	0713
	2
	F
	AT command for CAG selection
	17.1.0

	2021-03
	CT#91
	CP-210133
	0714
	
	F
	Update of C5GQOS for Subscribed maximum bit rate
	17.1.0

	2021-03
	CT#91
	CP-210112
	0716
	
	A
	Value range of NW packet filter identifier
	17.1.0

	2021-03
	CT#91
	CP-210133
	0717
	
	F
	Correction to the reference of DNN IE
	17.1.0

	2021-03
	CT#91
	CP-210109
	0719
	1
	A
	AT command for activate an MA PDU session
	17.1.0

	2021-03
	CT#91
	CP-210133
	0720
	1
	F
	Clarification in scope of “nwimsvops_n3gpp “ parameter in +CIREP AT command
	17.1.0

	2021-06
	CT#92e
	CP-211129
	0732
	1
	A
	Correction to AT Commands for NR V2X
	17.2.0

	2021-06
	CT#92e
	CP-211144
	0723
	-
	F
	Adding the missing Emergency service support over non-3GPP access in CNEM  command 
	17.2.0

	2021-06
	CT#92e
	CP-211144
	0724
	-
	F
	Add Ethernet pdp type to a NOTE
	17.2.0

	2021-06
	CT#92e
	CP-211144
	0725
	-
	F
	Correction on re-attempt indicator for S-NSSAI/DNN congestion control
	17.2.0

	2021-06
	CT#92e
	CP-211144
	0727
	-
	F
	AT Command to support MA PDU session network upgrade is allowed
	17.2.0

	2021-06
	CT#92e
	CP-211146
	0726
	1
	F
	Clarification on NSSAI related AT commands
	17.2.0

	2021-06
	CT#92e
	CP-211146
	0728
	1
	F
	Correction to +CGLNKPF 
	17.2.0

	2021-06
	CT#92e
	CP-211152
	0721
	-
	C
	New 5QI 10
	17.2.0

	2021-09
	CT#93e
	CP-212119CP-212154

	0730
	3
	F
	AT command for URSP
	17.3.0

	2021-09
	CT#93e
	CP-212155
	0736
	1
	F
	Clarifications of preferred access type and access type in AT commands
	17.3.0

	2021-09
	CT#93e
	CP-212119
	0738
	1
	A
	PFI numbering in 27.007 and in 24.008
	17.3.0

	2021-09
	CT#93e
	CP-212140
	0739
	1
	F 
	AT commands with semantical mandatory parameter CID
	17.3.0

	2021-09
	CT#93e
	CP-212154
	0741
	1
	F 
	Handling of <S-NSSAI_backoff_time> in +CSBTSR
	17.3.0

	2021-09
	CT#93e
	CP-212152
	0742
	-
	F 
	Editorial corrections of +C5GNSSAIRDP
	17.3.0

	2021-09
	CT#93e
	CP-212153
	0743
	1
	F
	Add the missing unit
	17.3.0

	2021-09
	CT#93e
	CP-212126
	0744
	1
	F
	Add the missing QCI and PTI mismatch
	17.3.0

	2021-09
	CT#93e
	CP-212154
	0745
	1
	F
	+CGCONTRDP amendment to indicate the PDP type
	17.3.0

	2021-09
	CT#93e
	CP-212152
	0746
	-
	F
	+CGTFT and +CGTFTRDP  amendments to support Ethernet PDU session
	17.3.0

	2021-09
	CT#93e
	CP-212154
	0747
	1
	F
	+CGDCONT and +CGCONTRDP amendments to support MTU for Ethernet/ unstructured PDU session
	17.3.0

	2021-12
	CT#94e
	CP-213054
	0749
	1
	B
	+CGDCONT amendment to support redundant PDU session
	17.4.0

	2021-12
	CT#94e
	CP-213040
	0751
	1
	B
	AT Command for MUSIM NAS Connection Release
	17.4.0

	2021-12
	CT#94e
	CP-213040
	0752
	1
	B
	AT Command for MUSIM Reject Paging
	17.4.0

	2021-12
	CT#94e
	CP-213040
	0753
	1
	B
	AT Command for MUSIM Paging Restrictions
	17.4.0

	2021-12
	CT#94e
	CP-213030
	0754
	-
	F
	Error in +CAPPLEVMR
	17.4.0

	2021-12
	CT#94e
	CP-213030
	0756
	-
	F
	Correction on AT command +C5GPDUAUTHS
	17.4.0
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