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	24.301
	3681
	-
	Rel-17
	Condition for inclusion of Additional GUTI IE in the TAU Request
	F
	17.5.0
	CT1#134-e
	C1-221045
	Apple France
	5GProtoc17

	24.301
	3701
	-
	Rel-17
	Alternative PDN connection handling to support interwork with 5GS
	F
	17.5.0
	CT1#134-e
	C1-221344
	MediaTek Inc.  / JJ
	5GProtoc17

	24.301
	3707
	-
	Rel-17
	Correction of eDRX handling in EPS
	F
	17.5.0
	CT1#134-e
	C1-221377
	vivo
	5GProtoc17

	24.501
	3967
	-
	Rel-17
	DNN as an optional parameter for emergency PDU session when interworking with EPS
	F
	17.5.0
	CT1#134-e
	C1-221042
	Apple France
	5GProtoc17

	24.501
	3968
	-
	Rel-17
	Applicability of NULL integrity protection algorithm in case of a established emergency PDU session
	F
	17.5.0
	CT1#134-e
	C1-221043
	Apple France
	5GProtoc17

	24.501
	3969
	-
	Rel-17
	Disabling of N1 mode in case of #10 while Emergency call pending
	F
	17.5.0
	CT1#134-e
	C1-221046
	Apple France
	5GProtoc17

	24.501
	3989
	-
	Rel-17
	Lost text in 6.4.1.2
	F
	17.5.0
	CT1#134-e
	C1-221113
	Ericsson / Ivo
	5GProtoc17

	24.501
	4000
	-
	Rel-17
	Two editorial corrections
	D
	17.5.0
	CT1#134-e
	C1-221180
	vivo
	5GProtoc17

	24.501
	4004
	-
	Rel-17
	Clarification to payload container IE
	F
	17.5.0
	CT1#134-e
	C1-221237
	Huawei, HiSilicon / Vishnu
	5GProtoc17

	24.501
	4006
	-
	Rel-17
	Correction to 5GSM capability IE
	F
	17.5.0
	CT1#134-e
	C1-221241
	Huawei, HiSilicon / Vishnu
	5GProtoc17

	24.501
	4021
	-
	Rel-17
	Correct Re-attempt indicator IE for #39
	F
	17.5.0
	CT1#134-e
	C1-221317
	OPPO / Rae
	5GProtoc17

	24.501
	4024
	-
	Rel-17
	Adding the missing implementation of C1-215154
	F
	17.5.0
	CT1#134-e
	C1-221323
	OPPO / Rae
	5GProtoc17

	24.501
	4026
	-
	Rel-17
	Editorial correction of 5GS network support
	D
	17.5.0
	CT1#134-e
	C1-221335
	MediaTek Inc.  / Carlson
	5GProtoc17

	24.501
	4027
	-
	Rel-17
	UE is allowed to use PCO IE after inter-system change from N1 mode to S1 mode
	F
	17.5.0
	CT1#134-e
	C1-221341
	MediaTek Inc.  / JJ
	5GProtoc17

	24.501
	4037
	-
	Rel-17
	CIoT user data container not forwarded due to congestion control
	F
	17.5.0
	CT1#134-e
	C1-221370
	BEIJING SAMSUNG TELECOM R&D
	5GProtoc17

	24.501
	4041
	-
	Rel-17
	Correction for enabling use of MICO mode
	F
	17.5.0
	CT1#134-e
	C1-221375
	vivo
	5GProtoc17

	24.501
	4042
	-
	Rel-17
	Correction of eDRX handling in 5GS
	F
	17.5.0
	CT1#134-e
	C1-221376
	vivo
	5GProtoc17

	24.501
	4053
	-
	Rel-17
	Clarification of Notification response message
	F
	17.5.0
	CT1#134-e
	C1-221407
	Samsung R&D Institute India
	5GProtoc17

	24.501
	4061
	-
	Rel-17
	Correction on UAC exception handling
	F
	17.5.0
	CT1#134-e
	C1-221431
	NTT DOCOMO INC.
	5GProtoc17

	24.501
	4063
	-
	Rel-17
	Correction to the MBS back-off timer
	F
	17.5.0
	CT1#134-e
	C1-221439
	Huawei, HiSilicon /Christian
	5GProtoc17, 5MBS

	24.501
	4079
	-
	Rel-17
	Correcting the terminology of the signalling between the UE and the SMF
	F
	17.5.0
	CT1#134-e
	C1-221489
	Nokia, Nokia Shanghai Bell
	5GProtoc17

	24.526
	0137
	-
	Rel-17
	Correction on description of preferred access type and multi-access preference
	F
	17.5.0
	CT1#134-e
	C1-221156
	ZTE / Joy
	5GProtoc17

	27.007
	0762
	-
	Rel-17
	Corrections to brackets in +CGDCONT
	F
	17.4.0
	CT1#134-e
	C1-221081
	Apple France
	5GProtoc17


