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* * * First Change * * * *
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Upon receiving a request from the VAL user to retrieve an element of a group document, the SGM-C shall send an HTTP GET request to the SGM-S according to procedures specified in IETF RFC 4825 [3] "Fetch an Element". In HTTP GET request, the SGM-C:
a)	shall set the Request-URI to a XCAP URI identifying an element within an XML document to be queried. In the Request-URI:
1)	the "XCAP Root" is set to the URI of the SGM-S;
2)	the "auid" is set to specific VAL service identity;
3)	the document selector is set to a document URI pointing to a group document addressed by a group ID which contains the element to be queried; and
4)	the node selector is set to a node URI identifying the element to be queried; and
b)	shall include an Authorization header field with the "Bearer" authentication scheme set to an access token of the "bearer" token type as specified in IETF RFC 6750 [6].
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* * * Next Change * * * *

6.2.3.2	SGM sServer HTTP procedure
Upon reception of an HTTP GET request where the Request-URI of the HTTP GET request identifies an element of a XML document as specified in clause 7, the SGM-S:
a)	shall determine the identity of the sender of the received HTTP GET request as specified in clause 6.2.1.1, and:
1)	if the identity of the sender of the received HTTP GET request is not authorized to query group information, shall respond with a HTTP 403 (Forbidden) response to the HTTP GET request and skip rest of the steps;
b)	shall support handling an HTTP GET request from a SGM-C according to procedures specified in IETF RFC 4825 [3] "GET Handling".
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* * * Next Change * * * *

6.2.3.X	SGM client CoAP procedure
Upon receiving a request from the VAL user to retrieve a part of a group document, the SGM-C shall send a CoAP GET request to the SGM-S with the CoAP URI set to the Individual VAL Group resource identifying the VAL group document and with the content filtering query parameters set according to the VAL user request. The procedure is described in clause 6.2.5.2.X.

* * * Next Change * * * *

6.2.3.Y	SGM server CoAP procedure
Upon reception of a CoAP GET request for a part of a group document from the SGM-C, the SGM-S shall handle it as described in clause 6.2.5.2.Y.

* * * End of Changes * * * *
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