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	Reason for change:
	When the disaster condition is over, UE returns to the previous PLMN and performs the registration procedure based on the disaster return wait range timer. But in the currect spec it is incorrectly specified as UE needs to look for disaster roaming wait range.

Upon determining that a disaster condition has ended and that the UE shall perform PLMN selection as specified in 3GPP TS 23.122 [6]:
a)	if the UE does not have a stored disaster roaming wait range, the UE shall perform a registration procedure on the selected PLMN; and

This needs to be corrected.
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	Corrected that the UE needs to look for disater return wait range after the disaster condition has ended.

	
	

	Consequences if not approved:
	Incorrect specification

	
	

	Clauses affected:
	[bookmark: _GoBack]4.24

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	








































* * * First Change * * * *

4.24	Minimization of service interruption
The UE and the network may support Minimization of service interruption (MINT). MINT aims to enable a UE to obtain service from a PLMN offering disaster roaming service when a disaster condition applies to the UE's determined PLMN with disaster condition.
If the UE supports MINT, the indication of whether disaster roaming is enabled in the UE, the one or more "list of PLMN(s) to be used in disaster condition", disaster roaming wait range and disaster return wait range provisioned by the network, if available, are stored in the non-volatile memory in the ME as specified in annex C and are kept when the UE enters 5GMM-DEREGISTERED state. Annex C specifies condition under which the indication of whether disaster roaming is enabled in the UE, the one or more "lists of PLMN(s) to be used in disaster condition", disaster roaming wait range and disaster return wait range stored in the ME are deleted.
Upon selecting a PLMN for disaster roaming as specified in 3GPP TS 23.122 [6]:
a)	if the UE does not have a stored disaster roaming wait range, the UE shall perform an initial registration procedure with 5GS registration type value set to "disaster roaming registration" on the selected PLMN; and
b)	if the UE has a stored disaster roaming wait range, the UE shall generate a random number within the disaster roaming wait range and start a timer with the generated random number. While the timer is running, the UE shall not initiate registration on the selected PLMN. Upon expiration of the timer, the UE shall perform an initial registration procedure with 5GS registration type value set to "disaster roaming registration" if still camped on the selected PLMN.
Upon determining that a disaster condition has ended and that the UE shall perform PLMN selection as specified in 3GPP TS 23.122 [6]:
a)	if the UE does not have a stored disaster returnroaming wait range, the UE shall perform a registration procedure on the selected PLMN; and
b)	if the UE has a stored disaster return wait range, the UE shall generate a random number within the disaster return wait range and start a timer with the generated random number value. While the timer is running, the UE shall not initiate registration on the selected PLMN. Upon expiration of the timer, the UE shall perform a registration procedure if still camped on the selected PLMN.
When the AMF assigns a registration area to the UE registered for disaster roaming services, the AMF shall only include TAIs covering the area with the disaster condition.
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