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*******
* * * First Change * * * *
[bookmark: _Toc92281250][bookmark: _Toc92281251]4.5.3.1.2	Call pull handling
The UE may pull a session from another federated UE by performing the following steps:
NOTE:	In this Release of the present document no procedure is specified to receive consent from the UE the call is pulled from.
Editor's Note: [WI MuDTran, CR#0030]:	It is FFS whether any procedure is needed for the to-be-pulled UE to authorize the call pull.
a)	the UE learns about the session to pull by subscribing to the dialog event package, specified in RFC 4235 [16];
b)	the UE sends an INVITE request towards the far end populated as follows:
1)	the Request-URI is set to the uri in the <target> element of the <remote> element;
2)	a Replaces header field containing the dialog identifiers contained as attributes in the <dialog> element of the <dialog-info> element; and
3)	any other header field or body as determined by the service logic; and
c)	when the UE receives a response to the INVITE request above the UE follows general procedures in TS 24.229 [3].
* * * Next Change * * * *
4.5.3.1.3	Call push handling
The UE may push a session to another federated UE by performing the following steps:
a)	the UE learns the status and identities of the other federated UEs using the dialog event package, specified in RFC 4235 [16] and extended as specified in clause 7.X.2 in TS 24.229 [3]; and
b	the UE sends a REFER request towards the target UE populated as follows:
NOTE 1:	In this Release of the present document only one UE is targeted in the transfer.
Editor's Note: [WI MuDTran, CR#0030]:	It is FFS whether only one target UE can be selected or multiple target UEs can be selected.
1)	the Request-URI is set to the own public user identity and includes a "gr" SIP URI parameter set to the value of the "identity" attribute for the target UE received in the <ue-instance> element in the <dialog-info> element in the dialog event notification; and
NOTE 2:	The value in the "identity" attribute has the same format as a GRUU, but is not a GRUU assigned by the S-CSCF. It only has local significance.
Editor's Note: [WI MuDTran, CR#0030]: The exact format of the "identity" attribute may need further specification in order for the UE to recognize this as an identifier for the own IMPI.
2)	a Refer-to header field set to the SIP URI of the remote end and including in the headers portion of the SIP URI the headers and bodies determined by the service logic.
* * * Next Change * * * *
[bookmark: _Toc92281256]4.5.3.2.4	Call push handling
An AS supporting call push handling, when receiving a REFER request as specified in clause 4.5.3.1.3 shall
a)	verify that the user is allowed to push a call; and
b)	if the call push is allowed, based on local policy, either
1)	forward the REFER request towards the REFER target; or
2)	start 3pcc procedures as specified in TS 24.628 [17] to:
A)	transfer the originating leg from the originator of the REFER reqeust to the REFER target; and
B)	if necessary, update the terminating leg.
The AS shall use the "gr" SIP URI parameter in the Request-URI to identify the REFER target UE. If the AS knows that the content of the "gr" SIP URI parameter is not a GRUU assigned by the S-CSCF the AS shall remove the "gr" SIP URI parameter from the Request-URI before forwarding the request.
Editor's Note: [WI MuDTran, CR#0030]:	It is FFS whether only one target UE can be selected or multiple target UEs can be selected.
* * * End of Changes * * * *


