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*******
* * * First Change * * * *
[bookmark: _Toc25065409][bookmark: _Toc26196217][bookmark: _Toc34295312][bookmark: _Toc34387807]5.2	Node: /<X>
Table 5.2.1
	/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get, Replace
	

	
	This interior node acts as a placeholder for the MO for Multi-Device and Multi-Identity in IMS.



This interior node acts as a placeholder for the MO for Multi-Device and Multi-Identity in IMS.
-	Occurrence: OneOrMore
-	Format: node
-	Access Types: Get, Replace
-	Values: N/A
The interior node is mandatory for a UE supporting the UE role specified in TS 24.174 [3].
NOTE:	One node is normally used. More nodes are only used in case the terminal supports multiple UICCs.
Child nodes of this interior node which are not defined in this version of the present document are ignored.
[bookmark: _Toc25065410][bookmark: _Toc26196218][bookmark: _Toc34295313][bookmark: _Toc34387808]-	Values: N/A
5.3	/<X>/MultiIdentity
Table 5.3.1
	MultiIdentity

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node contains the multi-identity parameters.



This interior node contains the multi-identity parameters.
-	Occurrence: One
-	Format: node
-	Access Types: Get, Replace
-	Values: N/A
[bookmark: _Toc25065411][bookmark: _Toc26196219][bookmark: _Toc34295314][bookmark: _Toc34387809]5.4	/<X>/MultiIdentity/SharedIdentity
Table 5.4.1
	MultiIdentity/SharedIdentity

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node contains the parameters of shared identities.



This interior node contains the parameters of shared identities.
-	Occurrence: One
-	Format: node
-	Access Types: Get, Replace
-	Values: N/A
[bookmark: _Toc25065412][bookmark: _Toc26196220][bookmark: _Toc34295315][bookmark: _Toc34387810]5.5	/<X>/MultiIdentity/SharedIdentity/<X>
Table 5.5.1
	MultiIdentity/SharedIdentity/<X>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrMore
	node
	Get, Replace
	

	
	This interior node contains the settings of shared identities.



This interior node contains the settings of shared identities.
-	Occurrence: ZeroOrMore
-	Format: node
-	Access Types: Get, Replace
-	Values: N/A
[bookmark: _Toc25065413][bookmark: _Toc26196221][bookmark: _Toc34295316][bookmark: _Toc34387811]5.6	/<X>/MultiIdentity/SharedIdentity/<X>/SharedId
Table 5.6.1
	MultiIdentity/SharedIdentity/<X>/SharedId

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node contains a shared identity the UE can use.


This leaf node contains a shared identity the UE can use.

-	Occurrence: One
-	Format: chr
-	Access Types: Get, Replace
-	Values: N/A
[bookmark: _Toc25065414][bookmark: _Toc26196222][bookmark: _Toc34295317][bookmark: _Toc34387812]5.7	/<X>/MultiIdentity/DelegatedIdentity
Table 5.7.1
	MultiIdentity/DelegatedIdentity

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node contains the multi-device parameters of delegated identities.



This interior node contains the multi-device parameters of delegated identities.
-	Occurrence: One
-	Format: node
-	Access Types: Get, Replace
-	Values: N/A
[bookmark: _Toc25065415][bookmark: _Toc26196223][bookmark: _Toc34295318][bookmark: _Toc34387813]5.8	/<X>/MultiIdentity/DelegatedIdentity/<X>
Table 5.8.1
	MultiIdentity/DelegatedIdentity/<X>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrMore
	node
	Get, Replace
	

	
	This interior node contains the settings of delegated identities.



This interior node contains the settings of delegated identities.
-	Occurrence: ZeroOrMore
-	Format: node
-	Access Types: Get, Replace
-	Values: N/A
[bookmark: _Toc25065416][bookmark: _Toc26196224][bookmark: _Toc34295319][bookmark: _Toc34387814]5.9	/<X>/MultiIdentity/DelegatedIdentity/<X>/DelegatedId
Table 5.2.1
	MultiIdentity/DelegatedIdentity/<X>/DelegatedId

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node contains a  delegated identity that is allowed to use the native identity.



This leaf node contains a  delegated identity that is allowed to use the native identity.
-	Occurrence: One
-	Format: chr
-	Access Types: Get, Replace
-	Values: N/A
[bookmark: _Toc34295320][bookmark: _Toc34387815]5.10	/<X>/MultiDevice/
Table 5.2.1
	MultiDevice

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node contains the multi-device parameters.



This interior node contains the multi-device parameters.
-	Occurrence: One
-	Format: node
-	Access Types: Get, Replace
-	Values: N/A
[bookmark: _Toc34295321][bookmark: _Toc34387816]5.11	/<X>/MultiDevice/CallLogUri
Table 5.2.1
	MultiDevice/CallLogUri

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	chr
	Get, Replace
	

	
	This leaf node contains a URI the UE can use to access the call log.



This leaf node contains a URI the UE can use to access the call log.
-	Occurrence: ZeroOrOne
-	Format: chr
-	Access Types: Get, Replace
-	Values: N/A
* * * End of Changes * * * *
