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* * * First Change * * * *
[bookmark: _Toc20155917][bookmark: _Toc27501074][bookmark: _Toc36049200][bookmark: _Toc45209966][bookmark: _Toc51860791][bookmark: _Toc92204471]10.1.1.5.2.3	Joining an ongoing prearranged group call
Upon receipt of a "SIP INVITE request for non-controlling MCPTT function of an MCPTT group" and if a prearranged group call is already ongoing, the non-controlling MCPTT function of an MCPTT group:
NOTE 1:	The Contact header field of the SIP INVITE request contains the isfocus media feature tag.
1)	shall determine if the media parameters are acceptable and the MCPTT speech codec is offered in the SDP offer and if not, reject the request with a SIP 488 (Not Acceptable Here) response. Otherwise, continue with the rest of the steps;
2)	shall reject the SIP request with a SIP 403 (Forbidden) response and not process the remaining steps if:
a)	an Accept-Contact header field does not include the g.3gpp.mcptt media feature tag; or
b)	an Accept-Contact header field does not include the g.3gpp.icsi-ref media feature tag containing the value of "urn:urn-7:3gpp-service.ims.icsi.mcptt";
2A)	if the MCPTT emergency group call state is set to either "MEGC 2: emergency-call-requested" or "MEGC 3: emergency-call-granted" shall reject the "SIP INVITE request for non-controlling MCPTT function of an MCPTT group" with a SIP 403 (Forbidden) response, with warning text set to "166 constituent group is in an emergency call state " in a Warning header field as specified in clause 4.4, and shall not process the remaining steps;
NOTE 2:	3GPP TS 23.280 includes the possibility that local policy could allow a constituent group that is in an emergency state to be included in a group regroup; however, the transfer of that emergency state to the group regroup from the constituent group is not supported in the present document.
3)	if the partner MCPTT system does not have a mutual aid relationship to merged an ongoing prearranged call with the primary MCPTT system identified by the contents of the P-Asserted-Identity, shall reject the "SIP INVITE request for non-controlling MCPTT function of an MCPTT group" with a SIP 403 (Forbidden) response, with warning text set to "128 isfocus already assigned" in a Warning header field as specified in clause 4.4, and shall not process the remaining steps;
4)	shall cache the content of the SIP INVITE request, if received in the Contact header field and if the specific feature tags are supported;
5)	shall check if a Resource-Priority header field is included in the incoming SIP INVITE request and may apply any preferential treatment to the SIP request as specified in 3GPP TS 24.229 [4];
6)	shall generate SIP 200 (OK) response to the SIP INVITE request as specified in the clause 6.3.4.2.2.2 before continuing with the rest of the steps;
7)	shall include in the SIP 200 (OK) response an SDP answer to the SDP offer in the incoming SIP INVITE request as specified in the clause 6.3.4.2.1;
8)	shall instruct the media plane to initialise the switch to non-controlling mode as specified in 3GPP TS 24.380 [5] clause 6.5.2.3.2;
NOTE 3:	Resulting media plane processing is completed before the next step is performed. The media plane indicates the state of the floor and if the state is "floor-taken", information about the current speaker.
9)	if the media plane provided information about the current speaker, cache the information about the current speaker(s);
10)	shall send a SIP 200 (OK) response to the controlling MCPTT function according to 3GPP TS 24.229 [4].
Upon receipt of the SIP ACK request, the non-controlling MCPTT function of an MCPTT group:
1)	if information about a current speaker is cached:
a)	shall generate a SIP INFO request as specified in clause 6.3.4.1.3; and
b)	shall send the SIP INFO request to the controlling MCPTT function as specified in 3GPP TS 24.229 [4];
2)	shall instruct the media plane to finalise the switch to the non-controlling mode as specified in 3GPP TS 24.380 [5] clause 6. 3.5.2.3.3; and
3)	if at least one of the MCPTT clients in the pre-arranged group session has a subscription to the conference event package, shall subscribe to the conference event package from the controlling MCPTT function as specified in clause 10.1.3.5.3.

* * * End of Changes * * * *


