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	Reason for change:
	A call request may be rejected if there is a mismatch in the use of LMR end-to-end encryption or in the use of the LMR codec. Additional warning texts that can be used with SIP 488 (Not acceptable here) responses need to be defined for these cases. Warning texts other than those used for interworking are specified in 3GPP TS 24.379, subclause 4.2.2; however interworking specific texts should be defined in this specification. 
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	Add interworking specific texts to subclause 4.2.2 for use in the cases of mismatched LMR codec and E2EE scenarios. 
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** FIRST CHANGE **
[bookmark: _Toc25219750][bookmark: _Toc26195910][bookmark: _Toc27731880][bookmark: _Toc51921657][bookmark: _Toc51921973][bookmark: _Toc51922289][bookmark: _Toc83048703][bookmark: _Toc20155492][bookmark: _Toc27500647][bookmark: _Toc36048772][bookmark: _Toc45209535][bookmark: _Toc51860360][bookmark: _Toc92204013]4.2.2	Warning texts
Warning texts specified in table 4.2.2-1 for interworking are used, in conjunction with Eexisting warning texts as specified in 3GPP TS 24.379 [29] will be used.
Table 4.2.2-1: Warning texts for interworking defined for the Warning header field
	Code
	Explanatory text
	Description

	300
	LMR end-to-end encryption not permitted
	The call is not allowed to use LMR end-to-end encryption.

	301
	LMR end-to-end encryption required
	The call is required to use LMR end-to-end encryption.

	302
	LMR codec required
	The call requires an LMR defined codec to be used.
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