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	CR 0113 (C4-215507) was not implemented correctly:
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defaultConfiguredSnssaiInd with default value false defined in data type definition. 

Fqdn is not re-used in the API.
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* * * First Change * * * *

[bookmark: _Toc20142317][bookmark: _Toc34217263][bookmark: _Toc34217415][bookmark: _Toc39051778][bookmark: _Toc43210350][bookmark: _Toc49853256][bookmark: _Toc56530045][bookmark: _Toc98501060]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nnssf service based interface protocol.
Table 6.1.6.1-1: Nnssf_NSSelection specific Data Types
	Data type
	Clause defined
	Description

	AuthorizedNetworkSliceInfo
	6.1.6.2.2
	Contains the authorized network slice information.

	SubscribedSnssai
	6.1.6.2.3
	Contains the subscribed S-NSSAI.

	AllowedSnssai
	6.1.6.2.5
	Contains the authorized S-NSSAI and optional mapped home S-NSSAI and network slice instance information.

	AllowedNssai
	6.1.6.2.6
	Contains an array of allowed S-NSSAI that constitute the Allowed NSSAI information for the authorized network slice information.

	NsiInformation
	6.1.6.2.7
	Contains the API URIs of NRF services to be used to discover NFs/services, subscribe to NF status changes and/or request access tokens within the selected Network Slice instance and optional the Identifier of the selected Network Slice instance.

	MappingOfSnssai
	6.1.6.2.8
	Contains the mapping of S-NSSAI in the serving network and the value of the home network.

	SliceInfoForRegistration
	6.1.6.2.10
	Contains the slice information requested during a Registration procedure.

	SliceInfoForPDUSession
	6.1.6.2.11
	Contains the slice information requested during PDU Session establishment procedure.

	ConfiguredSnssai
	6.1.6.2.12
	Contains the configured S-NSSAI(s) authorized by the NSSF in the serving PLMN and optional mapped home S-NSSAI.

	SliceInfoForUEConfigurationUpdate
	6.1.6.2.13
	Contains the slice information requested during UE configuration update procedure.

	NsiId
	6.1.6.3.2
	Contains the Identifier of the selected Network Slice instance.

	RoamingIndication
	6.1.6.3.3
	Contains the indication on roaming.



Table 6.1.6.1-2 specifies data types re-used by the Nnssf- service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnssf service based interface.
Table 6.1.6.1-2: Nnssf re-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features defined in table 6.1.8-1.

	Fqdn
	3GPP TS 29.571 [7]
	Fully Qualified Domain Name.

	AccessType
	3GPP TS 29.571 [7]
	Used to specify the access type for which a slice information is applicable.

	NfServiceSetId
	3GPP TS 29.571 [7]
	NF Service Set Identifier

	RedirectResponse
	3GPP TS 29.571 [7]
	

	NFType
	3GPP TS 29.510 [13]
	Type of Network Function.

	NsSrg
	3GPP TS 29.571 [7]
	Network slice simultaneous registration groups



* * * Next Change * * * *
[bookmark: _Toc20142401][bookmark: _Toc34217347][bookmark: _Toc34217499][bookmark: _Toc39051862][bookmark: _Toc43210434][bookmark: _Toc49853341][bookmark: _Toc56530131][bookmark: _Toc98501138]6.2.6.3.3	Enumeration: NssfEventType
Table 6.2.6.3.3-1: Enumeration NssfEventType
	Enumeration value
	Description

	"SNSSAI_STATUS_CHANGE_REPORT"
	A NF subscribes to this event to receive the status change about the current S-NSSAI available (i.e unrestricted) per TA and the status change about the list of restricted S-NSSAI per TA and per PLMN in the serving PLMN of the UE.



* * * Next Change * * * *
[bookmark: _Toc20142411][bookmark: _Toc34217357][bookmark: _Toc34217509][bookmark: _Toc39051872][bookmark: _Toc43210444][bookmark: _Toc49853351][bookmark: _Toc56530142][bookmark: _Toc98501149]A.2	Nnssf_NSSelection API
openapi: 3.0.0

info:
  version: '2.2.0-alpha.4'
  title: 'NSSF NS Selection'
  description: |
    NSSF Network Slice Selection Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
    SliceInfoForRegistration:
      description: Contains the slice information requested during a Registration procedure
      type: object
      properties:
        subscribedNssai:
          type: array
          items:
            $ref: '#/components/schemas/SubscribedSnssai'
          minItems: 1
        allowedNssaiCurrentAccess:
          $ref: '#/components/schemas/AllowedNssai'
        allowedNssaiOtherAccess:
          $ref: '#/components/schemas/AllowedNssai'
        sNssaiForMapping:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
        requestedNssai:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
        defaultConfiguredSnssaiInd:
          type: boolean
          default: false
        mappingOfNssai:
          type: array
          items:
            $ref: '#/components/schemas/MappingOfSnssai'
          minItems: 1
        requestMapping:
          type: boolean
        ueSupNssrgInd:
          type: boolean
        suppressNssrgInd:
          type: boolean
        rejectedNssaiRa:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1

    SliceInfoForPDUSession:
      description: Contains the slice information requested during PDU Session establishment procedure
      type: object
      required:
        - sNssai
        - roamingIndication
      properties:
        sNssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        roamingIndication:
          $ref: '#/components/schemas/RoamingIndication'
        homeSnssai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    SliceInfoForUEConfigurationUpdate:
      description: Contains the slice information requested during UE configuration update procedure
      type: object
      properties:
        subscribedNssai:
          type: array
          items:
            $ref: '#/components/schemas/SubscribedSnssai'
          minItems: 1
        allowedNssaiCurrentAccess:
          $ref: '#/components/schemas/AllowedNssai'
        allowedNssaiOtherAccess:
          $ref: '#/components/schemas/AllowedNssai'
        defaultConfiguredSnssaiInd:
          type: boolean
        requestedNssai:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1
        mappingOfNssai:
          type: array
          items:
            $ref: '#/components/schemas/MappingOfSnssai'
          minItems: 1
        ueSupNssrgInd:
          type: boolean
        suppressNssrgInd:
          type: boolean
        rejectedNssaiRa:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
          minItems: 1

[…]
* * * End of Changes * * * *

