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* * * * Start of Changes * * * *
[bookmark: _Toc97203154]4.4.24.0	General
Time synchronization exposure allows an AF to configure time synchronization in 5GS. Depending on the time distribution method to use for the service (e.g. (g)PTP or 5G access stratum time distribution), the AF may require retrieving 5GS time synchronization capabilities prior to sending the time synchronization service request as described in subclause 4.4.24.1. For (g)PTP operation, the Time synchronization service allows an AF to subscribe to the UE availability for time synchronization service and to configure the (g)PTP instance in 5GS as described in subclause 4.4.24.2. For 5G access stratum based time distribution, the AF can influence the 5G access stratum time distribution as described in subclause 4.4.24.3. The time synchronization exposure is provided by NEF that uses the service provided by TSCTSF. The AF that is part of operator's trust domain may invoke the services directly with TSCTSF.
NOTE:	The AF can use either the procedure for configuring the (g)PTP instance in 5GS as described in clause 4.4.24.2 or the procedure for controlling the 5G access stratum time distribution as described in clause 4.4.24.3 for a particular UE. The procedures are not intended to be used in conjunction with each other by the AF. However, the (g)PTP instance activation, modification, and deactivation can influence the 5G access stratum time distribution for the UEs that are part of the impacted PTP instance.
* * * * End of change * * * *

