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[bookmark: _Toc36477618][bookmark: _Toc44930510][bookmark: _Toc50965280][bookmark: _Toc57102048][bookmark: _Toc99453768]4.6.5.4	EFV2XP_PC5 (V2X data policy over PC5)
If service n°2 is "available" in EFVST, this file shall be present. This EF contains V2X in 5GS UE policies over PC5. The format of the V2X in 5GS UE policies over PC5 are specified in 3GPP TS 24.588 [113].

	Identifier: '4F03'
	Structure: Transparent
	Optional

	SFI: Optional
	

	File size: X bytes bytes, (X ≥ 3)
	Update activity: low

	Access Conditions:
	READ	PIN
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1 to X
	V2X data policy over PC5 TLV objects
	M
	X bytes



[bookmark: MCCQCTEMPBM_00000142]The V2X in 5GS UE policies over PC5 data object parameters tags:
	Description
	Tag Value

	V2X data policy over PC5 Tag
	'A0'

		Served by E-UTRA or served by NR Tag
	'80'

		Not served by E-UTRA and not served by NR Tag
	'81'

		V2X service identifier to Tx profiles mapping rules Tag
	'82'

		Privacy config Tag
	'83'

		V2X communication over PC5 in E-UTRA Tag
	'84'

		V2X communication over PC5 in NR Tag
	'85'



The V2X in 5GS UE policies over PC5 contents:

	Description
	Value
	M/O
	Length (bytes)

	V2X data policy over PC5 Tag
	'A0'
	M
	1

	Length
	Note 1
	M
	Note 2

	Validity timer
	--
	M
	X1

	Indicator bits
	--
	M
	1

	Served by E-UTRA or served by NR Tag
	'80'
	M
	1

	Length
	X2
	M
	Note 2

	Served by E-UTRA or served by NR information
	--
	M
	X2

	Not served by E-UTRA and not served by NR Tag
	'81'
	O
	1

	Length
	X3
	O
	Note 2

	Not served by E-UTRA and not served by NR information
	--
	O
	X3

	V2X service identifier to Tx profiles mapping rules Tag
	'82'
	O
	1

	Length
	X4
	O
	Note 2

	V2X service identifier to Tx profiles mapping rules information
	--
	
	X4

	Privacy config Tag
	'83'
	O
	1

	Length
	X5
	O
	Note 2

	Privacy config information
	--
	
	X5

	V2X communication over PC5 in E-UTRA Tag
	'84'
	O
	1

	Length
	X6
	O
	Note 2

	V2X communication over PC5 in E-UTRA information
	--
	O
	X6

	V2X communication over PC5 in NR Tag
	'85
	O
	1

	Length
	X7
	O
	Note 2

	V2X communication over PC5 in NR Information
	--
	O
	X7

	Note 1:	This is the total size of the constructed TLV object.
Note 2:	The length is coded according to ISO/IEC 8825-1 [35].



-	Validity timer
Contents:
‑	The validity timer contains the timer for controlling the validity of 5GS UE policies for V2X communication over PC5.
Contents:
‑	The validity timer is encoded as shown in figure 5.3.1.1 and table 5.3.1.1 of 3GPP TS 24.588 [113].

-	Indicator bits
Contents:
‑	The indicator bits contains bit indications about 5GS UE policies for V2X communication over PC5.
Contents:
‑	The indicator bits are encoded as shown in figure 5.3.1.1 and table 5.3.1.1 of 3GPP TS 24.588 [113].

-	Served by E-UTRA or served by NR Tag '80'
Contents:
‑	The served by E-UTRA or served by NR contains configuration parameters for V2X communication over PC5 when the UE is served by E-UTRA or served by NR.
Contents:
‑	The served by E-UTRA or served by NR is encoded as shown in figures 5.3.1.3 to 5.3.1.5 and tables 5.3.1.3 to 5.3.1.5 of 3GPP TS 24.588 [113].

-	Not served by E-UTRA and not served by NR Tag '81'
Contents:
‑	The not served by E-UTRA and not served by NR contains configuration parameters for V2X communication over PC5 when the UE is served by E-UTRA or served by NR.
Contents:
‑	The not served by E-UTRA and not served by NR is encoded as shown in figures 5.3.1.6 to 5.3.1.11 and tables 5.3.1.6 to 5.3.1.11 of 3GPP TS 24.588 [113].

-	V2X service identifier to Tx profiles mapping rules Tag '82'
Contents:
‑	The V2X service identifier to Tx profiles mapping rules contains contains a list of V2X service identifier to Tx profiles mapping rules.
Contents:
‑	The V2X service identifier to Tx profiles mapping rules is encoded as shown in figures 5.3.1.12 to 5.3.1.14 and tables 5.3.1.12 to 5.3.1.14 of 3GPP TS 24.588 [113].

-	Privacy config Tag '83'
Contents:
‑	The privacy config contains configuration parameters for privacy configuration.
Contents:
‑	The private config is encoded as shown in figures 5.3.1.15 to 5.3.1.18 and tables 5.3.1.15 to 5.3.1.18 of 3GPP TS 24.588 [113].

-	V2X communication over PC5 in E-UTRA Tag '84'
Contents:
‑	The V2X communication over PC5 in E-UTRA contains configuration parameters for V2X communication over PC5 in E-UTRA.
Contents:
‑	The V2X communication over PC5 in E-UTRA is encoded as shown in figures 5.3.1.19 to 5.3.1.30 and tables 5.3.1.19 to 5.3.1.30 of 3GPP TS 24.588 [113].

-	V2X communication over PC5 in NR Tag '85'
Contents:
‑	The V2X communication over PC5 in NR contains configuration parameters for V2X communication over PC5 in NR.
Contents:
‑	The V2X communication over PC5 in NR is encoded as shown in figures 5.3.1.31 to 5.3.1.549 and tables 5.3.1.31 to 5.3.1.549 of 3GPP TS 24.588 [113].

[bookmark: MCCQCTEMPBM_00000143]V2X in 5GS UE policies over PC5 data policy object tag:
	V2X in 5GS UE policies over PC5 data policy
	Tag Values
	Condition

	V2X data policy over PC5
	'A0'
	Shall be present if service n°2 is "available" in the V2X service table
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