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	Reason for change:
	Network initiated PDU modification procedure is also used to inform service-level AA procedure or C2 authorization for established PDU sessions for UAS services with re-athentication purpose.


	
	

	Summary of change:
	Clarified in the general section that the Network triggered PDU modification is also used to inform the result of  service-level procedure of C2 authorization  for established PDU sessions for UAS services. 

	
	

	Consequences if not approved:
	UAS case missing from general section causing inconsistency in the specification.
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[bookmark: _Toc20232807][bookmark: _Toc27746910][bookmark: _Toc36213094][bookmark: _Toc36657271][bookmark: _Toc45286936][bookmark: _Toc51948205][bookmark: _Toc51949297][bookmark: _Toc98753609]6.3.2.1	General
[bookmark: _Hlk80265923]The purpose of the network-requested PDU session modification procedure is to enable the network to modify a PDU session, re-negotiate header compression configuration associated to a PDU session, convey a port management information container, to trigger EAS rediscovery, provide updated DNS server address(es) due to the newly selected local DNS server or the newly selected EASDF, provide updated ECS configuration information, remove joined UE from one or more MBS multicast sessions associated with a PDU session, update ATSSS parameters (e.g. ATSSS rules) ,or update the MBS service area of MBS multicast session that the UE has joined or to inform about the result of service-level AA procedure or C2 authorization for UAS services.
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