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	Reason for change:
	[bookmark: OLE_LINK51]As per definition for Service-level-AA server address IE in section 9.11.2.12 of TS 24.501, both the USS address and the USS FQDN are the type of service-level-AA server address and can be provided by the UE supporting UAS services to the network when requesting UAS services.

However, in some procedure descriptions, it uses " the USS address or USS FQDN " while in some procedure descriptions it uses “the USS address”, e.g. see below excerpted spec text:

"A UE supporting UAS services may provide to the network the USS address or USS FQDN via the protocol configuration options during attach and UE-requested PDN connectivity procedures so that the network may use the information to discover the USS."

"2)	shall include the service-level-AA server address parameter set to the USS address, if it is provided by the upper layers;"

Based on CT1 consensus that the term “the USS address” means both IP address and FQDN, then a single term statement is provided.
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	It proposes to provide a single term statement on “the USS address”.
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The UE supporting UAS services may request a PDN connection for USS communication during attach and UE-requested PDN connectivity procedures (see clause 5.5.1 and 6.5.1). In the request of the PDN connection for USS communication, the UE provides CAA-level UAV ID to the network via the protocol configuration options and the network may decide to perform UUAA-SM procedure. If provided by the upper layers, aA UE supporting UAS services shallmay provide to the network the USS address or USS FQDN via the protocol configuration options during attach and UE-requested PDN connectivity procedures so that the network may use the information to discover the USS.
After successful UUAA-SM procedure, the network may initiate the re-authentication or re-authorization procedure for the UE supporting UAS services as a part of network-initiated EPS bearer context modification procedure. If UUAA-SM fails during the re-authentication or a re-authorization procedure, or if the revocation of UUAA is initiated by the network, then the associated PDN connection for USS communication is released.
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