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*******
* * * First Change * * * *
[bookmark: _Toc81558541][bookmark: _Toc85876992][bookmark: _Toc88681444][bookmark: _Toc89678131][bookmark: _Toc98501223][bookmark: _Toc81558543]5.3.2.2	Create
[bookmark: _Toc81558542][bookmark: _Toc85876993][bookmark: _Toc88681445][bookmark: _Toc89678132][bookmark: _Toc98501224]5.3.2.2.1	General
The Create service operation shall be used to create a multicast or a broadcast MBS session, or for a location dependent MBS session, the part of an MBS Session within an MBS service area.
NOTE:	For a location dependent MBS service, one Create service operation is performed per MBS service area of the MBS session.
It is used in the following procedures:
-	MBS Session Creation with or without PCC (see clauses 7.1.1.2 and 7.1.1.3 of 3GPP TS 23.247 [14]); and
-	MBS Session Start for Broadcast (see clause 7.3.1 of 3GPP TS 23.247 [14]).
For a location dependent MBS service, TMGI shall be used to identify the MBS Session within 5GS. Different MBS Service Areas shall use different SSM (source specific IP multicast) addresses if multicast transport is used over N6mb or Nmb9.
The NF Service Consumer (e.g. NEF, MBSF or AF) shall create an MBS session, or for a location dependent MBS session, the part of an MBS Session within an MBS service area, by using the HTTP POST method as shown in Figure 5.3.2.2.1-1.



Figure 5.3.2.2.1-1: MBS session creation
1.	The NF Service Consumer shall send a POST request (CreateReqData structure) targeting the MBS Sessions collection resource of the MB-SMF. The payload body of the POST request shall contain the following information:
-	MBS Session ID (source specific IP multicast address or TMGI) or TMGI allocation request indication; and
-	service type (either multicast or broadcast service);
-	the locationDependent IE set to true, for a location dependent MBS service;
-	MBS Service Area, for a location dependent MBS service or for a Local MBS service.
The payload body of the POST request may further contain the following parameters:
-	for a multicast or a broadcast MBS session:
-	ingress transport address request indication, if the allocation of an ingress transport address is requested;
-	DNN;
-	S-NSSAI;
-	MBS activation time;
-	MBS termination time;
-	service description;
-	QoS information;
-	an MBS session status subscription request, including the list of MBS session events requested to be subscribed,  a Notify Correlation ID, the Notification URI where to receive MBS session status notifications and the NF instance ID of the subscribing NF, for subscribing to notifications of events about the MBS session;
-	indication that a policy authorization is provided for the MBS session to the PCF;
-	for a multicast MBS session:
-	session activity status (active/inactive);
-	indication that any UE may join the MBS session, for a multicast MBS session.
2a.	On success, the MB-SMF shall reserve ingress resources for the MBS session and shall return a "201 Created" response. The "Location" header shall be present and shall contain the URI of the created resource. The payload body of the POST response (CreateRspData structure) shall contain a representation of the created MBS session, including the following parameters:
-	the TMGI allocated to the MBS session and its expiration time, if the request included a TMGI allocation request;
-	the Area Session ID allocated by the MB-SMF for the MBS session and MBS service area, for a location-dependent MBS session; 
-	MB-UPF tunnel information, if unicast transport is used over N6mb/Nmb9; and
-	a representation of the created MBS session status subscription, including the list of MBS session events successfully subscribed, the URI of the created subscription, and the expiry time after which the subscription becomes invalid, if the Create request includes the subscription to events about the MBS session and the subscription was created successfully.
[bookmark: _PERM_MCCTEMPBM_CRPT81600006___3]For a location dependent MBS service, the MB-SMF shall allocate a unique Area Session ID within the MBS session for the MBS Service Area.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.2.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.2.3.2.3.1-3.	
* * * 2nd Change * * * *
[bookmark: _Toc510696609][bookmark: _Toc35971400][bookmark: _Toc67903524][bookmark: _Toc76042736][bookmark: _Toc81558574][bookmark: _Toc85877027][bookmark: _Toc88681479][bookmark: _Toc89678166][bookmark: _Toc98501258]6.1.3.2	Resource: TMGI collection
[bookmark: _Toc510696610][bookmark: _Toc35971401][bookmark: _Toc67903525][bookmark: _Toc76042737][bookmark: _Toc81558575][bookmark: _Toc85877028][bookmark: _Toc88681480][bookmark: _Toc89678167][bookmark: _Toc98501259]6.1.3.2.1	Description
This resource represents the collection of the individual TMGI values that can be assigned by the MB-SMF.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [5]).
[bookmark: _Toc35971402][bookmark: _Toc67903526][bookmark: _Toc76042738][bookmark: _Toc81558576][bookmark: _Toc85877029][bookmark: _Toc88681481][bookmark: _Toc89678168][bookmark: _Toc98501260]6.1.3.2.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-tmgi/<apiVersion>/tmgi
This resource shall support the resource URI variables defined in table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	apiVersion
	string
	See clause 6.1.1

	
	
	



* * * 3rd Change * * * *
[bookmark: _Toc35971403][bookmark: _Toc67903527][bookmark: _Toc76042739][bookmark: _Toc81558577][bookmark: _Toc85877030][bookmark: _Toc88681482][bookmark: _Toc89678169][bookmark: _Toc98501261][bookmark: _Toc85877068][bookmark: _Toc88681520][bookmark: _Toc89678207][bookmark: _Toc98501300]6.1.3.2.3	Resource Standard Methods
[bookmark: _Toc510696613][bookmark: _Toc35971404]6.1.3.2.3.1	POST
This method requests the MB-SMF to allocate one or more TMGIs with Nmbsmf_TMGI_Allocate service operation.
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	<name> or n/a
	<type> or <leave empty>
	<M, C or O>
	0..1 or 1 or 0..N or 1..N or <leave empty>
	<only if applicable>
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	TmgiAllocate 
	M"
	1
	Representation of one or more TMGIs to be allocated by the MB-SMF. The Request Body shall contain:
- the requested number of TMGIs (one or more), if TMGIs are requested to be allocated; or.
-  a list of TMGIs, if the expiration time of previously allocated TMGI(s) needs to be refreshed.



Table 6.1.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	TmgiAllocated 
	C
	1
	200 OK
	Successful allocation of one or more TMGI(s) and their expiration time. Alternatively, if the expiration time of the previously allocated TMGI(s) needs to be refreshed, the Response Body shall contain the list of the TMGI(s) and their new expiration time.
 

	ProblemDetails
	O
	0..1
	4xx/5xx
	TMGI(s) are not allocated

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set. (NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set. (NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the <method 1> method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.2.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	<header name> 
	<data type>
e.g. string
	"M", "C" or "O"
	"0..1", "1", "1..N",  "1..N", or <leave empty>
	<description>



Table 6.1.3.2.3.1-5: Headers supported by the  200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	<header name> 
	<data type>
e.g. string
	"M", "C" or "O"
	"0..1", "1", "1..N",  "1..N", or <leave empty>
	<description>



Table 6.1.3.2.3.1-6: Links supported by the 200 Response Code on this endpoint
	Name
	Resource name
	HTTP method or custom operation
	Link parameter(s)
	Description

	<link name>
e.g. search
	<resource 1>
e.g. Stored Search (Document)
	<method 1>
e.g. GET
	<parameter>
e.g. searchId
	<description of the link>



Table 6.1.3.2.3.1-7: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.1.3.2.3.1-8: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



* * * 4th Change * * * *
6.2.3.2.4	Resource Custom Operations
6.2.3.2.4.1	Overview
Table 6.2.3.2.4.1-1: Custom operations
	Operation name
	Custom operaration URI
	Mapped HTTP method
	Description

	update
	/mbs-sessions/contexts/update
	POST
	ContextUpdate service operation



6.2.3.2.4.2	Operation: update
6.2.3.2.4.2.1	Description
See clause 5.3.2.5x.1.

* * * 5th Change * * * *
6.2.3.5.3.2	DELETE
This method deletes an individual subscription resource for an MBS session in the MB-SMF with StatusUnsubscribe service operation.
This method shall support the URI query parameters specified in table 6.2.3.5.3.2-1.
Table 6.2.3.5.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.5.3.2-2 and the response data structures and response codes specified in table 6.2.3.5.3.2-3.
Table 6.2.3.5.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.5.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful deletion

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.5.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.5.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



* * * 6th Change * * * *
[bookmark: _Toc85877092][bookmark: _Toc88681544][bookmark: _Toc89678231][bookmark: _Toc98501324]6.2.3.7.3	Resource Standard Methods
6.2.3.7.3.1	PATCH
This method modifies an individual subscription resource for an MBS context in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.7.3.1-1.
Table 6.2.3.7.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.7.3.1-2 and the response data structures and response codes specified in table 6.2.3.7.3.1-3.
Table 6.2.3.7.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)

	M
	1
	It shall contain the list of changes to be made to the Context Status Subscription (i.e. ContextStatusSubscription data type), according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.2.3.7.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ContextStatusSubscription
	M
	1
	200 OK
	Upon success, a response body shall be returned containing the updated Context Status Subscription.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.7.3.1-4: Headers supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.7.3.1-5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.7.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.7.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



* * * End of Changes * * * *
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