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* * * First Change * * * *
[bookmark: _Toc85877006][bookmark: _Toc88681458][bookmark: _Toc89678145][bookmark: _Toc98501237][bookmark: _Toc81558545][bookmark: _Toc85876998][bookmark: _Toc88681450][bookmark: _Toc89678137][bookmark: _Toc97302746][bookmark: _Toc81558630][bookmark: _Toc85877106][bookmark: _Toc88681558][bookmark: _Toc89678245][bookmark: _Toc97302855][bookmark: _Toc25156545][bookmark: _Toc34124850][bookmark: _Toc43207979][bookmark: _Toc49857452][bookmark: _Toc56677296][bookmark: _Toc56691819][bookmark: _Toc56699083][bookmark: _Toc89035348][bookmark: _Toc89065146][bookmark: _Toc89180445][bookmark: _Toc97072135][bookmark: _Toc97152848][bookmark: _Toc89034982][bookmark: _Toc89064780][bookmark: _Toc89180081][bookmark: _Toc97071760][bookmark: _Toc97152473][bookmark: _Toc97072273][bookmark: _Toc97152986]5.3.2.8	StatusNotify
[bookmark: _Toc85877007][bookmark: _Toc88681459][bookmark: _Toc89678146][bookmark: _Toc98501238]5.3.2.8.1	General
The StatusNotify service operation shall be used by the MB-SMF to notify a subscribed NF Service Consumer (e.g. NEF, MBSF or AF) about the change in the status of the MBS session.
The MB-SMF shall notify the NF Service Consumer (e.g. NEF, MBSF or AF) by using the HTTP POST method to the callback URI received earlier in the subscription as shown in Figure 5.3.2.8.1-1.



Figure 5.3.2.8.1-1: MB-SMF notifications
1.	The MB-SMF shall send a POST request to the callback URI ({notifUri}) of the subscribed NF Service Consumer. The payload body of the POST request (StatusNotifyReqData data structure) shall contain:
-	Notification Correlation ID, if this information is available in the MBS session status subscription;
-	the list of MBS session events to be reported; .
-	When reporting a INGRESS_TUNNEL_ADD_CHANGE event: 
-	new ingress tunnel address used over the N6mb/Nmb9 reference point.
2a.	On success, the MB-SMF shall return a "204 No Content" response.
2b.	On failure or redirection, one of the HTTP status code listed in the data structures supported by the POST Response Body (see Table 6.2.5.2.3.1-2) shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in the same Table 6.2.5.2.3.1-2).




* * * End of Changes * * * *
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