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* * * First Change * * * *
[bookmark: _Toc25156545][bookmark: _Toc34124850][bookmark: _Toc43207979][bookmark: _Toc49857452][bookmark: _Toc56677296][bookmark: _Toc56691819][bookmark: _Toc56699083][bookmark: _Toc89035348][bookmark: _Toc89065146][bookmark: _Toc89180445][bookmark: _Toc97072135][bookmark: _Toc97152848][bookmark: _Toc89034982][bookmark: _Toc89064780][bookmark: _Toc89180081][bookmark: _Toc97071760][bookmark: _Toc97152473][bookmark: _Toc97072273][bookmark: _Toc97152986]6.3.6	Data Model
[bookmark: _Toc25156546][bookmark: _Toc34124851][bookmark: _Toc43207980][bookmark: _Toc49857453][bookmark: _Toc56677297][bookmark: _Toc56691820][bookmark: _Toc56699084][bookmark: _Toc89035349][bookmark: _Toc89065147][bookmark: _Toc89180446][bookmark: _Toc97072136][bookmark: _Toc97152849]6.3.6.1	General
This clause specifies the application data model supported by the API.
Table 6.3.6.3-1 specifies the data types defined for the Namf_MT service based interface protocol.
Table 6.3.6.3-1: Namf_MT specific Data Types
	Data type
	Clause defined
	Description

	EnableUeReachabilityReqData 
	6.3.6.2.2
	Data within the Enable UE Reachability Request

	EnableUeReachabilityRspData
	6.3.6.2.3
	Data within the Enable UE Reachability Response

	UeContextInfo
	6.3.6.2.4
	Contains the UE Context Information

	ProblemDetailsEnableUeReachability
	6.3.6.2.5
	Enable UE Reachability Error Detail

	AdditionInfoEnableUeReachability
	6.3.6.2.6
	Additional information to be returned in EnableUeReachability error response.

	EnableGroupReachabilityReqData
	6.3.6.2.7
	Data within the Enable Group Reachability Request

	EnableGroupReachabilityRspData
	6.3.6.2.8
	Data within the Enable Group Reachability Response

	UeInfo
	6.3.6.2.9
	list of UEs requested to be made reachable for the MBS Session

	ReachabilityNotificationData
	6.3.6.2.10
	Data within the UE Reachability Info Notify

	ReachableUeInfo
	6.3.6.2.11
	Contains the reachable UE Information

	UeContextInfoClass
	6.3.6.3.3
	Indicates the UE Context information class



Table 6.3.6.3-2 specifies data types re-used by the Namf_MT service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Namf_MT service based interface.
Table 6.3.6.3-2: Namf_MT re-used Data Types
	Data type
	Reference
	Comments

	ProblemDetails
	3GPP TS 29.571 [6]
	Common data type used in response bodies

	supportedFeatures
	3GPP TS 29.571 [6]
	Supported Features

	AccessType
	3GPP TS 29.571 [6]
	Access Type

	RatType
	3GPP TS 29.571 [6]
	RAT Type

	DurationSec
	3GPP TS 29.571 [6]
	

	RedirectResponse
	3GPP TS 29.571 [6]
	Response body of the redirect response message.

	Supi
	3GPP TS 29.571 [6]
	SUPI

	Tmgi
	3GPP TS 29.571 [6]
	TMGI

	PduSessionId
	3GPP TS 29.571 [6]
	PDU Session Id

	Uri
	3GPP TS 29.571 [6]
	URI

	UserLocation
	3GPP TS 29.571 [6]
	User Location Information

	MbsServiceAreaInfo
	3GPP TS 29.571 [6]
	MBS Service Area Information for a Location dependent MBS session

	MbsAreaSession
	3GPP TS 29.510 [29]
	MBS Service Area information

	UeReachability
	6.2.6.3.7
	Describes the reachability of the UE




* * * Next Change * * * *
[bookmark: _Toc81298249][bookmark: _Toc89035357][bookmark: _Toc89065155][bookmark: _Toc89180454][bookmark: _Toc97072144][bookmark: _Toc97152857]6.3.6.2.7	Type: EnableGroupReachabilityReqData
Table 6.3.6.2.7-1: Definition of type EnableGroupReachabilityReqData
	Attribute name
	Data type
	P
	Cardinality
	Description

	ueList
	array(UeInfo)
	M
	1..N
	This IE shall indicate the list of UEs requested to be made reachable for the MBS Session and may indicate the PDU Session Id of the associated PDU Session for the UE(s).

	tmgi
	Tmgi
	M
	1
	This IE shall Indicate the TMGI of the MBS session.

	reachabilityNotifyUri
	Uri
	O
	0..1
	The callback URI on which UEReachabilityInfoNotify is reported.

	mbsServiceAreaInfoSessionList
	array(MbsAreaSessionMbsServiceAreaInfo)
	O
	1..N
	List of Additional MBS Service Area and related Area Session ID session identifier and Service Area information used for MBS session withfor location dependent content.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.3.8 is supported. 





* * * Next Change * * * *
[bookmark: _Toc25156617][bookmark: _Toc34124922][bookmark: _Toc43208058][bookmark: _Toc49857525][bookmark: _Toc56677371][bookmark: _Toc56691894][bookmark: _Toc56699158][bookmark: _Toc89035527][bookmark: _Toc89065326][bookmark: _Toc89180627][bookmark: _Toc97072322][bookmark: _Toc97153035]A.4	Namf_MT
openapi: 3.0.0
info:
  version: 1.2.0-alpha.3
  title: Namf_MT
  description: |
    AMF Mobile Terminated Service
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-mt

[…]


    EnableGroupReachabilityReqData:
      description: Data within the Enable Group Reachability Request
      type: object
      properties:
        ueInfoList:
          type: array
          items:
            $ref: '#/components/schemas/UeInfo'
          minItems: 1
        tmgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Tmgi'
        reachabilityNotifyUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        mbsServiceAreaInfoSessionList:
          type: array
          items:
            $ref: 'TS29571_CommonDataTS29510_Nnrf_NFManagement.yaml#/components/schemas/MbsServiceAreaSessionInfo'
          minItems: 1
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - ueInfoList
        - tmgi


[…]

* * * End of Changes * * * *
