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[bookmark: _Toc24937686][bookmark: _Toc33962501][bookmark: _Toc42883263][bookmark: _Toc49733131][bookmark: _Toc51871595]* * * Begin of Changes * * * *
[bookmark: _Toc98487275][bookmark: _Toc67681455][bookmark: _Toc45028700][bookmark: _Toc45027865][bookmark: _Toc36456982][bookmark: _Toc27585030][bookmark: _Toc11338419][bookmark: _Toc19777613][bookmark: _Toc27740910][bookmark: _Toc36054289][bookmark: _Toc44874165][bookmark: _Toc51863143][bookmark: _Toc57980572][bookmark: _Toc82549951]5.4.2.1	Introduction
For the Nudm_UEAuthentication service the following service operations are defined:
-	Get
-	GetHssAv
-	ResultConfirmation
-	GetProseAv
The Nudm_UEAuthentication service is used by the AUSF to request the UDM to select an authentication method, calculate a fresh authentication vector (AV) if required for the selected method, and provide it to the AUSF by means of the Get service operation. See 3GPP TS 33.501 [6] clause 14.2.2 and 3GPP TS 33.535 [55] clause 6.1. The service may also be used by the AUSF to indicate to the UDM that the user is using a N5GC device behind Cable RGs in private networks or in isolated deployment scenarios with wireline access and that therefore the applicable authentication method shall be EAP based. See 3GPP TS 23.316 [37] clause 4.10a.
The Nudm_UEAuthentication service is also used by the HSS to request UDM to generate the authentication vector(s) for EPS or IMS domain by means of GetHssAv service operation. See 3GPP TS 23.632 [32] clause 5.6.3.
The Nudm_UEAuthentication service is also used by the AUSF to inform the UDM about the occurrence of a successful or unsuccessful authentication by means of the ResultConfirmation service operation. See3GPP TS 33.501 [6] clause 14.2.3.
The Nudm_UEAuthentication service is also used by the AUSF to request the UDM to authenticate the FN-RG accessing to 5GC via W-AGF. See 3GPP TS 23.316 [37] clause 7.2.1.3.
The Nudm_UEAuthentication service is also used by the NF service consumer to request the UDM to remove the UE authentication result during the Purge of subscriber data in AMF after the UE deregisters from the network or NAS SMC fails following the successful authentication in the registration procedure.
The Nudm_UEAuthentication service is also used by the AUSF to request UDM to retrieve the Authentication Vectors for 5G ProSe by means of GetProseAv service operation. See 3GPP TS 33.503 [x1] clause 7.4.

* * * Next Change * * * *
[bookmark: _Toc90561863][bookmark: _Toc67681464][bookmark: _Toc45028709][bookmark: _Toc45027874][bookmark: _Toc36456991]5.4.2.x	GetProseAv
[bookmark: _Toc90561864][bookmark: _Toc67681465][bookmark: _Toc45028710][bookmark: _Toc45027875][bookmark: _Toc36456992][bookmark: _Toc27585039]5.4.2.x.1	General
The following procedure using the GetProseAv service operation:
-	ProSe Authentication Vector Retrieval
[bookmark: _Toc90561865][bookmark: _Toc67681466][bookmark: _Toc45028711][bookmark: _Toc45027876][bookmark: _Toc36456993][bookmark: _Toc27585040]5.4.2.x.2	ProSe Authentication Vector Retrieval
Figure 5.4.2.x.2-1 shows a scenario where the NF service consumer (AUSF) retrieves ProSe authentication vector(s) for the 5G ProSe Remote UE from the UDM (see also 3GPP TS 33.503 [x1] clause 7.4). The request contains the UE's identity (supi or suci), Relay Service Code, and may contain resynchronization info.



Figure 5.4.2.x.2-1: NF service consumer requesting authentication vector(s)
1.	The NF service consumer sends a POST request to the UDM.
2a.	The UDM responds with "200 OK" with the message body containing the authentication vector(s).
2b.	If the operation cannot be authorized due to e.g UE does not have required subcription data, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element).
2c.	If the user does not exist, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.


* * * Next Change * * * *
[bookmark: _Toc98487816][bookmark: _Toc67681912][bookmark: _Toc45029150][bookmark: _Toc45028315][bookmark: _Toc36457400][bookmark: _Toc27585398][bookmark: _Toc11338716]6.3.3.1	Overview
Figure 6.3.3.1-1 describes the resources supported by the Nudm_UEAU API.




Figure 6.3.3.1-1: Resource URI structure of the Nudm_UEAU API
Table 6.3.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.3.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	SecurityInformation
(Custom operation)
	/{supiOrSuci}/security-information/generate-auth-data
	generate-auth-data (POST)
	If the variable {supiOrSuci} takes the value of a SUCI, the UDM calculates the corresponding SUPI. The UDM calculates a fresh authentication vector based on the received information and the stored security information for the SUPI if 5G-AKA or EAP-AKA' is selected. Otherwise, UDM provides corresponding authentication information.

	SecurityInformationForRg
	/{supiOrSuci}/security-information-rg
	GET
	If the variable {supiOrSuci} takes the value of a SUCI, the UDM calculates the corresponding SUPI. The UDM decides, based on the received information and the stored authentication profile of the SUPI, that authentication by the home network is not required for the FN-RG.

	AuthEvents
(Collection)
	/{supi}/auth-events
	POST
	Create an Authentication Event

	Individual AuthEvent
(Document)
	/{supi}/auth-events/{authEventId}
	PUT
	Update an Authentication Event

	HssSecurityInformation
(Custom operation)
	/{supi}/hss-security-information/{hssAuthType}/generate-av
	generate-av (POST)
	The UDM generates the authentication vector(s) of the requested type based on stored security information for the SUPI.

	GbaSecurityInformation
(Custom operation)
	/{supi}/gba-security-information/generate-av
	generate-av (POST)
	The UDM generates the authentication vector(s) of the requested type based on stored security information for the SUPI.

	ProSeSecurityInformation
(Custom operation)
	/{supiOrSuci}/prose-security-information/generate-av
	generate-av (POST)
	If the variable {supiOrSuci} takes the value of a SUCI, the UDM calculates the corresponding SUPI. The UDM decides, based on the received information and the stored authentication profile of the SUPI. 





* * * Next Change * * * *
[bookmark: _Toc27585418][bookmark: _Toc90562395][bookmark: _Toc67681932][bookmark: _Toc45029170][bookmark: _Toc45028335][bookmark: _Toc36457420]6.3.3.y	Resource: ProSeSecurityInformation (Custom operation)
[bookmark: _Toc90562396][bookmark: _Toc67681933][bookmark: _Toc45029171][bookmark: _Toc45028336][bookmark: _Toc36457421][bookmark: _Toc27585419]6.3.3.y.1	Description
This resource represents the 5G ProSe security information, see 3GPP TS 33.503 [x1].
[bookmark: _Toc90562397][bookmark: _Toc67681934][bookmark: _Toc45029172][bookmark: _Toc45028337][bookmark: _Toc36457422][bookmark: _Toc27585420]6.3.3.y.2	Resource Definition
Resource URI: {apiRoot}/nudm-ueau/v1/{supiOrSuci}/prose-security-information
This resource shall support the resource URI variables defined in table 6.3.3.y.2-1.
Table 6.3.3.y.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.3.1

	[bookmark: _Hlk98856432]supiOrSuci
	string
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2), or Subscription Concealed Identifier (see 3GPP TS 23.003 [8]).

Pattern: See pattern of type SupiOrSuci in 3GPP TS 29.571 [7]

(See NOTE 1, NOTE 2).

	NOTE 1:	The format for SUCI, when the corresponding SUPI is NAI-based, contains a realm that may include a "minus" character ("-"), which is also used as field separator. Given that the NAI and its realm shall conform to IETF RFC 7542 [29], the regular expression defined here allows for non-ambiguous matching of the different fields of the SUCI, even when the realm contains the "minus" character.
NOTE 2:	When the SUCI corresponds to a SUPI of type IMSI, and the Null protection scheme is used, the MSIN of the IMSI (which is formatted by the UE and sent over the NAS protocol as Binary Coded Decimal, BCD) shall be formatted in the SUCI as an UTF-8 string containing all decimal digits of the MSIN; see Annex C for SUCI encoding examples.


[bookmark: _Toc90562398][bookmark: _Toc67681935][bookmark: _Toc45029173][bookmark: _Toc45028338][bookmark: _Toc36457423][bookmark: _Toc27585421]
6.3.3.y.3	Resource Standard Methods
No Standard Methods are supported for this resource.
[bookmark: _Toc90562399][bookmark: _Toc67681936][bookmark: _Toc45029174][bookmark: _Toc45028339][bookmark: _Toc36457424][bookmark: _Toc27585422]6.3.3.y.4	Resource Custom Operations
[bookmark: _Toc90562400][bookmark: _Toc67681937][bookmark: _Toc45029175][bookmark: _Toc45028340][bookmark: _Toc36457425][bookmark: _Toc27585423]6.3.3.y.4.1	Overview
Table 6.3.3.5.y.1-1: Custom operations
	Operation Name
	Custom operation URI
	Mapped HTTP method
	Description

	generate-av
	/generate-av
	POST
	Generates the 5G ProSe authentication data.



[bookmark: _Toc90562401][bookmark: _Toc67681938][bookmark: _Toc45029176][bookmark: _Toc45028341][bookmark: _Toc36457426][bookmark: _Toc27585424]6.3.3.y.4.2	Operation: generate-av
[bookmark: _Toc90562402][bookmark: _Toc67681939][bookmark: _Toc45029177][bookmark: _Toc45028342][bookmark: _Toc36457427][bookmark: _Toc27585425]6.3.3.y.4.2.1	Description
This custom operation is used by the NF service consumer (AUSF) to request ProSe authentication vector(s) for the 5G ProSe Remote UE from the UDM. If SUCI is provided, the UDM calculates the SUPI from the SUCI (see 3GPP TS 33.501 [6]). The UDM calculates an authentication vector taking into account the information received from the NF service consumer (AUSF) and the current representation of this resource if EAP-AKA' is selected. For details see 3GPP TS 33.501 [6].
[bookmark: _Toc90562403][bookmark: _Toc67681940][bookmark: _Toc45029178][bookmark: _Toc45028343][bookmark: _Toc36457428][bookmark: _Toc27585426]6.3.3.y.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.3.3.y.4.2.2-1 and the response data structure and response codes specified in table 6.3.3.y.4.2.2-2.
Table 6.3.3.y.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ProSeAuthenticationInfoRequest
	M
	1
	Contains the relay service code and, optionally, resynchronization info.




Table 6.3.3.5.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ProSeAuthenticationInfoResult
	M
	1
	200 OK
	Upon success, a response body containing authentication vector(s) shall be returned. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- AUTHENTICATION_REJECTED

	ProblemDetails
	O
	0..1
	501 Not Implemented
	The "cause" attribute may be used to indicate the following application error:
- UNSUPPORTED_AUTHENTICATION_METHOD

This response shall not be cached.

	NOTE:	In addition, common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.




* * * Next Change * * * *
[bookmark: _Toc98487860][bookmark: _Toc67681947][bookmark: _Toc45029185][bookmark: _Toc45028350][bookmark: _Toc36457435][bookmark: _Toc27585429][bookmark: _Toc11338733]6.3.6	Data Model
[bookmark: _Toc98487861][bookmark: _Toc67681948][bookmark: _Toc45029186][bookmark: _Toc45028351][bookmark: _Toc36457436][bookmark: _Toc27585430][bookmark: _Toc11338734]6.3.6.1	General
This clause specifies the application data model supported by the API.
Table 6.3.6.1-1 specifies the data types defined for the Nudm_UEAU service API.
Table 6.3.6.1-1: Nudm_UEAU specific Data Types
	Data type
	Clause defined
	Description

	AuthenticationInfoRequest
	6.3.6.2.2
	Contains Serving Network Name and Resynchronization Information

	AuthenticationInfoResult
	6.3.6.2.3
	Contains an Authentication Vector (AV)

	AvEapAkaPrime
	6.3.6.2.4
	Contains RAND, XRES, AUTN, CK', and IK'

	Av5GHeAka
	6.3.6.2.5
	Contains RAND, XRES*, AUTN, KAUSF

	ResynchronizationInfo
	6.3.6.2.6
	Contains RAND and AUTS

	AuthEvent
	6.3.6.2.7
	Authentication Event

	AuthenticationVector
	6.3.6.2.8
	

	RgAuthCtx
	6.3.6.2.9
	Contains the UE id (i.e. SUPI) and the authentication indication.

	HssAuthenticationInfoRequest
	6.3.6.2.10
	Contains authentication method, serving network id, number of requested vectors and resynchronization information

	HssAuthenticationInfoResult
	6.3.6.2.11
	Contains the authentication vectors for EPS/IMS domain

	HssAuthenticationVectors
	6.3.6.2.12
	

	AvEpsAka
	6.3.6.2.13
	Contains RAND, XRES, AUTN, KASME

	AvImsGbaEapAka
	6.3.6.2.14
	Contains RAND, XRES, AUTN, CK, and IK

	GbaAuthenticationInfoRequest
	6.3.6.2.15
	Contains authentication method and resynchronization information

	GbaAuthenticationInfoResult
	6.3.6.2.16
	Contains the authentication vectors for GBA's BSF domain

	ProSeAuthenticationInfoRequest
	6.3.6.2.x
	Contains RSC and resynchronization information

	ProSeAuthenticationInfoResult
	6.3.6.2.y
	Contains the authentication vectors for ProSe

	ProSeAuthenticationVectors
	6.3.6.2.z
	Contains the authentication vectors for ProSe

	Autn
	6.3.6.3.2
	

	Auts
	6.3.6.3.2
	

	CkPrime
	6.3.6.3.2
	

	IkPrime
	6.3.6.3.2
	

	Kausf
	6.3.6.3.2
	

	Rand
	6.3.6.3.2
	

	ServingNetworkName
	6.3.6.3.2
	

	Success
	6.3.6.3.2
	

	Xres
	6.3.6.3.2
	

	XresStar
	6.3.6.3.2
	

	AuthenticatedInd
	6.3.6.3.2
	

	ConfidentialityKey
	6.3.6.3.2
	

	IntegrityKey
	6.3.6.3.2
	

	Kasme
	6.3.6.3.2
	

	NumOfRequestedVectors
	6.3.6.3.2
	

	Autn
	6.3.6.3.2
	

	AuthType
	6.3.6.3.3
	

	AvType
	6.3.6.3.4
	

	HssAuthType
	6.3.6.3.5
	

	HssAvType
	6.3.6.3.6
	

	HssAuthTypeInUri
	6.3.6.3.7
	

	AccessNetworkId
	6.3.6.3.8
	

	GbaAuthType
	6.3.6.3.10
	



Table 6.3.6.1-2 specifies data types re-used by the Nudm_UEAU service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_UEAU service API.
Table 6.3.6.1-2: Nudm_UEAU re-used Data Types
	Data type
	Reference
	Comments

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	DateTime
	3GPP TS 29.571 [7]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	Supi
	3GPP TS 29.571 [7]
	

	CagId
	3GPP TS 29.571 [7]
	

	ServerAddressingInfo
	3GPP TS 29.571 [7]
	Server address info, which in this specification contains information of a Provisioning Server (PVS)

	3GAkaAv
	3GPP TS 29.562 [xx]
	

	ResynchronizationInfo
	3GPP TS 29.562 [xx]
	

	RelayServiceCode
	3GPP TS 29.571 [7]
	



* * * Next Change * * * *
[bookmark: _Toc27585441][bookmark: _Toc36457447][bookmark: _Toc45028362][bookmark: _Toc45029197][bookmark: _Toc67681959][bookmark: _Toc82680572]6.3.6.2.x	Type: ProSeAuthenticationInfoRequest
Table 6.3.6.2.x-1: Definition of type ProSeAuthenticationInfoRequest
	Attribute name
	Data type
	P
	Cardinality
	Description

	servingNetworkName
	ServingNetworkName
	M
	1
	See 3GPP TS 33.501 [6] clause 6.1.1.4

	relayServiceCode
	RelayServiceCode
	M
	1
	Indicates Relay Service Code. See 3GPP TS 29.571 [7] clause 5.4.2

	resynchronizationInfo
	ResynchronizationInfo
	O
	0..1
	Contains RAND and AUTS.

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.3.8



[bookmark: _Toc27585442][bookmark: _Toc36457448][bookmark: _Toc45028363][bookmark: _Toc45029198][bookmark: _Toc67681960][bookmark: _Toc82680573]Editor's Note:	As KDF for Kausf_P is unclear in SA3, it could be potential changes in ProseauthinfoRequest, e.g. whether both SNN and RSC are required info.
6.3.6.2.y	Type: ProSeAuthenticationInfoResult
Table 6.3.6.2.y-1: Definition of type ProSeAuthenticationInfoResult
	Attribute name
	Data type
	P
	Cardinality
	Description

	authType
	AuthType
	M
	1
	Indicates the authentication method.

	proseAuthenticationVectors
	[bookmark: _Hlk98861917]ProSeAuthenticationVectors
	O
	0..1
	Contains Authentication Vector for Prose 

	supi
	Supi
	C
	0..1
	SUPI shall be present if the request contained the SUCI within the request URI

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.3.8



6.3.6.2.z	Type: ProSeAuthenticationVectors
Table 6.3.6.2.z-1: Definition of type ProSeAuthenticationVectors as a list of alternatives
	Data type
	Cardinality
	Description

	array(AvEapAkaPrime)
	1..5
	



Editor's Note:	Whether 5G_AKA is supported is FFS.

* * * Next Change * * * *
[bookmark: _Toc98488165][bookmark: _Toc67682192][bookmark: _Toc45029418][bookmark: _Toc45028583][bookmark: _Toc36457664][bookmark: _Toc27585641][bookmark: _Toc11338880]A.4	Nudm_UEAU API
openapi: 3.0.0
info:
  version: '1.2.0-alpha.4'
  title: 'Nudm_UEAU'
  description: |
    UDM UE Authentication Service.  
    © 2022, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.503 Unified Data Management Services, version 17.6.0
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.503/'

servers:
  - url: '{apiRoot}/nudm-ueau/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause clause 4.4 of 3GPP TS 29.501.

security:
  - oAuth2ClientCredentials:
    - nudm-ueau
  - {}

paths:
  /{supiOrSuci}/security-information/generate-auth-data:
    post:
      summary: Generate authentication data for the UE
      operationId: GenerateAuthData
      tags:
        - Generate Auth Data
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-ueau
        - oAuth2ClientCredentials:
          - nudm-ueau
          - nudm-ueau:security-information:generate-auth-data:invoke
      parameters:
        - name: supiOrSuci
          in: path
          description: SUPI or SUCI of the user
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupiOrSuci'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AuthenticationInfoRequest'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AuthenticationInfoResult'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

  /{supiOrSuci}/security-information-rg:
    get:
      summary: Get authentication data for the FN-RG
      operationId: GetRgAuthData
      tags:
        - Get Auth Data for FN-RG
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-ueau
        - oAuth2ClientCredentials:
          - nudm-ueau
          - nudm-ueau:security-information-rg:read
      parameters:
        - name: supiOrSuci
          in: path
          description: SUPI or SUCI of the user
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupiOrSuci'
        - name: authenticated-ind
          in: query
          description: Authenticated indication
          required: true
          schema:
             $ref: '#/components/schemas/AuthenticatedInd'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        - name: plmn-id
          in: query
          description: serving PLMN ID
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        - name: If-None-Match
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.2
          schema:
            type: string
        - name: If-Modified-Since
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.3
          schema:
            type: string
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RgAuthCtx'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

  /{supi}/auth-events:
    post:
      summary: Create a new confirmation event
      operationId: ConfirmAuth
      tags:
        - Confirm Auth
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-ueau
        - oAuth2ClientCredentials:
          - nudm-ueau
          - nudm-ueau:auth-events:create
      parameters:
        - name: supi
          in: path
          description: SUPI of the user
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AuthEvent'
        required: true
      responses:
        '201':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AuthEvent'
          headers:
            Location:
              description: 'Contains the URI of the newly created resource, according to the structure: {apiRoot}/nudm-ueau/v1/{supi}/auth-events/{authEventId}'
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

  /{supi}/hss-security-information/{hssAuthType}/generate-av:
    post:
      summary: Generate authentication data for the UE in EPS or IMS domain
      operationId: GenerateAv
      tags:
        - Generate HSS Authentication Vectors
[bookmark: _Hlk92627753]      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-ueau
        - oAuth2ClientCredentials:
          - nudm-ueau
          - nudm-ueau:hss-security-information:generate-av:invoke
      parameters:
        - name: supi
          in: path
          description: SUPI of the user
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: hssAuthType
          in: path
          description: Type of AV requested by HSS
          required: true
          schema:
            $ref: '#/components/schemas/HssAuthTypeInUri'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/HssAuthenticationInfoRequest'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/HssAuthenticationInfoResult'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

  /{supi}/auth-events/{authEventId}:
    put:
      summary: Deletes the authentication result in the UDM
      operationId: DeleteAuth
      tags:
        - Delete Auth
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-ueau
        - oAuth2ClientCredentials:
          - nudm-ueau
          - nudm-ueau:auth-event-id:modify
      parameters:
        - name: supi
          in: path
          description: SUPI of the user
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: authEventId
          in: path
          description: authEvent Id
          required: true
          schema:
            type: string
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AuthEvent'
        required: true
      responses:
        '204':
          description: Expected response to a successful authentication result removal
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'

  /{supi}/gba-security-information/generate-av:
    post:
      summary: Generate authentication data for the UE in GBA domain
      operationId: GenerateGbaAv
      tags:
        - Generate GBA Authentication Vectors
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-ueau
        - oAuth2ClientCredentials:
          - nudm-ueau
          - nudm-ueau:gba-security-information:generate-av:invoke
      parameters:
        - name: supi
          in: path
          description: SUPI of the user
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/GbaAuthenticationInfoRequest'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/GbaAuthenticationInfoResult'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

  /{supiOrSuci}/prose-security-information/generate-av:
    post:
      summary: Generate authentication data for ProSe
      operationId: GenerateProseAV
      tags:
        - Generate ProSe Authentication Vectors
      parameters:
        - name: supiOrSuci
          in: path
          description: SUPI or SUCI of the user
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupiOrSuci'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/ProSeAuthenticationInfoRequest'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ProSeAuthenticationInfoResult'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nudm-ueau: Access to the nudm-ueau API
            nudm-ueau:security-information:generate-auth-data:invoke: Acess to invoke the "generate-auth-data" custom operation on the "security-information" resource
            nudm-ueau:security-information-rg:read: Access to read the "security-information-rg" resource
            nudm-ueau:auth-events:create: Access to create a new child resource on the "auth-events" collection resource
            nudm-ueau:auth-event-id:modify: Access to modify (delete) an "auth-event-id" individual resource
            nudm-ueau:hss-security-information:generate-av:invoke: Acess to invoke the "generate-av" custom operation on the "hss-security-information" resource
            nudm-ueau:gba-security-information:generate-av:invoke: Acess to invoke the "generate-av" custom operation on the "gba-security-information" resource


  schemas:

# COMPLEX TYPES:

    AuthenticationInfoRequest:
      type: object
      required:
        - servingNetworkName
        - ausfInstanceId
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        servingNetworkName:
          $ref: '#/components/schemas/ServingNetworkName'
        resynchronizationInfo:
          $ref: '#/components/schemas/ResynchronizationInfo'
        ausfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        cellCagInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/CagId'
          minItems: 1
        n5gcInd:
          type: boolean
          default: false
        nswoInd:
          type: boolean
          default: false

    AuthenticationInfoResult:
      type: object
      required:
        - authType
      properties:
        authType:
          $ref: '#/components/schemas/AuthType'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        authenticationVector:
          $ref: '#/components/schemas/AuthenticationVector'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        akmaInd:
          type: boolean
          default: false
        authAaa:
          type: boolean
          default: false
        routingId:
          type: string
          pattern: '^[0-9]{1,4}$'
        pvsInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/ServerAddressingInfo'
          minItems: 1

    AuthenticationVector:
      oneOf:
        - $ref: '#/components/schemas/AvEapAkaPrime'
        - $ref: '#/components/schemas/Av5GHeAka'
      discriminator:
        propertyName: avType
        mapping:
          5G_HE_AKA: '#/components/schemas/Av5GHeAka'
          EAP_AKA_PRIME: '#/components/schemas/AvEapAkaPrime'

    AvEapAkaPrime:
      type: object
      required:
        - avType
        - rand
        - xres
        - autn
        - ckPrime
        - ikPrime
      properties:
        avType:
          $ref: '#/components/schemas/AvType'
        rand:
          $ref: '#/components/schemas/Rand'
        xres:
          $ref: '#/components/schemas/Xres'
        autn:
          $ref: '#/components/schemas/Autn'
        ckPrime:
          $ref: '#/components/schemas/CkPrime'
        ikPrime:
          $ref: '#/components/schemas/IkPrime'

    Av5GHeAka:
      type: object
      required:
        - avType
        - rand
        - xresStar
        - autn
        - kausf
      properties:
        avType:
          $ref: '#/components/schemas/AvType'
        rand:
          $ref: '#/components/schemas/Rand'
        xresStar:
          $ref: '#/components/schemas/XresStar'
        autn:
          $ref: '#/components/schemas/Autn'
        kausf:
          $ref: '#/components/schemas/Kausf'

    ResynchronizationInfo:
      type: object
      required:
        - rand
        - auts
      properties:
        rand:
          $ref: '#/components/schemas/Rand'
        auts:
          $ref: '#/components/schemas/Auts'

    AuthEvent:
      type: object
      required:
        - nfInstanceId
        - success
        - timeStamp
        - authType
        - servingNetworkName
      properties:
        nfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        success:
          $ref: '#/components/schemas/Success'
        timeStamp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        authType:
          $ref: '#/components/schemas/AuthType'
        servingNetworkName:
          $ref: '#/components/schemas/ServingNetworkName'
        authRemovalInd:
          type: boolean
          default: false
        resetIds:
          type: array
          items:
            type: string
          minItems: 1


    RgAuthCtx:
      type: object
      required:
        - authInd
      properties:
        authInd:
          type: boolean
          default: false
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

    HssAuthenticationInfoRequest:
      type: object
      required:
        - hssAuthType
        - numOfRequestedVectors
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        hssAuthType:
          $ref: '#/components/schemas/HssAuthType'
        numOfRequestedVectors:
          $ref: '#/components/schemas/NumOfRequestedVectors'
        requestingNodeType:
          $ref: '#/components/schemas/NodeType'
        servingNetworkId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        resynchronizationInfo:
          $ref: '#/components/schemas/ResynchronizationInfo'
        anId:
          $ref: '#/components/schemas/AccessNetworkId'

    HssAuthenticationInfoResult:
      type: object
      required:
        - hssAuthenticationVectors
      properties:
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        hssAuthenticationVectors:
          $ref: '#/components/schemas/HssAuthenticationVectors'

    HssAuthenticationVectors:
      oneOf:
        - type: array
          items:
            $ref: '#/components/schemas/AvEpsAka'
          minItems: 1
          maxItems: 5
        - type: array
          items:
            $ref: '#/components/schemas/AvImsGbaEapAka'
          minItems: 1
          maxItems: 5
        - type: array
          items:
            $ref: '#/components/schemas/AvEapAkaPrime'
          minItems: 1
          maxItems: 5

    AvEpsAka:
      type: object
      required:
        - avType
        - rand
        - xres
        - autn
        - kasme
      properties:
        avType:
          $ref: '#/components/schemas/HssAvType'
        rand:
          $ref: '#/components/schemas/Rand'
        xres:
          $ref: '#/components/schemas/Xres'
        autn:
          $ref: '#/components/schemas/Autn'
        kasme:
          $ref: '#/components/schemas/Kasme'

    AvImsGbaEapAka:
      type: object
      required:
        - avType
        - rand
        - xres
        - autn
        - ck
        - ik
      properties:
        avType:
          $ref: '#/components/schemas/HssAvType'
        rand:
          $ref: '#/components/schemas/Rand'
        xres:
          $ref: '#/components/schemas/Xres'
        autn:
          $ref: '#/components/schemas/Autn'
        ck:
          $ref: '#/components/schemas/ConfidentialityKey'
        ik:
          $ref: '#/components/schemas/IntegrityKey'

    GbaAuthenticationInfoRequest:
      type: object
      required:
        - authType
      properties:
        authType:
          $ref: '#/components/schemas/GbaAuthType'
        resynchronizationInfo:
          $ref: 'TS29562_Nhss_gbaUEAU.yaml#/components/schemas/ResynchronizationInfo'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

    GbaAuthenticationInfoResult:
      type: object
      properties:
        3gAkaAv:
          $ref: 'TS29562_Nhss_gbaUEAU.yaml#/components/schemas/3GAkaAv'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

    ProSeAuthenticationInfoRequest:
      type: object
      required:
        - servingNetworkName
        - relayServiceCode
      properties:
        relayServiceCode:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RelayServiceCode'
        resynchronizationInfo:
          $ref: '#/components/schemas/ResynchronizationInfo'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'


    ProSeAuthenticationInfoResult:
      type: object
      required:
        - authType
      properties:
        authType:
          $ref: '#/components/schemas/AuthType'
        proseAuthenticationVectors:
          $ref: '#/components/schemas/ProSeAuthenticationVectors'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

    ProSeAuthenticationVectors:
      oneOf:
        - type: array
          items:
            $ref: '#/components/schemas/AvEapAkaPrime'
          minItems: 1
          maxItems: 5

# SIMPLE TYPES:

    Autn:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'

    Auts:
      type: string
      pattern: '^[A-Fa-f0-9]{28}$'

    CkPrime:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'

    IkPrime:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'

    Kausf:
      type: string
      pattern: '^[A-Fa-f0-9]{64}$'

    Rand:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'

    Xres:
      type: string
      pattern: '^[A-Fa-f0-9]{8,32}$'

    XresStar:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'

    ServingNetworkName:
      type: string
      pattern: '^(5G:mnc[0-9]{3}[.]mcc[0-9]{3}[.]3gppnetwork[.]org(:[A-F0-9]{11})?)|5G:NSWO$'

    Success:
      type: boolean

    AuthenticatedInd:
      type: boolean

    ConfidentialityKey:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'

    IntegrityKey:
      type: string
      pattern: '^[A-Fa-f0-9]{32}$'

    Kasme:
      type: string
      pattern: '^[A-Fa-f0-9]{64}$'

    NumOfRequestedVectors:
      type: integer
      minimum: 1
      maximum: 5


# ENUMS:

    AuthType:
      anyOf:
        - type: string
          enum:
          - 5G_AKA
          - EAP_AKA_PRIME
          - EAP_TLS
          - NONE
          - EAP_TTLS
        - type: string

    AvType:
      anyOf:
        - type: string
          enum:
          - 5G_HE_AKA
          - EAP_AKA_PRIME
        - type: string

    HssAuthType:
      anyOf:
        - type: string
          enum:
          - EPS_AKA
          - EAP_AKA
          - EAP_AKA_PRIME
          - IMS_AKA
          - GBA_AKA
          - UMTS_AKA
        - type: string

    HssAvType:
      anyOf:
        - type: string
          enum:
          - EPS_AKA
          - EAP_AKA
          - IMS_AKA
          - GBA_AKA
          - UMTS_AKA
        - type: string

    HssAuthTypeInUri:
      anyOf:
        - type: string
          enum:
          - eps-aka
          - eap-aka
          - eap-aka-prime
          - ims-aka
          - gba-aka
        - type: string

    AccessNetworkId:
      anyOf:
        - type: string
          enum:
          - HRPD
          - WIMAX
          - WLAN
          - ETHERNET
        - type: string

    NodeType:
      anyOf:
        - type: string
          enum:
          - AUSF
          - VLR
          - SGSN
          - S_CSCF
          - BSF
          - GAN_AAA_SERVER
          - WLAN_AAA_SERVER
          - MME
        - type: string

    GbaAuthType:
      anyOf:
        - type: string
          enum:
          - DIGEST_AKAV1_MD5
        - type: string

* * * End of Changes * * * *
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